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		  Datasheet File OCR Text:


		  1008cx miniature rf chip inductors designed for wireless products u.s: 858 674 8100      u.k: 44 1483 401 700     france: 33 3 84 35 04 04     singapore: 65 287 8998     taiwan: 886 2 2698 0228     http://www.pulseeng.com w701.d (6/00) wirewound ceramic core construction high q values high self resonant frequency gold terminations industry standard 1008 (2520) surface mount land pattern electrical specifications @ 25c  s-parameters and typical q & inductance vs. frequency data available on disk notes: 1. inductance measured using a hp4191a  rf impedance analyzer. 2. q measured using a hp4291a rf impedance analyzer with a hp16193a test fixture. 3. srf measured using a hp8753c network analyzer. 4. r dc measured using a valhalla scientific model 4100 atc digital ohmmeter. 5. based on a 15 o c maximum temperature rise. 6. sample kit part number: pe-1008cxkit-g 7. component weight: 0.032 grams typical. 8. s-parameters and q & inductance vs. frequency information available on 3.5? disk. please request an944-1. inductance (1) standard optional q (2) srt min (3) r dc (4) i dc (5) part number (nh) tolerance tolerance min (mhz) ( w max) (ma max) pe-1008cx040mtg 4.7 @ 50 mhz 20% (m) 10% (k) 60 @ 1500 mhz 6000 0.025 1000 pe-1008cx080mtg 8.2 @ 50 mhz 20% (m) ? 60 @ 1500 mhz 6000 0.050 1000 pe-1008cx100mtg 10 @ 50 mhz 10% (k) 5% 50 @ 500 mhz 5000 0.090 1000 pe-1008cx120mtg 12 @ 50 mhz 10% (k) 5% 65 @ 500 mhz 2300 0.090 1000 pe-1008cx150mtg 15 @ 50 mhz 10% (k) 5% 55 @ 500 mhz 1850 0.190 1000 pe-1008cx180mtg 18 @ 50 mhz 10% (k) 5% 55 @ 350 mhz 2200 0.060 1000 pe-1008cx220mtg 22 @ 50 mhz 10% (k) 5% 55 @ 350 mhz 1800 0.090 1000 pe-1008cx270ktg 27 @ 50 mhz 10% (k) 5%, 2%, 1% 60 @ 350 mhz 1500 0.090 1000 pe-1008cx330ktg 33 @ 50 mhz 10% (k) 5%, 2%, 1% 60 @ 350 mhz 1800 0.180 800 pe-1008cx390ktg 39 @ 50 mhz 10% (k) 5%, 2%, 1% 70 @ 350 mhz 1400 0.120 1000 pe-1008cx470ktg 47 @ 50 mhz 10% (k) 5%, 2%, 1% 70 @ 350 mhz 1200 0.075 1000 pe-1008cx560ktg 56 @ 50 mhz 10% (k) 5%, 2%, 1% 60 @ 350 mhz 1150 0.120 1000 pe-1008cx680ktg 68 @ 50 mhz 10% (k) 5%, 2%, 1% 70 @ 350 mhz 1100 0.070 1000 pe-1008cx820ktg 82 @ 50 mhz 10% (k) 5%, 2%, 1% 65 @ 350 mhz 950 0.140 950 pe-1008cx101ktg 100 @ 25 mhz 10% (k) 5%, 2%, 1% 65 @ 350 mhz 900 0.150 650 pe-1008cx121ktg 120 @ 25 mhz 10% (k) 5%, 2%, 1% 60 @ 350 mhz 825 0.220 650 pe-1008cx151ktg 150 @ 25 mhz 10% (k) 5%, 2%, 1% 50 @ 100 mhz 625 0.160 580 pe-1008cx181ktg 180 @ 25 mhz 10% (k) 5%, 2%, 1% 50 @ 100 mhz 650 0.250 620 pe-1008cx221ktg 220 @ 25 mhz 10% (k) 5%, 2%, 1% 50 @ 100 mhz 625 0.240 500 pe-1008cx271ktg 270 @ 25 mhz 10% (k) 5%, 2%, 1% 45 @ 100 mhz 525 0.500 500 pe-1008cx331ktg 330 @ 25 mhz 10% (k) 5%, 2%, 1% 50 @ 100 mhz 500 0.800 450 pe-1008cx391ktg 390 @ 25 mhz 10% (k) 5%, 2%, 1% 50 @ 100 mhz 475 0.750 425 pe-1008cx471ktg 470 @ 25 mhz 10% (k) 5%, 2%, 1% 50 @ 100 mhz 450 0.700 350 pe-1008cx561ktg 560 @ 25 mhz 10% (k) 5%, 2%, 1% 50 @ 100 mhz 425 0.800 350 pe-1008cx621ktg 620 @ 25 mhz 10% (k) 5%, 2%, 1% 45 @ 100 mhz 375 1.900 200 pe-1008cx681ktg 680 @ 25 mhz 10% (k) 5%, 2%, 1% 45 @ 100 mhz 375 2.300 200 pe-1008cx751ktg 750 @ 25 mhz 10% (k) 5%, 2%, 1% 45 @ 100 mhz 350 1.600 200 pe-1008cx821ktg 820 @ 25 mhz 10% (k) 5%, 2%, 1% 40 @ 100 mhz 325 3.300 200 pe-1008cx911ktg 910 @ 25 mhz 10% (k) 5%, 2%, 1% 40 @ 50 mhz 300 2.100 200 pe-1008cx102ktg 1000 @ 25 mhz 10% (k) 5%, 2%, 1% 40 @ 50 mhz 300 1.700 200 pe-1008cx122ktg 1200 @ 10 mhz 10% (k) 5%, 2%, 1% 40 @ 50 mhz 250 3.000 200 pe-1008cx152ktg 1500 @ 10 mhz 10% (k) 5%, 2%, 1% 40 @ 50 mhz 200 3.800 150 pe-1008cx182ktg 1800 @ 10 mhz 10% (k) 5%, 2%, 1% 40 @ 50 mhz 150 4.000 150 pe-1008cx222ktg 2200 @ 10 mhz 10% (k) 5%, 2%, 1% 30 @ 25 mhz 80 4.400 150 pe-1008cx272ktg 2700 @ 10 mhz 10% (k) 5%, 2%, 1% 30 @ 25 mhz 90 7.000 150 pe-1008cx332ktg 3300 @ 10 mhz 10% (k) 5%, 2%, 1% 25 @ 15 mhz 40 7.800 150 pe-1008cx392ktg 3900 @ 10 mhz 10% (k) 5%, 2%, 1% 20 @ 15 mhz 35 8.300 135 pe-1008cx472ktg 4700 @ 10 mhz 10% (k) 5%, 2%, 1% 16 @ 15 mhz 25 6.000 150 
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 120 100 80 60 40 20 0 10 100 1000 10000 mhz q 12nh 1800n 750nh 330nh 47nh 100nh pe ? 1008 c x         121 k t g package style core material c  = ceramic (alumina) profile x  = standard example: 1008 size, ceramic core, standard height, 120 nh, 10% tolerance, tape & reel,  gold termination tolerance g  = 2% j  = 5% k  = 10% m  = 20% packaging t  =  tape & reel: 1600 pieces (7" reel/8mm wide) b  = bulk/partial reel termination g  = tungsten/nickel/gold  flash inductance ( nh) 1st 2 digits are  significant.   3rd digit is  multiplier. part number legend mechanical typical q vs frequency dimensions: inches mm unless otherwise specified all tolerances are  .010 0,25 .045 1,14 2 x  .040       1,02 .100 2,54 for more information : printed on recycled paper.  ?2000, pulse engineering, inc. w701.d (6/00) united states (worldwide) 12220 world trade drive san diego, ca  92128 the americas http://www.pulseeng.com tel: 858 674 8100 fax: 858 674 8262 united kingdom (northern europe) 1 & 2 huxley road the surrey research park guildford, surrey gu2 5re united kingdom tel: 44 1483 401700 fax: 44 1483 401701 france (southern europe) zone industrielle f-39270 orgelet france tel: 33 3 84 35 04 04 fax: 33 3 84 25 46 41 taiwan, r.o.c. (northern asia) 3f-4, no. 81, sec. 1 hsintai wu road hsi-chih, taipei hsien taiwan, r.o.c. tel:   886 2 2698 0228 fax: 886 2 2698 0948 singapore  (southern asia) 150 kampong ampat #07-01/02 ka centre singapore 368324 tel: 65 287 8998 fax:65 280 0080 distributor performance warranty of products offered on this data sheet is limited to the parameters specified. data is subject to change w ithout notice. other brand and product names mentioned herein may be trademarks or registered trademarks of their respective owners.
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