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		  Datasheet File OCR Text:


		  aspi-5123(s,h,u)-xxx electrical specifications: features: ? magnetically shielded with alloy ferrite core ? high energy storage capacity and low dcr ? suitable for high currents with low power loss ? high energy storage capacity ? self-leads, miniaturization design for high density    mounting & high current use   applications: 12 . 9   x   12 . 9   x   5 . 8m m pb rohs compliant electrical  characteristics 3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 07.30.10 visit www.abracon.com for terms & conditions of sale smd high current shielded power inductor ?  dc/dc converter; especially for cpus, memory, fdd    & cdr of notebooks, and servers ?  battery power equipment ?  power supply to the peripheral ic ?  battery charger ?  power source circuits, dc/ac inverters, emi filter, etc. storage  t emperature           t est condition     p arameters operating  t emperature -40oc to +80oc abracon p/n aspi-5123(s,h,u)-xxx -40oc to +80oc 100khz/0.1v p a r t   n u m b e r   l ( h )   to l era n ce   c o d e   asp i - 51 2 3 s ( s t a n d a r d   t y p e )   asp i - 5123 h ( h i g h   p ow e r   t y p e )   a sp i - 51 2 3 u ( u l t ra   p o w e r   t y p e )   dc r m a x   ( m ? ) ra t e d   dc       c u rre n t   ( a )   dc r m a x   ( m ? ) ra t e d   dc      c u rre n t   ( a )   dc r m a x   ( m ? ) ra t e d   dc        c u rre n t   ( a )   a sp i - 5 1 23u - r 3 5   0 . 35   n 1 . 8   18 . 5   a sp i - 5 1 23u - r 8 0   0 . 80   n 2 . 5   16 . 5   a sp i - 5 1 23h - 1 r 0   1 . 00   m 2 . 5   16 . 5   a sp i - 5 1 23u - 1 r 4   1 . 40   m 3 . 4   15 . 5   a sp i - 5 1 23 s - 1r5   1 . 50   m 2 . 5   14 . 0   a sp i - 5 1 23h - 1 r 8   1 . 80   m 3 . 4   15 . 3   a sp i - 5 1 23u - 2 r 2   2 . 20   m 5 . 4   12 . 5   a sp i - 5 1 23 s - 2r5   2 . 50   m 3 . 4   10 . 0   a sp i - 5 1 23h - 2 r 8   2 . 80   m 5 . 4   12 . 3   a sp i - 5 1 23u - 3 r 2   3 . 20   m 8 . 0   9 . 9   a sp i - 5 1 23 s - 4r0   4 . 00   m 8 . 0   8 . 3   a sp i - 5 1 23h - 4 r 0   4 . 00   m 8 . 0   9 . 9   a sp i - 5 1 23u - 4 r 3   4 . 30   m 11 . 4   8 . 2   a sp i - 5 1 23h - 5 r 6   5 . 60   m 11 . 4   8 . 2   a sp i - 5 1 23u - 5 r 6   5 . 60   m 13 . 5   7 . 6   a sp i - 5 1 23 s - 6r0   6 . 00   m 8 . 0   6 . 7   a sp i - 5 1 23h - 7 r 2   7 . 20   m 13 . 5   7 . 6   a sp i - 5 1 23 s - 8r2   8 . 20   m 11 . 4   5 . 8   as p i - 512 3 s - 10 0   10 . 0 0   m 13 . 5   5 . 0   ce r tified abracon is  ce r tified  abracon is  iso9001:2008  ce r tified  options & part identification: (left blank if standard) a s p i -   5 1 2 3     -                       -       i n d u c t a n ce   c o d e p l ease   r e f e r   t o   t he  t ab l e   on   pag e     2   t o l era n ce     c o d e   m :    20 %     n :    30 %     p acka g i ng   t :   t ape   and   r ee l   i n d u c t o r   t y p e   s :   s t an d a r d   t y pe  h :   h i gh   p o w e r   t y pe   u :   u l t r a   p o w e r   t y pe   note: *the rated current indicates the current when the inductance decreases to 80% over it?s nominal value * unless specified, test condition should be temp=15 ~ 35c, humidity=25 ~ 75% *tolerance code: m=20%; n=30%

 aspi-5123(s,h,u)-xxx ce r tified abracon is  ce r tified  abracon is  iso9001:2008  ce r tified  attention:  abracon corporation?s products are cots ? commercial-off-the-shelf products; suitable for commercial, industrial and, where designated, automo - tive applications.  abracon?s products are not specifically designed for military, aviation, aerospace, life-dependant medical applications or any application requir - ing high reliability where component failure could result in loss of life and/or property. for applications requiring high reliability and/or presenting an extreme  operating environment, written consent and authorization from abracon corporation is required. please contact abracon corporation for more information. 12 . 9   x   12 . 9   x   5 . 8m m pb rohs compliant 3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 07.30.10 visit www.abracon.com for terms & conditions of sale smd high current shielded power inductor outline drawing: tape & reel:  t = tape and reel 500pcs/reel re c o mm ended   land   pa tt e r n d i m en s i on  :  m m reflow profile: dimension : mm dimensions: inches (mm)
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