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		  Datasheet File OCR Text:


		  features / options ?rca plug ?red, black, white, yellow, blue or green  shell colours ?stylish shell design ?flexible grommet cable protection ?gold plated contacts jaws cable clamp options for t-series standard jaws cable clamp (black), cable o.d 3mm to 6mm (0.118" to 0.236") large jaws cable clamp (purple), cable  o.d 6mm to 7.5mm (0.236" to 0.295") ordering codes we have listed the more common ordering codes in each section. please contact us if you need any further assistance.  applications  ?audio cables and snakes   ?amplifiers ?speakers ?mixing desks ?rack mount equipment  ?patch panel features / options ?pro range 1/4" phone plug t-series. ?mono or stereo (trs) ?stylised shell design with ergonomic grip ?nickel or gold contact plating ?keyed shell ?optional heavy duty metal backshell / boot ?great solderability ?increased solder area on ground contact ?"jaws" cable clamp ?precision machined contacts ?coloured grommet features / options ?musician range 1/4" phone plug ?mono or stereo (trs) ?compact shell ?straight or right angle ?stylish shell design ?flexible grommet cable protection ?nickel or gold contact plating ?satin nickel or black finish ?diecast shell ?coloured grommet features / options ?oem range 1/4" phone jack ?mono or stereo (trs) ?stackable (piggy back)  mounting ?vertical or horizontal pcb mount ?mono and stereo switched contacts ?solder contacts ?combo contacts ?metal nut ?plastic nut entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au simple steps to guide you in using this catalogue 1) identify the product group listed in  contents on page 1 and go directly to that  page number. 2) each product group cover page then details information and options available. 3) refer to the product detail pages and identify the product you require pictorially. 4) read the product description column for the products standard features. 5) use variations column to determine  your choice. 6) identify part number. 7) in the event the particular option you require is not listed please refer to the part number breakdown page at the end of each section.  8) please contact us directly if you have any further problems. 67 1/4?phone connectors amphenol has introduced two ranges of 1/4" phone plug connectors to satisfy the needs of the manufacturer and the end user. the pro ?a heavy duty on- road plug and the musician - a solid performing general use plug. both series offer different features and benefits and the most suitable type will be determined by application, budget and personal choice. the 1/4" phone plug jacks range has been widened with the stackable (piggy back) oem series, saving board space and manufacturing costs.  1/4?phone connectors applicable patents us patent no. 5,439,388  

 features: ?mono or stereo (trs). ?stylised shell design with ergonomic grip. ?robust diecast shell in satin nickel or black finish. ?nickel or gold contact plating. ?keyed shell. ?optional heavy duty metal backshell / boot. ?great solderability. ?increased solder area on ground contact. ?"jaws" cable clamp. ?precision machined contacts. ?quick and easy assembly. options: gold contacts, large or small jaws cable clamp, black shell, metal backshell / boot, bulk pack. coloured grommets (ordered separately) part number breakdown: page 70      specifications: page 71 entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 1/4?phone plugs t-series (pro range) 68 product - figure drawing description variations part number standard tm2p gold plated contacts tm2p-au large cable clamp tm2pj bulk pack tm2p bulk 1/4" (6.35mm? mono phone plug, jaws cable clamp, thermoplastic backshell, satin finish. standard tm2pb gold plated contacts tm2pb-au large cable clamp tm2pbj bulk pack tm2pb bulk 1/4" (6.35mm? mono phone plug, jaws cable clamp, thermoplastic backshell, black finish. standard ts3p gold plated contacts ts3p-au large cable clamp ts3pj bulk pack ts3p bulk 1/4" (6.35mm? stereo phone plug, jaws cable clamp, thermoplastic backshell, satin finish. standard ts3pb gold plated contacts ts3pb-au large cable clamp ts3pbj bulk pack ts3pb bulk 1/4" (6.35mm? stereo phone plug, jaws cable clamp, thermoplastic backshell, black finish.

 entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 69 1/4?phone plugs t-series (pro range) product - figure drawing description variations part number 1/4" (6.35mm? phone plug,  jaws cable clamp, black metal backshell, satin finish shell. 1/4" (6.35mm? mono phone plug, jaws cable clamp, metal backshell,  satin finish. 1/4" (6.35mm? mono phone plug, jaws cable clamp, metal backshell,  black finish. 1/4" (6.35mm? stereo phone plug, jaws cable clamp, metal backshell,  satin finish. 1/4" (6.35mm? stereo phone plug, jaws cable clamp, metal backshell,  black finish. gold plated contacts standard gold plated contacts large cable clamp bulk pack standard gold plated contacts large cable clamp bulk pack standard large cable clamp bulk pack standard gold plated contacts large cable clamp bulk pack mono (std. clamp) mono (large clamp) stereo (std. clamp) stereo (large clamp) tm2pn tm2pn-au tm2pnj tm2pn bulk tm2pbm tm2pbm-au tm2pbmj tm2pbm bulk ts3pn ts3pn-au ts3pnj ts3pn bulk ts3pbm ts3pbm-au ts3pbmj ts3pbm bulk tm2pm tm2pmj ts3pm ts3pmj

 entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 70 1/4?phone plugs standard data part number breakdown t-series (pro range) e. g .   ts3pbmj-au bulk t (series prefix),  s3 (stereo),  p lug b lack,  m etal nut (black),  j  (large jaws), -  au  (gold plated contacts),  bulk  packaged. contact type series prefix shell type and finish backshell style t m2 series prefix 2 pole (mono) s3 3 pole, tip/ring/sleeve (stereo) series prefix contact type p plug satin nickel pb plug matt black shell type and finish blank plastic nut backshell type ts3pbm cable clamp contact plating packaging - j au bulk = = = = = = m n metal nut - black metal nut - satin nickel = = blank standard jaws 3mm to 6mm  cable clamp = j cable o.d. (0.118" to 0.236") large jaws 6mm to 7.5mm  = cable o.d.(0.236" to 0.295") blank au nickel plated contacts (standard) gold plated contacts contact plating = = packaging blank individual bags = bulk bulk packed  = shell insert  assembly cable  clamp boot assembly iso view of tm2p

 entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 71 cable clamp cable bushing contacts / plating brass /ni or au over 2? ni  thermoplastic polyurethane ul94 v-0 pbt modified ppo resin - black 1/4?phone plug technical data 1/4?phone plugs standard data approximate weight only, does not include packaging. please contact us for exact weight for shipping purposes. materials connector shell material shell finish insulators boot / backshell diecast zinc alloy ezda no.3 satin nickel or black polyester ul94 v-0 pbt resin or modified ppe resin - black ul94 v-0 pbt resin or modified ppe resin - black or metal cuzn 39 p b 3 flammability rating of insulating plastics solderability, complies with ul94v-0 iec 68-2-20 environmental complies with rohs directive 2002/95/ec nunber of contacts 2 pole (mono) 3 pole tip ring sleeve (stereo) termination max. wire gauge - stranded wire solder 2 pole (mono): awg 16  1.5mm 3 pole (stereo): awg 18  1mm general  characteristics value 2 2 current carrying capacity typical contact resistance 10a  (depends on mating connector and cable) depends on mating connector insulation resistance (initial) after damp heat test >2g ?  1g ? dielectric withstand voltage 2 pole : 1.5 kv dc 3 pole : 1 kv dc electrical characteristics protection class ip40 operating temperature -25? to +75? (-13? to + 167?) climatic characteristics insertion and withdrawal force  10n -   30n weight - thermoplastic backshell 28g (0.061lb) weight - metal backshell 35g (0.077lb) typical cable retenton force 22kg to 44kg (50lb to 100lb) - dependent on cable material and diameter. cable o.d. - standard jaw mechanical characteristics cable o.d. - large jaw 3mm to 6mm (0.118" to 0.236") 6mm to 7.5mm (0.236" to 0.295") 1) 1) 1) rev 2 - 09/2005

 72 entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au ACPS-GN ACPS-GN-au 1/4" (6.35mm? stereo phone plug, diecast shell,  satin finish,  flexible grommet. acps-gb acps-gb-au 1/4" (6.35mm? stereo phone plug, diecast shell,  black finish,  flexible grommet. phone plugs and jacks musician range features: ?mono or stereo (trs). ?stylish shell design. ?robust diecast shell in satin nickel or black finish. ?nickel or gold contact plating. ?flexible grommet cable protection. ?improved solderability. ?precision machined contacts. ?standard or bulk packaging. options: black shell, gold contacts. coloured grommets (ordered separately) specifications: pages 75-76 product - figure drawing                             dimensions in mm (inches) description variations part number standard acpm-gn gold plated contacts acpm-gn-au acpm-gb acpm-gb-au 1/4" (6.35mm? mono phone plug, diecast shell,  satin finish,  flexible grommet. 1/4" (6.35mm? mono phone plug, diecast shell,  black finish,  flexible grommet. standard gold plated contacts standard gold plated contacts standard gold plated contacts standard acpm-rn gold contacts acpm-rn-au 1/4?(6.35mm? mono phone plug, right angle, diecast shell, satin finish, flexible grommet. standard acpm-rb gold contacts acpm-rb-au 1/4?(6.35mm? mono phone plug, right angle, diecast shell, black finish, flexible grommet. bulk pack acpm-gn bulk acpm-gb bulk bulk pack ACPS-GN bulk bulk pack acps-gb bulk bulk pack bulk pack acpm-rn bulk bulk pack acpm-rb bulk

 product - figure drawing                             dimensions in mm (inches) description type part number 1/4?(6.35mm? stereo phone plug, right angle, diecast shell, black finish, flexible grommet. standard acps-rn gold contacts acps-rn-au bulk pack acps-rn bulk standard acps-rb gold contacts acps-rb-au bulk pack acps-rb bulk 1/4?(6.35mm? stereo phone plug, right angle, diecast shell, satin finish, flexible grommet. mono acjm - mhdr stereo acjs - mhdr 1/4" (6.35mm?  phone jack, horizontal snap-fit pcb, plastic housing, metal nut and entry bore stereo acjs - mhd* mono acjm-mhde* stereo acjs-mhde* 1/4" (6.35mm? dual phone jack (piggyback) horizontal snap-fit pcb, plastic housing, metal nut and entry bore 1/4"(6.35mm) dual phone jack   (piggyback) shielding plate, horizontal snap-fit pcb, plastic housing, metal nut and entry bore mono - plastic nut acjm - ph mono - metal nut acjm - mh stereo - plastic nut acjs - ph stereo - metal nut acjs - mh 1/4" (6.35mm?  jack, horizontal pcb mount, plastic housing with metal insert 1/4" (6.35mm?  jack, horizontal pcb mount, plastic housing with metal insert mono - plastic nut acjm-phr mono - metal nut acjm-mhr stereo - plastic nut acjs-phr stereo - metal nut acjs-mhr mono - plastic nut acjm - pc mono - metal nut acjm - mc stereo - plastic nut acjs - pc stereo - metal nut acjs - mc 1/4" (6.35mm?  jack,  horizontal snap-fit pcb mount, plastic housing with metal insert 1/4" (6.35mm?  jack, combination horizontal pcb and solder lug, plastic housing with metal insert mono acjm - mhd* this product protected by u.s. patent no. 6,116,959 and british patent no. 2,314,464 * entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 73 musician / oem range phone plugs and jacks

 mono - plastic nut acjm-phs mono - metal nut acjm-mhs stereo - plastic nut acjs-phs stereo - metal nut acjs-mhs 1/4" (6.35mm? jack, vertical pcb mount, needle eye contacts,  star washer, metal nut and insert 1/4" (6.35mm?  jack, vertical pcb mount, metal nut and insert stereo acjs-mv mono acjm-mv acjm-mn-2 acjs-mn-3 acjm-mn-2s acjs-mn-3s acjs-mn-5 refer circuit schematic chart page 74 product - figure drawing                             dimensions in mm (inches) description type part number 1/4" (6.35mm? jack, solder lug, plastic housing with metal insert 74 entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au musician / oem range phone plugs and jacks

 entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 75 musician / oem range phone plugs and jacks panel cutouts -front view schematic chart acjm-mv acjs-mv acjm-mn-2 acjs-mn-3 acjm-mn-2s acjs-mn-3s acjs-mn-5 acjm/s-ph acjm/s-mh acjm/s-pc acjm/s-mc acjm/s-phr acjm/s-mhr acjm/s-phs acjm/s-mhs acjm-mhd acjs-mhd acjm-mhdr acjs-mhdr pcb footprint  - connector side of pcb acjm-mv acjs-mv acjm-mn-2 acjs-mn-3 acjm-mn-2s acjs-mn-3s acjs-mn-5 acjm-ph acjm-mh acjs-ph acjs-mh acjm-pc acjm-mc acjs-pc acjs-mc acjm-phr acjm-mhr acjs-phr acjs-mhr acjm-mhd acjs-mhd acjm-mhde acjs-mhde acjm-mhdr acjs-mhdr

 entertainment interconnect catalogue - amphenol australia pty ltd   telephone 61 3 8796 8888 fax 61 3 8796 8801  www.amphenol.com.au 76 environmental complies with rohs directive 2002/95/ec musician / oem range standard data cable bushing contacts / plating (plugs) thermoplastic polyurethane plug and jacks technical data approximate weight only, does not include packaging. please contact us for exact weight for shipping purposes. connector shell material (jacks) connector shell finish insulators materials ul94 v-0 pbt modified ppo resin - black satin nickel, nickel or black polyester ul94 v-0 pbt resin or modified ppe resin and fibreglass laminate current carrying capacity typical contact resistance 10a  (depends on mating connector and cable) depends on mating connector insulation resistance (initial) after damp heat test >2g ?  1g ? dielectric withstand voltage 2 pole : 1.5 kv dc 3 pole : 1 kv dc flammability rating of insulating plastics solderability, complies with ul94v-0 iec 68-2-20 nunber of contacts 2 pole (mono) 3 pole tip ring sleeve (stereo) termination max. wire gauge - stranded wire solder, pcb or combo 2 pole (mono): awg 16  1.5mm 3 pole (stereo): awg 18  1mm general  characteristics value electrical characteristics protection class ip40 operating temperature -25? to +75? (-13? to + 167?) climatic characteristics insertion and withdrawal force  10n -   30n cable o.d. (plugs) mechanical characteristics 6mm (0.236") 2 2 1) rev 1 - 09/2005 brass / ni over cu (copper)  brass / sn (tin) over cu (copper) contacts / plating (jacks) connector shell material (plugs) diecast zinc alloy ezda no.3
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