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		  Datasheet File OCR Text:


		  ? 29 journey  ?  aliso viejo, ca 92656  �  usa (949) 448-7070    �    f ax : (949) 448-8484 e- mail : abinfo @ abracon.com �  i nternet a ddress :  www.abracon.com abracon is  iso 9001 /  qs 9000 certified -1- surface-mount wire wound  chip inductors aisc series 1008f physical characteristics standard specifications part l (h) l test q  q test srf rdc idc number j=5% freq min freq min max max k=10% (mhz) (mhz) (mhz) ( w ) (ma) 1008f series aisc-1008f-1r2 1.20 7.9 48 50 210 0.68 650 aisc-1008f-1r5 1.50 7.9 41 50 190 0.76 630 aisc-1008f-1r8 1.80 7.9 39 50 170 0.84 600 aisc-1008f-2r2 2.20 7.9 34 50 150 1.10 520 aisc-1008f-2r7 2.70 7.9 34 50 135 1.28 490 aisc-1008f-3r3 3.30 7.9 32 50 120 1.46 450 aisc-1008f-3r9 3.90 7.9 32 7.9 105 1.56 420 aisc-1008f-4r7 4.70 7.9 31 7.9 90 1.68 400 aisc-1008f-5r6 5.60 7.9 31 7.9 80 1.82 380 aisc-1008f-6r8 6.80 7.9 31 7.9 70 2.00 360 aisc-1008f-8r2 8.20 7.9 23 7.9 65 2.65 330 aisc-1008f-100 10.0 7.9 31 7.9 60 2.95 300 technical information: � testing: hp4291a, hp16193a, hp4286a or  equivalent. � solderability: 75% of the terminal electrode shall  be  covered. � soldering methods: reflow � operating temperature: -40c to +125c note: all specifications subject to change without notice. dimensions: inches (mm) features: options: common application: � construction: ferrite � tape & reel is standard � modems � high frequency design (qty: 3000 pcs.) � mobil radios � excellent q values bulk packaging available � cordless telephones � excellent srf for smaller quantities � global positioning systems � high reliability �  t olerance: k=10%, m=20% is standard � w ireless communications equipment � excellent thermal stability tighter tolerances available. � networking system, xdsl filter
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