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		  Datasheet File OCR Text:


		  5 energy way, p.o. box 1019, west warwick, ri 02893 usa   tel. 800-424-9850/401-823-5200 ?fax 401-823-8723 ?email info@advint corp.com ?internet http://www.advintcorp.com inch/(mm ) products shown covered by patents issued and/or pending. specifications subject to change without notice. page 36 pin grid array adapters features : ? screw machined terminals. ?e asily customized to fit your application. t erminals: brass - copper alloy (c36000)  astm-b-16 plating: gold over nickel or  ti n-lead over nickel gold per mil-g-45204 ti n-lead per mil-p-81728 nickel per qq-n-290 body material: hca - high temp. glass filled thermoplastic (p.p.s.), u.l. rated 94v-o,  -60?c to 260?c (-76?f to 500?f) ka - polyimide film, temperature range  -269?c to 400?c (-452?f to 752?f) pin grid array adapters standard quick turn terminals type -79 peel-a-way only  .072 dia. (1.83) .125 (3.18) .030 (.76) .280 (7.11) .018 dia.      (.46) typ. 2 type -80 peel-a-way only  .070 (1.78) .125 (3.18) .125 (3.18) .072 dia. (1.83) .018 dia.      (.46) typ. 2 type -81 peel-a-way only  .085 (2.16) .125 (3.18) .125 (3.18) .072 dia. (1.83) .018 dia.      (.46) typ. 2 type -08 .025 dia. (.64) .166 (4.22) .103 (2.62) .052 (1.32) .156 (3.96) .018 dia. (.46) type -68 .125 (3.18) .125 (3.18) .100 (2.54) .210 (5.33) .018 dia. (.46) .018 dia. (.46) type -43 .125 (3.18) .125 (3.18) .100 (2.54) .335 (8.51) .018 dia. (.46) .018 dia. (.46) type -185 .125 (3.18) .125 (3.18) .100 (2.54) .500 (12.70) .018 dia. (.46) .018 dia. (.46) type -42 .125 (3.18) .125 (3.18) .100 (2.54) .585 (14.86) .018 dia. (.46) .018 dia. (.46) peel-a-way ? covered by patent rights issued and/or pending. how to order footprint dash # if applicable  1     hca     068    -08     t plating g - gold t - tin-lead terminal type body type hca - high temp. molded ka - peel-a-way  number of pins 004 - 484 pins see pages 37 - 64 for pga footprints quick turn delivery  available on standard terminal types. additional terminal types available.   see terminal section for detailed terminal information.
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