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		  Datasheet File OCR Text:


		  wireless - cellular products 8 10 watt sma medium power performance frequency:  dc - 2.0, dc - 6.0, dc - 12.4, and dc - 18.0 ghz units available attenuation values:  1 thru 40 db in 1 db increments attenuation accuracy:   1 - 10 db      + 0.5 db 11 - 20 db    + 0.7 db 21 - 40 db    + 1.0 db vswr:    1.25 max. @ dc - 2.0 ghz, 1.40 max. @ 2 - 12.4 ghz, and 1.50 max. @ 12.4 - 18.0 ghz power:  10 watts average @ +40c derated linearly to 0.5 watts @ +125c peak power:  100 watts except 488 series which is 5 kilowatts operating temperature range:  -54c to +125c finish:  black anodized aluminum and stainless steel connectors attenuators                                             dc - 12.4 ghz         471 series    model numbers male/female      female/female                male/male     att-0471-xx-sma-07 att-471f-xx-sma-07 att-471m-xx-sma-07 xx = attenuation value: select 01-40db in 1db increments 10 watts wireless system performance                                             dc - 18.0 ghz         303 series    model numbers male/female      female/female                male/male     att-0303-xx-sma-07 att-303f-xx-sma-07 att-303m-xx-sma-07 xx = attenuation value: select 01-40db in 1db increments 10 watts wireless system performance                                             dc - 6.0 ghz         472 series    model numbers male/female      female/female                male/male     att-0472-xx-sma-07 att-472f-xx-sma-07 att-472m-xx-sma-07  xx = attenuation value: select 01-40db in 1db increments 10 watts wireless system performance                                             dc - 2.0 ghz         488 series    model numbers male/female      female/female                male/male     att-0488-xx-sma-07 att-488f-xx-sma-07 att-488m-xx-sma-07 xx = attenuation value: select 01-40db in 1db increments 10 watts  average - 5 kilowatts peak
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