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		  Datasheet File OCR Text:


		      all specification & dimensions are subject to chang e, please call your nearest foxconn sales represent ative for update information.     specifications                                mini sas connector     ld21  series    r/ a, sm t, receptacle  0.8mm [.032"] pitch        mechanical  insertion force:   55.5n max.   withdrawal force:  49.0n max.   durability:   250 cycles.    electrical  voltage rating:  250v.   current rating:   0.5a min. per pin.  contact resistance:  ?20m   max. after life testing.   dielectric withstanding voltage:   300v ac.  insulation resistance:   1000m   min.     physical  housing:   thermoplastic, ul94 v-0 rated in black color   contact:   copper alloy   plating:   see ordering information   operating temperature:   -20    to +85          drawing      ordering information      none=tray contact area plating h=30u" gold  with rohs compliance v=15u" gold  with rohs compliance mini sas type external mini sas (1,2,3,4...) l = lcp,color black housing material packing type 6 = tape&reel modification code mounting end type no. of pos. 36 = 36 pos. 1= smt, r/a 2=receptacle mating end type product no. : l d 2 1 36 * - m 8 * * * s-ata series       

     all specification & dimensions are subject to chang e, please call your nearest foxconn sales represent ative for update information.   attachment      through hole dim.h product no. shell p.c.b. option through hole 2.79 [.110] [.110] [.110] 2.79 3.56 [.140] 2.79 through hole through hole [.077] [.077] 1.96 1.96 retention retention shell key option 1.96 [.125] 1.96 3.18 [.077] 2.79 3.56 3.56 [.140] [.140] [.140] 3.18 [.125] 3.18 [.125] 3.18 3.56 [.110] [.077] 1.96 1.96 1.96 1.96 [.077] [.077] [.077] [.077] [.125] dim.h product no. shell p.c.b. option shell key option retention through hole through hole through hole through hole through hole through hole through hole through hole through hole through hole through hole through hole retention ld2136*-m8j** ld2136*-m8h** ld2136*-m8g** right key left key universal right key universal right key ld2136*-m89** ld2136*-m85** ld2136*-m88** ld2136*-m87** ld2136*-m8e** ld2136*-m8f** ld2136*-m8u** ld2136*-m8s** ld2136*-m8r** ld2136*-m8l** ld2136*-m8n** ld2136*-m8m** ld2136*-m8k** ld2136*-m8q** left key dual key left key ld2136*-m8w** ld2136*-m8y** ld2136*-m8v** dual key right key dual key left key dual key universal right key left key dual key universal universal    
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