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		  Datasheet File OCR Text:


		  1 jl  connector 2.5mm pitch/board-to-board connectors radial tape specifications  ?current rating: 3a ac, dc ?voltage rating: 250v ac, dc ?temperature range: -25?c to +85?c (including temperature rise in applying electrical current) ?contact resistance: initial value/10m  ? max.  after environmental testing/20m ? max.  ?insulation resistance: 1,000m  ? min.  ?withstanding voltage: 1,000v ac/minute  ?applicable pc board thickness: 1.6mm * compliant with rohs. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. standards  0 recognized e60389 1 certified lr20812 the jl connector is designed for board-to- board connection in electronic equipment requiring high-density mounting and unitization. this connector is highly resistant to equipment vibration and shock. ?high contact pressure ?housing lock assures good connection even  after severe shock & vibration ?reinforcing pins increase pcb mounting durability ? polarized, fully shrouded header aligns the  connector halves before their pins make contact  njo  ?  ?   y   y  njo  ?  ?   y   y  njo  ?  njo  ?  ? receptacle shrouded header  ?    y  ?  ? ? ?        note: 1. tolerances are non-cumulative:   0.05mm for all centers. 2. hole dimensions differ according to the kind of pc board and piercing method. the dimensions above should serve as a guideline. contact jst for details. receptacle on radial-tape pc board layout (viewed from soldering side) and assembly layout

 2 2 2 jl connector  "            enlarged views of lock shape are shown below. # circuits model no. dimensions (mm) q'ty / box ab material and finish post: brass, copper-undercoated, tin-plated (reflow treatment) wafer: pa 66, ul94v-0, red (secure lock type), blue (friction lock type) reinforcing pins: brass, tin-plated (reflow treatment) secure lock type friction lock type             s3b-jl-r s4b-jl-r s5b-jl-r s6b-jl-r s7b-jl-r s8b-jl-r s9b-jl-r s10b-jl-r s11b-jl-r s12b-jl-r s13b-jl-r s15b-jl-r s3b-jl-f-e s4b-jl-f-e s5b-jl-f-e s6b-jl-f-e s7b-jl-f-e s8b-jl-f-e s9b-jl-f-e s10b-jl-f-e s11b-jl-f-e s12b-jl-f-e s13b-jl-f-e s15b-jl-f-e                                     secure lock type friction lock type rohs compliance this product displays (lf)(sn) on a label. circuits model no. dimensions (mm) q'ty / box ab material and finish contact: phosphor bronze, tin-plated (reflow treatment) housing: pa 66, ul94v-0, blue reinforcing pins: brass, copper-undercoated, tin-plated (reflow treatment)             03jl-bt-e 04jl-bt-e 05jl-bt-e 06jl-bt-e 07jl-bt-e 08JL-BT-E 09jl-bt-e 10jl-bt-e 11jl-bt-e 12jl-bt-e 13jl-bt-e 15jl-bt-e                                     #     "          circuits model no. dimensions (mm) ab material and finish contact: phosphor bronze, tin-plated (reflow treatment) housing: pa 66, ul94v-0 reinforcing pins: brass, copper-undercoated, tin-plated (reflow treatment)     05jl-bt-m-t 06jl-bt-m-t 07jl-bt-m-t 08jl-bt-m-t         q'ty / box     # "       rohs compliance this product displays (lf)(sn) on a label. rohs compliance this product displays (lf)(sn) on a label. shapes of lock receptacle receptacle on radial-tape  shrouded header

 3 jl connector packaging specifications taping specifications 12.7 20.6 9.0 6.0 18.0 4.0 5.0 3.85 25.4  note: conforms to jic c 0806 of "tape packaging of components with unidirectional leads on continuous tapes". terminals & connectors r d h w leader tape tail tape 'mbuqbdl	[jh[bhgpmefe
 joefyjohipmftqfsgpme	nn
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nn nn qdtcpy ?djsdvjut 1bdlbhfuzqf %jtubodfcfuxffogpmet #pytj[f %jtubodfcfuxffouiffoepguifubqfboe uifgjstudpoofdupstdfoufsmjof	fjuifsfoe
 2vboujuz 'mbuqbdl note: products of different packaging specifications are also available.  contact jst for details. distance between the end of the tape and the first connector's center line (either end)
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