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		  Datasheet File OCR Text:


		  board to board interconnections .100" (2.54 mm) pitch board to board interconnections page 52 inch/(mm) features: terminals and contacts: plating: ! ! ! high reliability method of interconnecting. reliable mechanical support. complete flexibility. if the board to board spacing you need is not shown on pages 54 - 55 , consult factory. terminal: brass - copper alloy 360, astm-b-16 contact: beryllium copper - copper alloy 172, astm-b-194 terminal: gold over nickel or tin-lead over nickel contact: gold over nickel or tin-lead over nickel glass filled thermoplastic polyester (p.b.t.) u.l. rated 94v-o, -60 c to 140 c (-76 f to 284 f) - high temp. glass filled thermoplastic, u.l. rated 94v-o, -60 c to 260 c (-76 f to 500 f) - polyimide film - temp. range -269 c to 400 c(-452 f to 752 f) molded - high temp molded peel-a-way    ? body material: peel-a-way? covered by patent rights issued and or pending. na     010     -68 t body type na - single row molded hna - single row high temp molded ksa - single row peel-a-way dra - dual row molded hdra - dual row high temp molded dka - dual row peel-a-way ? ? terminal plating g - gold t - tin-lead terminal type see page 53 for available terminal types. number of pins na/hna - 3 - 32, ksa - 2 - 100 dra/hdra - 20 - 70, dka - 4 - 200 how to order single and dual row male nb     010     -01 t     g body type nb/lnb - single row molded hnb/hlnb - single row high temp molded kss - single row peel-a-way drs - dual row molded hdrs - dual row high temp molded dks - dual row peel-a-way ? ? contact plating g - gold t - tin-lead terminal plating g - gold t - tin-lead terminal type see page 53 for available terminal types. number of pins nb/lnb - 3 - 32, kss - 2 - 100 drs - 20 - 70, dks - 4 - 200 how to order single and dual rowfemale low profile board to board nb/lnb - single row molded female drs - dual row molded female dra - dual row molded male na - single row molded male kss - single row peel-a-way female ? dks - dual row peel-a-way female ? dka - dual row peel-a-way male ? ksa - single row peel-a-way male ? new photo 5 energy way, p.o. box 1019, west warwick, ri  02893  usa   tel. 800-424-9850 / 401-823-5200 ? fax 401-823-8723 ? email  advint corp@aol.com ? internet  http://www.advintcorp.com advanced interconnections ? ?

 board to board interconnections .100" (2.54 mm) pitch board to board interconnections peel-a-way? covered by patent rights issued and or pending. male terminal information female terminal information type -210 peel-a-way ? only .058 dia. (1.47) .034 dia. (.86) .015 (.38) .155 (3.94) .058 dia. (1.47) .038 dia. (.97) .155 (3.94) .031 (.79) type -85 peel-a-way ? only type -04* .072 dia. (1.83) .028 dia. (.71) .095 (2.41) .095 (2.41) type -49* type -51* .072 dia. (1.83) .020 dia. (.51) .110 (2.79) .130 (3.30) type -01 molded body only .020 dia. (.51) .125 (3.18) .165 (4.19) .072 dia. (1.83) type -33 peel-a-way ? only .072 dia. (1.83) .165 (4.19) .125 (3.18) .020 dia. (.51) type -299* .050(1.27) molded insulator thickness .072 dia. (1.83) .025 dia. (.64) .083 (2.11) .082 (2.08) type -398 .125 (3.18) .125 (3.18) .100 (2.54) .679 (17.25) .018 dia. (.46) .018 dia. (.46) type -399 .125 (3.18) .125 (3.18) .100 (2.54) .379 (9.63) .018 dia. (.46) .018 dia. (.46) type -185 .125 (3.18) .125 (3.18) .100 (2.54) .500 (12.70) .018 dia. (.46) .018 dia. (.46) type -403 .125 (3.18) .125 (3.18) .100 (2.54) .750 (19.06) .018 dia. (.46) .018 dia. (.46) .018 dia. (.46) .103 (2.62) .052 (1.32) .125 (3.18) .125 (3.18) .018 dia. (.46) type -444 type -81 peel-a-way ? only type -80 peel-a-way ? only type -79 peel-a-way ? only type -71 .125 (3.18) .125 (3.18) .100 (2.54) .835 (21.21) .018 dia. (.46) .018 dia. (.46) type -42 .125 (3.18) .125 (3.18) .100 (2.54) .585 (14.86) .018 dia. (.46) .018 dia. (.46) type -43 .125 (3.18) .125 (3.18) .100 (2.54) .335 (8.51) .018 dia. (.46) .018 dia. (.46) type -68 .125 (3.18) .125 (3.18) .100 (2.54) .210 (5.33) .018 dia. (.46) .018 dia. (.46) .072 dia. (1.83) .030 (.76) .018 dia. (.46) typ. 2 .125 (3.18) .125 (3.18) .070 (2.16) .125 (3.18) .125 (3.18) .072 dia. (1.83) .018 dia. (.46) typ. 2 .085 (2.16) .125 (3.18) .125 (3.18) .072 dia. (1.83) .018 dia. (.46) typ. 2 5 energy way, p.o. box 1019, west warwick, ri  02893  usa   tel. 800-424-9850 / 401-823-5200 ?  fax 401-823-8723 ?  email  advintcorp@aol.com ?  internet  http://www.advintcorp.com advanced interconnections ? ? page 53 inch/(mm) board to board .072 dia. (1.83) .028 dia. (.71) .120 (3.05) .110 (2.79) quick turn delivery available on standard terminal types. . * these terminal types are available in either molded or peel-a-way?.

 .870 (22.11) .965 (24.51) .095 (2.41) lnb020-49tg .120 (3.05) lnb020-04tg .130 (3.30) nb020-51tg .165 (4.19) nb020-01tg .083 (2.11) nb020-299tg board to board interconnections .100" (2.54 mm) pitch board to board interconnections .585 (14.86) na020-42g .585 (14.86) na020-42g .585 (14.86) na020-42g .585 (14.86) na020-42g .585 (14.86) na020-42g .679 (17.25) na020-398g .679 (17.25) na020-398g .679 (17.25) na020-398g .679 (17.25) na020-398g .679 (17.25) na020-398g .750 (19.06) na020-403g .750 (19.06) na020-403g .750 (19.06) na020-403g .750 (19.06) na020-403g .835 (21.21) na020-71g .835 (21.21) na020-71g .835 (21.21) na020-71g .835 (21.21) na020-71g .095 (2.41) lnb020-49tg .120 (3.05) lnb020-04tg .130 (3.30) nb020-51tg .165 (4.19) nb020-01tg .083 (2.11) .668 (16.97) .680 (17.27) .705 (17.91) .715 (18.16) .750 (19.05) .762 (19.36) .774 (19.66) .799 (20.30) .809 (20.55) .844 (21.44) .845 (21.47) .880 (22.36) .915 (23.25) .918 (23.32) .930 (23.62) .955 (24.26) nb020-299tg .095 (2.41) lnb020-49tg .120 (3.05) lnb020-04tg .130 (3.30) nb020-51tg .165 (4.19) nb020-01tg .750 (19.06) na020-403g .833 (21.17) .083 (2.11) nb020-299tg .095 (2.41) lnb020-49tg .120 (3.05) lnb020-04tg .130 (3.30) nb020-51tg .083 (2.11) nb020-299tg b c a male part # female part # .500 (12.70) na020-185g .500 (12.70) na020-185g .500 (12.70) na020-185g .120 (3.05) lnb020-04tg .130 (3.30) nb020-51tg .620 (15.75) .630 (16.00) .665 (16.89) .165 (4.19) nb020-01tg 1.000 (25.40) .835 (21.21) na020-71g .165 (4.19) nb020-01tg order one each male & female to get the required "a" dim. .500 (12.70) na020-185g .500 (12.70) na020-185g .095 (2.41) lnb020-49tg .583 (14.81) .595 (15.11) .083 (2.11) nb020-299tg b c a male part # order one each male & female to get the required "a" dim. female part # .155 (3.94) .155 (3.94) .155 (3.94) .155 (3.94) .210 (5.33) .210 (5.33) .210 (5.33) .083 (2.11) .238 (6.05) .250 (6.35) .275 (6.99) .285 (7.24) .293 (7.44) .305 (7.74) na020-444g na020-444g na020-444g na020-444g na020-68g na020-68g na020-444g na020-68g na020-68g .210 (5.33) na020-68g .335 (8.51) na020-43g .379 (9.63) na020-399g .379 (9.63) na020-399g .335 (8.51) na020-43g .335 (8.51) na020-43g nb020-299tg .095 (2.41) lnb020-49tg .210 (5.33) .095 (2.41) lnb020-49tg .095 (2.41) lnb020-49tg .120 (3.05) lnb020-04tg .120 (3.05) lnb020-04tg .120 (3.05) lnb020-04tg .130 (3.30) nb020-51tg .130 (3.30) nb020-51tg .130 (3.30) nb020-51tg .320 (8.13) .330 (8.37) .340 (8.63) .375 (9.52) .418 (10.62) .430 (10.92) .455 (11.56) .335 (8.51) na020-43g .130 (3.30) nb020-51tg .465 (11.81) .379 (9.63) na020-399g .095 (2.41) lnb020-49tg .474 (12.04) .379 (9.63) na020-399g .120 (3.05) lnb020-04tg .499 (12.68) .509 (12.93) .544 (13.82) .155 (3.94) .165 (4.19) nb020-01tg .165 (4.19) nb020-01tg na020-43g .335 (8.51) .500 (12.70) .165 (4.19) nb020-01tg .165 (4.19) nb020-01tg .083 (2.11) nb020-299tg .083 (2.11) nb020-299tg .379 (9.63) na020-399g .462 (11.74) .083 (2.11) nb020-299tg a b c if required "a" dimension is not shown, consult factory. x = pitch .100 (2.54) x number of terminals 20 position single row part numbers shown for additional ordering information see page 52 20 position single row part numbers shown for additional ordering information see page 52 molded body male & female (32 positions maximum) a b c .100 typ. (2.54) x x x = pitch .100 (2.54) x number of terminals .100 typ. (2.54) x x quick turn delivery available. see page 53 for details. 5 energy way, p.o. box 1019, west warwick, ri  02893  usa   tel. 800-424-9850 / 401-823-5200 ? fax 401-823-8723 ? email  advintcorp@aol.com ? internet  http://www.advintcorp.com advanced interconnections ? ? page 54 inch/(mm)

 board to board interconnections .100" (2.54 mm) pitch board to board interconnections page 55 inch/(mm) if required "a" dimension is not shown, consult factory. .030 (.76) .070 (1.78) .085 (2.16) .083 (2.11) .168 (4.27) .083 (2.11) .153 (3.89) .083 (2.11) .113 (2.87) ksa020-79g ksa020-80g ksa020-81g nb020-299tg nb020-299tg nb020-299tg 20 position single row part numbers shown for additional ordering information see page 52 b c a fig. male part # female part # order one each male & female to get the required "a" dim. .030 (.76) .015 (.38) .045 (1.14) ksa020-79g kss020-210tg 3 .030 (.76) .060 (1.52) .030 (.76) ksa020-79g kss020-85tg 3 .015 (.38) .070 (1.78) .085 (2.16) ksa020-80g kss020-210tg 3 .015 (.38) .085 (2.16) .100 (2.54) ksa020-81g kss020-210tg 3 .070 (1.78) .100 (2.54) .030 (.76) ksa020-80g kss020-85tg 3 .085 (2.16) .115 (2.92) .030 (.76) ksa020-81g kss020-85tg 3 .030 (.76) .095 (2.41) .125 (3.18) ksa020-79g kss020-49tg 3 .030 (.76) .150 (3.81) .120 (3.05) ksa020-79g kss020-04tg 3 .130 (3.30) .030 (.76) .160 (4.06) ksa020-79g kss020-51tg 3 .070 (1.78) .095 (2.41) .165 (4.19) ksa020-80g kss020-49tg 3 .085 (2.16) .095 (2.41) .180 (4.57) ksa020-81g kss020-49tg 3 .070 (1.78) .190 (4.83) .120 (3.05) ksa020-80g kss020-04tg 3 .030 (.76) .165 (4.19) .195 (4.95) ksa020-79g kss020-33tg 3 .070 (1.78) .200 (5.08) .130 (3.30) ksa020-80g kss020-51tg 3 .085 (2.16) .205 (5.21) .120 (3.05) ksa020-81g kss020-04tg 3 .085 (2.16) .215 (5.47) .130 (3.30) ksa020-81g kss020-51tg 3 .070 (1.78) .165 (4.19) .235 (5.97) ksa020-80g kss020-33tg 3 .085 (2.16) .165 (4.19) .250 (6.35) ksa020-81g kss020-33tg 3 .155 (3.94) .015 (.38) .170 (4.32) na020-444g kss020-210tg 2 .155 (3.94) .031 (.79) .186 (4.72) na020-444g kss020-85tg 2 .210 (5.33) .015 (.38) .015 (.38) .015 (.38) .225 (5.72) na020-68g kss020-210tg 2 .210 (5.33) .031 (.79) .241 (6.12) na020-68g kss020-85tg 2 .031 (.79) .031 (.79) .031 (.79) .031 (.79) .031 (.79) .410 (10.42) .515 (13.08) kss020-85tg kss020-85tg kss020-85tg kss020-85tg kss020-85tg 2 2 2 2 2 2 2 2 2 2 .031 (.79) .366 (9.30) kss020-85tg 2 .335 (8.51) .335 (8.51) .379 (9.63) .379 (9.63) .500 (12.70) .500 (12.70) .585 (14.86) .585 (14.86) .679 (17.25) .679 (17.25) .750 (19.06) .750 (19.06) .835 (21.21) .350 (8.89) .364 (9.25) na020-43g na020-43g na020-399g na020-399g na020-185g na020-185g na020-42g na020-42g na020-398g na020-398g na020-403g na020-403g na020-71g kss020-210tg .015 (.38) kss020-210tg .015 (.38) kss020-210tg .015 (.38) kss020-210tg .015 (.38) kss020-210tg .015 (.38) kss020-210tg kss020-210tg 2 2 1 1 1 .531 (13.49) .600 (15.24) .616 (15.65) .694 (17.63) .710 (18.04) .765 (19.44) .781 (19.85) .850 (21.59) .031 (.79) kss020-85tg 2 .835 (21.21) na020-71g .866 (22.00) peel-a-way male & peel-a-way female (2 - 100) positions maximum ? ? figure 3 a b c peel-a-way male & molded body female (32 positions maximum) ? x = pitch .100 (2.54) x number of terminals .100 typ. (2.54) .100 typ. (2.54) x .100 typ. (2.54) x = pitch .100 (2.54) x number of terminals a b c x = pitch .100 (2.54) x number of terminals x a b c figure 1 molded body male & peel-a-way female (32 positions maximum) ? figure 2 5 energy way, p.o. box 1019, west warwick, ri  02893  usa   tel. 800-424-9850 / 401-823-5200 ? fax 401-823-8723 ? email  advintcorp@aol.com ? internet  http://www.advintcorp.com advanced interconnections ? ? board to board quick turn delivery available. see page 53 for details.
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