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		  Datasheet File OCR Text:


		  elektr on ische bauelemente  SCS495D v o l t age 40v sc-59 t ype s 0.4  amp  sur face  moun t sc hottk y b a rrie r  rec tifiers f e a t u r e s . r o h s   c o m p l i a n t   p r o d u c t . l o w   t u r n - o n   v o l t a g e   . f a s t   s w i t c h i n g . p n   j u n c t i o n   g u a r d   r i n g   f o r   t r a n s i e n t   a n d e s d   p r o t e c t i o n m e c h a n i c a l   d a t a . c a s e :   s o t - 3 4 6   ( s c - 5 9 ) ,   m o l d e d   p l a s t i c . t e r m i n a l s :   s o l d e r a b l e   p e r   m i l - s t d - 2 0 2 , m e t h o d   2 0 8   . p o l a r i t y :   s e e   d i a g r a m s   b e l o w . w e i g h t :   0 . 0 0 8   g r a m s   ( a p p r o x . ) . m o u n t i n g   p o s i t i o n :   a n y a b s o l u t e   m a x i m u m   r a t i n g s   (   t a   =   2 5   c o r s y m b o l   ) p a r a m e t e l i m i t s   u n i t   peak reverse voltage  v rm  40  v  dc reverse voltage  v r  25 v  mean rectifying current *1  i o  0.4 a  peak forward surge current *2  i fsm  2  a  junction temperature  t j  125  : operating temperature  t opr   - 30 ~ + 85  : storage temperature  t stg   25  5  : storage humidity  rh  45  5  %  *1 mean output current per element: i o  / 2  *2 60hz for 1    ? electrical characteristics  ( ta = 25    : ) parameter symbol min.  typ.  max.  unit  conditions  v f1  -  - 0.30 v i f  = 10 ma  forward voltage  v f2  -  - 0.50 v i f  = 200 ma  reverse current  i r  -  -  70 a v r  = 25 v  note) esd sensitive product handling required.  http://www.secosgmbh.com/                                                      any changing of specification will not be informed individual dim min max a 2.70 3.10 b 1.30 1.70 c 1.00 1.30 d 0.35 0.50 g 1.70 2.30 h 0.00 0.10 j 0.10 0.26 k 0.20 0.60 l 1.25 1.65 s 2.25 3.00 all dimension in mm sc-59 s g d b l a 1 3 2 top view h c j k 2 1 3 anode 1 2 anode SCS495D marking : d3q, 04f 01-jun-2002  rev.  a page 1 of 2 a suffix of "-c" specifies halogen & lead-free

 elektr on ische bauelemente  SCS495D v o l t age 40v sc-59 t ype s 0.4  amp  sur face  moun t sc hottk y b a rrie r  rec tifiers ? rating and characteristic curves  ( ta = 25    : ) http://www.secosgmbh.com/                                                      any changing of specification will not be informed individual 0 100  1m 10m 100m 1 f o r w a r d c u r r e n t : i f ( a ) f o r w a r d v o l t a g e : v f ( v ) 0 . 1 0 . 2 0 . 3 0 . 4 0 . 5 0 . 6 0 . 7 4 0  c f i g . 1 f o r w a r d c h a r a c t e r i s t i c s 0 1 0  1 0 0  1 m 1 0 m 1 0 0 m 1 0 2 0 3 0 4 0 r e v e r s e v o l t a g e : v r ( v ) r e v e r s e c u r r e n t : i r ( a ) r e v e r s e v o l t a g e : v r ( v ) c a p a c i t a n c e b e t w e e n t e r m i n a l s : c t ( p f ) f i g . 3 c a p a c i t a n c e b e t w e e n t e r m i n a l s c h a r a c t e r i s t i c s 0 1 - j u n - 2 0 0 2     r e v .   a   p a g e   2   o f   2 ta = 125  c 75  c 25  c 1  ta = 125  c 75  c 25  c 0  c f i g . 2 r e v e r s e c h a r a c t e r i s t i c s 0 1 0 2 0 3 0 100 10 1 5 152535
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