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		  Datasheet File OCR Text:


		  features maximum ratings and electrical characteristics mechanical data version: e10 kbu401 - kbu407 kbu single phase 4.0 amps. bridge rectifiers  ul recoganized file # e-326243 high case dielectric strength plastic material has underwriters laboratory      flammability classification 94v-0  ideal for printed circuit board high temperature soldering guaranteed:      260 ?  / 10 seconds at 5 lbs., ( 2.3 kg ) tension +ljkvxujhfxuuhqwfdsdelolw\ 7huplqdo3 ure tin plated , lead free. leads solderable      per mil-std-202 method 208 &dvh0roghgsodvwlferg\ :hljkwjudpv note : 1. pulse test with pw=300 usec,1% duty cycle. 2. unit case mounted on 2" x 3" x 0.25" al plate heat sink. 3. measured at 1mhz and applied reverse bias of 4.0v dc. 7\slfdo,5ohvvwkdqx$  green compound with suffix g on packing code &      prefix g on datecode. 0rxqwlqj7rutxhlqoevpd[ rating at 25 ? ambient temperature unless otherwise specified. single phase, half wave, 60 hz, resistive or inductive load. for capacitive load, derate current by 20% ww work week gyww dimension in inches and (millimeter) .%8; .%8; symbol kbu 401 kbu 402 kbu 403 kbu 404 kbu 405 kbu 406 kbu 407 units 9 550        9 9 506        9 9 '&        9 , )$9 $ , )60 $ ,  $ w  6 9 ) 9 , 5 x$ ) s m & 5 ?-$ 5 ?-& r &: 7 - r & 7 67* r &  7\slfdo-xqfwlrq&dsdflwdqfhshuohj1rwh 0d[lpxp,qvwdqwdqhrxv)ruzdug9rowdjh#$ # $ 0d[lpxp$yhudjh)ruzdug5hfwlilhg&xuuhq w #7 $   r &   7\slfdo7khupdo5hvlvwdqfh1rwh 3hdn)ruzdug6xujh&xuuhqwpv6lqjoh+doi6lqh  zdyh6xshulpsrvhgrq5dwhg/rdg-('(&phwkrg 0d[lpxp'&%orfnlqj9rowdjh 0d[lpxp5hfxuuhqw3hdn5hyhuvh9rowdjh 2shudwlqj7hpshudwxuh5dqjh 6wrudjh7hpshudwxuh5dqjh   wr wr      6 p       w    j q l v x i  i r  j q l w d 5 0d[lpxp'&5hyhuvh&xuuhqw#7 $  
 dw5dwhg'&%orfnlqj9rowdjh#7 $  
     0d[lpxp5069rowdjh type number 1rwh

 version: e10 ratings and characteristic curves (kbu401 thru kbu407) ambient temperature( o c) a a fig 3 typical reverse leakage characteristics per leg
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