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		  Datasheet File OCR Text:


		  63 mil-c-11015/radial leads l.d. l.d. l.s. l.s. w w t l l figure 1 figure 2 1.250 min. 1.250 min. case size per mil spec  mil-c-11015 ck05 (fig. 1) ck06 (fig. 2) length (l) 4.83.25 7.37.25 (.190.010) (.290.010) width (w) 4.83.25 7.37.25 (.190.010) (.290.010) thickness (t) 2.29.25 2.29.25 (.090.010) (.090.010) lead 5.08.38 5.08.38 spacing (l.s.) (.200.015) (.200.015) lead .64.05 .64.05 diameter (l.d.) (.025.002) (.025.002) how to order military type designation: styles ck05, ck06 for values, tolerances, voltages, sizes, configurations and dielectrics not shown,  contact avx facilities directly for information. ck05 style ck = general purpose,  ceramic dielectric,  fixed capacitors 05 = remaining two numbers identify shape and dimension 104 capacitance first two digits are the significant figures of capacitance. third digit indicates the additional number of zeros. for example, order 100,000 pf as 104. k capacitance tolerance k = 10% m = 20% bx voltage- temperature limits first letter identifies  temperature range. b = -55oc to +125oc second letter identifies  voltage-temperature coefficient. capacitance change  with reference to 25c second no rated letter voltage voltage x +15, -15% +15, -25% packaging ck05 1000 per bag ck06 1000 per bag radial tape and reel packaging available upon  request (2500 pcs./reel). size specifications dimensions: millimeters (inches)

 64 mil-c-11015/radial leads military part number identification ck05 and ck06 military type capacitance capacitance designation (pf) tolerance wvdc ck05 (bx) ck05bx100_ 10 k, m 200 ck05bx120k_ 12 k 200 ck05bx150_ 15 k, m 200 ck05bx180k_ 18 k 200 ck05bx220_ 22 k, m 200 ck05bx270k_ 27 k 200 ck05bx330_ 33 k, m 200 ck05bx390k_ 39 k 200 ck05bx470_ 47 k, m 200 ck05bx560k_ 56 k 200 ck05bx680_ 68 k, m 200 ck05bx820k_ 82 k 200 ck05bx101_ 100 k, m 200 ck05bx121k_ 120 k 200 ck05bx151_ 150 k, m 200 ck05bx181k_ 180 k 200 ck05bx221_ 220 k, m 200 ck05bx271k_ 270 k 200 ck05bx331_ 330 k, m 200 ck05bx391k_ 390 k 200 ck05bx471_ 470 k, m 200 ck05bx561k_ 560 k 200 ck05bx681_ 680 k, m 200 ck05bx821k_ 820 k 200 ck05bx102_ 1,000 k, m 200 ck05bx122_ 1,200 k 100 ck05bx152_ 1,500 k, m 100 ck05bx182k_ 1,800 k 100 ck05bx222_ 2,200 k, m 100 ck05bx272k_ 2,700 k 100 ck05bx332_ 3,300 k, m 100 ck05bx392k_ 3,900 k 100 ck05bx472_ 4,700 k, m 100 ck05bx562k_ 5,600 k 100 ck05bx682_ 6,800 k, m 100 ck05bx822k_ 8,200 k 100 ck05bx103_ 10,000 k, m 100 ck05bx123k_ 12,000 k 50 ck05bx153_ 15,000 k, m 50 ck05bx183k_ 18,000 k 50 ck05bx223_ 22,000 k, m 50 ck05bx273k_ 27,000 k 50 ck05bx333_ 33,000 k, m 50 ck05bx393k_ 39,000 k 50 ck05bx473_ 47,000 k, m 50 ck05bx563k_ 56,000 k 50 ck05bx683_ 68,000 k, m 50 ck05bx823k_ 82,000 k 50 ck05bx104_ 100,000 k, m 50 military type capacitance capacitance designation (pf) tolerance wvdc ck06 (bx) ck06bx122k_ 1,200 k 200 ck06bx152_ 1,500 k, m 200 ck06bx182k_ 1,800 k 200 ck06bx222_ 2,200 k, m 200 ck06bx272k_ 2,700 k 200 ck06bx332_ 3,300 k, m 200 ck06bx392k_ 3,900 k 200 ck06bx472_ 4,700 k, m 200 ck06bx562k_ 5,600 k 200 ck06bx682_ 6,800 k, m 200 ck06bx822k_ 8,200 k 200 ck06bx103_ 10,000 k, m 200 ck06bx123k_ 12,000 k 100 ck06bx153_ 15,000 k, m 100 ck06bx183k_ 18,000 k 100 ck06bx223_ 22,000 k, m 100 ck06bx273k_ 27,000 k 100 ck06bx333_ 33,000 k, m 100 ck06bx393k_ 39,000 k 100 ck06bx473_ 47,000 k, m 100 ck06bx563k_ 56,000 k 100 ck06bx683_ 68,000 k, m 100 ck06bx823k_ 82,000 k 100 ck06bx104_ 100,000 k, m 100 ck06bx124k_ 120,000 k 50 ck06bx154_ 150,000 k, m 50 ck06bx184k_ 180,000 k 50 ck06bx224_ 220,000 k, m 50 ck06bx274k_ 270,000 k 50 ck06bx334_ 330,000 k, m 50 ck06bx394k_ 390,000 k 50 ck06bx474_ 470,000 k, m 50 ck06bx564k_ 560,000 k 50 ck06bx684_ 680,000 k, m 50 ck06bx824k_ 820,000 k 50 ck06bx105_ 1.0 mfd k, m 50 add capacitance tolerance letter k = 10% or m = 20% add capacitance tolerance letter k = 10% or m = 20% marking ck05 bx 103k 100v aaay 0810 style temperature characteristic capacitance value (3 digit code) and capacitance tolerance voltage rating a for avx; plant i.d. (x); lot code (xx) date code front back ck05/ck06

 65 mil-c-11015/axial leads l 1.25 min. l.d. d how to order military type designation: styles ck12, ck13, ck14, ck15, ck16 ck12 style ck = general purpose,  ceramic dielectric,  fixed capacitors 12 = remaining two numbers identify shape and dimension 103 capacitance first two digits are the significant figures of capacitance. third digit indicates the additional number of zeros. for example, order 10,000 pf as 103. k capacitance tolerance k = 10% m = 20% bx voltage- temperature limits first letter identifies  temperature range. b = -55oc to +125oc second letter identifies  voltage-temperature coefficient. capacitance change  with reference to 25c second no rated letter voltage voltage r +15, -15% +15, -40% x +15, -15% +15, -25% packaging requirements packaging: bulk ck12, 13 & 14 100 pcs per bag ck15 & 16 50 pcs per bag tape & reel ck12, 13 5000 pcs per reel ck14 3000 pcs per reel ck15 950 pcs per reel ck16 650 pcs per reel size specifications dimensions: millimeters (inches) case size per mil spec  mil-c-11015 ck12 ck13 ck14 ck15 ck16 length (l) 4.07.25 6.35.25 9.91.25 12.7.51 17.53.51 (.160.010) (.250.010) (.390.010) (.500.020) (.690.020) diameter (d) 2.29.25 2.29.25 3.56.25 6.35.38 8.89.51 (.090.010) (.090.010) (.140.010) (.250.015) (.350.020) lead .48.05 .48.05 .63.05 .63.05 .63.05 diameter (l.d.) (.019.002) (.019.002) (.025.002) (.025.002) (.025.002)

 66 mil-c-11015/axial leads military part number identification ck12 thru ck16 military type capacitance capacitance designation (pf) tolerance wvdc ck12 (bx) ck12bx100_ 10 k, m 100 ck12bx120k 12 k 100 ck12bx150_ 15 k, m 100 ck12bx180k 18 k 100 ck12bx220_ 22 k, m 100 ck12bx270k 27 k 100 ck12bx330_ 33 k, m 100 ck12bx390k 39 k 100 ck12bx470_ 47 k, m 100 ck12bx560k 56 k 100 ck12bx680_ 68 k, m 100 ck12bx820k 82 k 100 ck12bx101_ 100 k, m 100 ck12bx121k 120 k 100 ck12bx151_ 150 k, m 100 ck12bx181k 180 k 100 ck12bx221_ 220 k, m 100 ck12bx271k 270 k 100 ck12bx331_ 330 k, m 100 ck12bx391k 390 k 100 ck12bx471_ 470 k, m 100 ck12bx561k 560 k 100 ck12bx681_ 680 k, m 100 ck12bx821k 820 k 100 ck12bx102_ 1,000 k, m 100 ck12bx122k 1,200 k 100 ck12bx152_ 1,500 k, m 100 ck12bx182k 1,800 k 100 ck12bx222_ 2,200 k, m 100 ck12bx272k 2,700 k 100 ck12bx332_ 3,300 k, m 100 ck12bx392k 3,900 k 100 ck12bx472_ 4,700 k, m 100 ck12bx562k 5,600 k 50 ck12bx682_ 6,800 k, m 50 ck12bx822k 8,200 k 50 ck12bx103_ 10,000 k, m 50 ck13 (bx) ck13bx562k 5,600 k 100 ck13bx682_ 6,800 k, m 100 ck13bx822k 8,200 k 100 ck13bx103_ 10,000 k, m 100 ck13bx123k 12,000 k 50 ck13bx153_ 15,000 k, m 50 ck13bx183k 18,000 k 50 ck13bx223_ 22,000 k, m 50 ck13 (br) ck13br273k 27,000 k 50 ck13br333_ 33,000 k, m 50 ck13br393k 39,000 k 50 ck13br473_ 47,000 k, m 50 military type capacitance capacitance designation (pf) tolerance wvdc ck14 (bx) ck14bx123k 12,000 k 100 ck14bx153_ 15,000 k, m 100 ck14bx183k 18,000 k 100 ck14bx223_ 22,000 k, m 100 ck14bx273k 27,000 k 100 ck14bx333_ 33,000 k, m 100 ck14bx393k 39,000 k 100 ck14bx473_ 47,000 k, m 100 ck14 (br) ck14br563k 56,000 k 100 ck14br683_ 68,000 k, m 100 ck14br823k 82,000 k 100 ck14br104_ 100,000 k, m 100 ck14br124k 120,000 k 50 ck14br154_ 150,000 k, m 50 ck14br184k 180,000 k 50 ck14br224_ 220,000 k, m 50 ck14br274k 270,000 k 50 ck15 (bx) ck15bx104k 100,000 k, m 100 ck15 (br) ck15br124k 120,000 k 100 ck15br154_ 150,000 k, m 100 ck15br184k 180,000 k 100 ck15br224_ 220,000 k, m 100 ck15br274k 270,000 k 100 ck15br334_ 330,000 k, m 100 ck15br474k 470,000 k, m 50 ck15br105_ 1,000,000 k, m 50 ck16 (br) ck16br474k 470,000 k, m 100 ck16br105_ 1,000,000 k, m 100 ck16br225_ 2,200,000 k, m 50 ck16br335_ 3,300,000 k, m 50 add capacitance tolerance letter k = 10% or m = 20% add capacitance tolerance letter k = 10% or m = 20% marking style temperature characteristic capacitance value (3 digit code) and cap. tolerance date code mfg. i.d. code ck12 bx 103k 0810 avx ck14br 104k 0810 avx style and temp. characteristic capacitance value and cap. tolerance date code mfg. i.d. code ck12/ck13 ck14, ck15, ck16
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