

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						9LV64			28332			RN2908FS			CEFM105			C4051			5KP24			1N6299CA			MAX1504			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				B82498-A3120-K Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		   72 04/00 size 0805 (eia) and/or 2012 (iec) rated inductance 10 to 1000 nh rated current 120 to 540 ma construction n core: liquid crystal polymer (lcp) n molded epoxy encapsulation n winding: enamel copper wire, soldered features n high mechanical stability n suitable for reflow (ir and vapor phase) and wave soldering applications n entertainment electronics (video cameras, photo cameras) terminals n electro-plated n 0,5 m m ag; 3  5 m m sn60pb40 n base material phosphor bronze marking no marking on component minimum data on reel: manufacturer, part number, ordering code, l  value and tolerance of l  value, quantity, date of packing delivery mode 8-mm blister tape, wound on 178-mm ?  reel for details on taping, packing and packing units see page 153 b82498-a smt inductors, simid series simid 0805-a

  73 04/00 general technical data rated inductance l r measured with impedance analyzer hp 4191 at frequency f l q factor q min ,q typ measured with impedance analyzer hp 4191a, q min  measured at frequency f q rated current i r maximum permissible dc with a temperature increase of   20 k at rated temperature of 85  c self-resonance frequency f res, min measured with network analyzer hp 8753 dc resistance r max measured at 20  c ambient temperature, measuring current < i r climatic category in accordance with iec 60068-1 20/085/56 (C 20  c/+ 85  c/56 days damp heat test) solderability in accordance with iec 60062-2-58 (230   5)  c, (3   0,5) s wetting of soldering area: 3  90 % resistance to soldering heat in accordance with iec 60068-2-20 260  c, 10 s d l / l    5%; d q / q    20 % permissible pcb bending 2 mm (100 mm long standard pcb) weight approx. 8,5 mg b82498-a smt inductors, simid series simid 0805-a

  74 04/00 dimensional drawing layout recommendation dimensions (mm) a bc 1,1  0,1 3,4  0,4 1,1  0,2 1,00,1 0,40,2 1,20,2 1,250,3 1,250,3 ssb1094-d +0,3 0,2 2,0 _ layoutempfehlung a b c ssb1356-j b82498-a smt inductors, simid series simid 0805-a

  75 04/00 characteristics and ordering codes 1) replace the + by the code letter for the required inductance tolerance (see table). l r nh toler- ance q min q typ (at 800 mhz) f l ; f q mhz i r ma r max w f res, min mhz ordering code 1) 10  10 %  k 10 60 100 540 0,18 3300 b82498-a3100-k 12 10 56 100 535 0,24 3300 B82498-A3120-K 15 12 58 100 520 0,24 3000 b82498-a3150-k 18 12 62 100 480 0,29 3000 b82498-a3180-k 22 15 61 100 465 0,29 2600 b82498-a3220-k 27 15 65 100 455 0,34 2500 b82498-a3270-k 33  5 %  j  10 %  k 15 67 100 395 0,39 2050 b82498-a3330-+ 39 15 66 100 390 0,41 2000 b82498-a3390-+ 47 15 58 100 385 0,46 1650 b82498-a3470-+ 56 15 53 100 360 0,51 1550 b82498-a3560-+ 68 15 52 100 340 0,57 1450 b82498-a3680-+ 82 15 49 100 330 0,63 1100 b82498-a3820-+ 100 8    25,2 285 0,86 800 b82498-a3101-+ 120 8    25,2 275 0,99 600 b82498-a3121-+ 150 10    25,2 230 1,47 600 b82498-a3151-+ 180 10    25,2 195 1,61 600 b82498-a3181-+ 220 10    25,2 170 1,84 500 b82498-a3221-+ 270 10    25,2 165 1,95 300 b82498-a3271-+ 330 10    25,2 160 2,16 200 b82498-a3331-+ 390 10    25,2 150 2,37 150 b82498-a3391-+ 470 10    25,2 145 2,56 150 b82498-a3471-+ 560 10    25,2 140 2,69 100 b82498-a3561-+ 680 10    25,2 130 3,02 100 b82498-a3681-+ 820 10    25,2 125 3,38 80 b82498-a3821-+ 1000 8  7,96 120 3,88 80 b82498-a3102-+ ^ ^ ^ b82498-a smt inductors, simid series simid 0805-a
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