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		  Datasheet File OCR Text:


		   specifications subject to change without notice. 60 phone: 763-504-3525 fax: 763-531-8235 www.e - switch.com info@e - switch.com series  r6 switches specifications rating: 10a@125 vac, 6a@250 vac (ul, cul) 4(1)a @250 vac (d, s, n, fi, vde) mechanical life:    50,000 cycles electrical life:    10,000 cycles contact resistance:  1,000m ? @ 500v dc dielectric strength:  >1,500v ac 1 minute (initial) >3,000v between poles safety std. approval:  ul, csa, vde, semko, nemko, demko, fimko   materials body:  nylon 66 (ul94 v-2)  rocker:  nylon 66 (ul94 v-2) contact surface:   coin silver terminal:   silver plated copper alloy housing color marking series actuator color termination circuit r6 r6 blk=black wht=white gry=gray blk=black wht=white red=red gry=gray a e f f=faston see below circuit code: a = spst  on-off  b = spst  (on)-off r6 a blk e f blk example how to order rocker switches pp 40-61rocker.qxd  5/6/02  4:41 pm  page 60

  61 specifications subject to change without notice. phone: 763-504-3525 fax: 763-531-8235 www.e - switch.com info@e - switch.com series  r6 switches spst a on off b (on) off term. 1-1a open comm. circuit code pos 1 pos 2 ( ) = momentary 0.81 (.032) thk terminals designed for quick  connect connectors available from amp industries,  harrisburg, pa 17105.  (or equivalent). .75 - 1.25 19.3.1 (.030)-(.049) (.756) 1.25 - 2.00 19.5.1 (.049)-(.079) (.764) 2.00 - 3.00 19.9.1 (.079)-(.118) (.780) panel mm  thickness (inch) marking options panel mounting                                                termination options schematic f faston 6.9.1mm (.268) rocker switches pp 40-61rocker.qxd  5/6/02  4:41 pm  page 61
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