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		  Datasheet File OCR Text:


		    2:1 input range  isolated outputs  efficiency to 86%   fully regulated outputs  input    filter  six-sided shield input input voltage range  12 v (9-18 vdc) 24 v (18-36 vdc) 48 v (36-72 vdc) input filter    network  output output power  15 watts output voltage  5, 12 & 15 v single & dual output  models voltage accuracy  1% max line regulation  0.2% max load regulation  1% max for 75% load change voltage balance  1% max (dual output at full load) ripple & noise  75 mv pk-pk (20 mhz bandwidth) temperature  ?.02%/? max coefficient short circuit  continuous protection general switching   200 khz typical frequency efficiency  see table isolation  500 vdc input to output (1000 m ? /80 pf) dimensions  2.0?x 2.0?x 0.4 weight  80 g environmental operating   -25 ? to +71 ? temperature storage   -40 ? to +100 ? temperature 15 watts wc series industrial dc-dc converters specification t he xp erts i n p ower www.xpplc.com sales@xpplc.com 

 www.xpplc.com sales@xpplc.com dc-dc converters in industrial dc-dc converters 15 watts wc series mechanical details dimensions in inches (mm) output voltage & current ratings wc input output output  input current (2) efficiency model voltage (1) voltage current no load full load number 5 vdc 3000 ma 30 ma 1660 ma 75% wc101 12 vdc 1250 ma 30 ma 1625 ma 78% wc102 9-18 vdc 15 vdc 1000 ma 30 ma 1625 ma 78% wc103 ? vdc ?500 ma 35 ma 1620 ma 77% wc104 ?2 vdc ?25 ma 35 ma 1620 ma 77% wc105 ?5 vdc ?00 ma 35 ma 1620 ma 77% wc106 5 vdc 3000 ma 15 ma 812 ma 78% wc201 12 vdc 1250 ma 20 ma 772 ma 81% wc202 18-36 vdc 15 vdc 1000 ma 20 ma 772 ma 81% wc203 ? vdc ?500 ma 25 ma 780 ma 80% wc204 ?2 vdc ?00 ma 25 ma 780 ma 80% wc205 ?5 vdc ?25 ma 25 ma 780 ma 80% wc206 5 vdc 3000 ma 10 ma 390 ma 80% wc301 12 vdc 1250 ma 15 ma 381 ma 82% wc302 36-72 vdc 15 vdc 1000 ma 15 ma 381 ma 82% WC303 ? vdc ?500 ma 20 ma 386 ma 81% wc304 ?2 vdc ?25 ma 20 ma 386 ma 81% wc305 ?5 vdc ?00 ma 20 ma 386 ma 81% wc306 notes  1. nominal input voltage is 12 vdc for wc1xx models, 24 vdc for wc2xx and 48 vdc for wc3xx models. 2. input current is at nominal input voltage. pin connections pin single output  dual output 1 + input + input 2 - input -input 3 +output +output  4 no pin common 5 -output -output rev 2.0
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