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		  Datasheet File OCR Text:


		  document number 3584 issue 1 semelab plc. telephone +44(0)1455 556565.  fax +44(0)1455 552612. e-mail:  sales@semelab.co.uk website:  http://www.semelab.co.uk semelab plc reserves the right to change test conditions, parameter limits and package dimensions without notice. information f urnished by semelab is believed to be both accurate and reliable at the time of going to press. however semelab assumes no responsibility for any errors or omi ssions discovered in its use. semelab encourages customers to verify that datasheets are current before placing orders. 1n5804csm4 1N5806CSM4 v rrm maximum repetitive peak reverse  voltage v wrm maximum working peak reverse voltage i f(av) maximum average forward current i fsm maximum forward surge current (limited by package) t stg storage temperature range t j maximum operating junction temperature r  jc thermal resistance (junction-case) 100v 150v 100v 150v 2.5a 35a ?65 to +200c +175c 20c/w mechanical data dimensions in mm (inches) high efficiency power rectifier in a  ceramic surface mount package features ? ceramic surface mount package �v rrm  = >100v  �i f(av) = 2.5a � screening options available absolute maximum ratings (t case = 25c unless otherwise stated) 1n5804 1n5806 1 2 3 4 5.59  0.13 (0.22  0.005) 0.23 (0.009) rad. 1.02  0.20 (0.04  0.008) 2.03  0.20 (0.08  0.008) 1.40  0.15 (0.055  0.006) 0.25  0.03 (0.01  0.001) 0.23 (0.009) min. 1.27  0.05 (0.05  0.002) 3.81  0.13 (0.15  0.005) 0.64  0.08 (0.025  0.003) pad 1  ?  cathode pad 2  ?  no connection pad 3  ?  no connection pad 4  ?  anode lcc3 package  (mo-041ba) underside view parameter test conditions min. typ. max. unit v f maximum forward voltage i r maximum reverse current c j maximum junction capacitance t rr maximum reverse recovery time i f = 1a v rr  = v rrm,  t j  = 25  c v r = -5v, f = 1mhz i f = 1.0a to i rrm = 1.0a recovers to i rr = 0.1a 0.875 1.0 25 25 v  a pf ns electrical characteristics  t amb = 25  c




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 1N5806CSM4 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























