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		  Datasheet File OCR Text:


		  www.elektron-bulgin.com 63 buccaneer for data buccaneer data buccaneer data firewire buccaneer ?  ip68 rated  ieee1394a performance to 400mbs  4 & 6 pole interfaces  shielded system  overmoulded cables  screw coupling  panel adaptor leads to pcb  dust and waterproof sealing when mated  real time performance  industry standard connection  high noise immunity and emi protection  secure tamperproof connection  secure, proven locking system  for use on pcbs over moulded assembly provides ip68 cable seal coupling ring, screw thread provides secure cable coupling standard fire wire connector sealing cap clip o ring maintains ip68 seal at connector interface panel gasket maintains ip68 seal to panel retaining nut fire wire to cable adaptor ip68 conns4 - buccaneer 2010 - data:conns4 - buccaneer 2005v8  8/6/10  16:39  page 63

 www.elektron-bulgin.com 64 buccaneer for data buccaneer data buccaneer data px0417 px0418 single ended sealed cable assembly  ip68 4 pole sealed connector to standard 4 pole firewire  overmoulded construction  available in 2m and 4m lengths (other lengths and sealed double ended cables available on request) sealed fire wire cables - single ended fire wire buccaneer ? part no. length description px0417/2m00 2m ip68 4 pole to standard 4 pole firewire px0417/4m00 4m ip68 4 pole to standard 4 pole firewire px0418/2m00 2m ip68 4 pole to standard 6 pole firewire px0418/4m00 4m ip68 4 pole to standard 6 pole firewire px0846 px0851 single ended sealed cable assembly  ip68 6 pole sealed connector to standard 6 pole firewire  overmoulded construction  available in 2m and 4m lengths (other lengths and sealed double ended cables available on request) part no. length description px0846/2m00 2m ip68 6 pole to standard 6 pole firewire px0846/4m00 4m ip68 6 pole to standard 6 pole firewire px0851/2m00 2m ip68 6 pole to standard 4 pole firewire px0851/4m00 4m ip68 6 pole to standard 4 pole firewire single ended sealed cable assembly  ip68 4 pole sealed connector to standard 6 pole firewire  overmoulded construction  available in 2m and 4m lengths (other lengths and sealed double ended cables available on request) single ended sealed cable assembly  ip68 6 pole sealed connector to standard 4 pole firewire  overmoulded construction  available in 2m and 4m lengths (other lengths and sealed double ended cables available on request) 6dccf-   5h@@:caae )(   7:g:36dccf-   5h@@:caae).i11&/&((/3,29:ba/-

 www.elektron-bulgin.com 65 buccaneer for data buccaneer data buccaneer data px0419 px0847  front of panel mounted 4 pole ip68 firewire  cable to rear with 5 way crimp for use with pcb header  mates with px0417 & px0418 panel mounting connector fire wire buccaneer ? part no. description px0419 ip68 4 pole, panel mounted, with 5 way crimp at rear px0847 ip68 6 pole, panel mounted, with 7 way crimp at rear  pcb headers  2.54mm pitch, horizontal or vertical mounting  5 way headers for use with px0419  7 way headers for use with px0847 part no. description px0485/bk sealing cap for 4 pole cable connectors (px0417, px0418) px0480/bk sealing cap for 4 pole chassis connector (px0419) PX0835 sealing cap for 6 pole cable connectors (px0846, px0851) px0733 sealing cap for 6 pole cable connector (px0847) part no. description 14191 5 way pcb header straight 14192 5 way pcb header right angle 14358 7 way pcb header straight 14359 7 way pcb header right angle  front of panel mounted 6 pole ip68 firewire  cable to rear with 7 way crimp for use with pcb header  mates with px0846 & px0851  sealing caps to maintain ip rating when connectors are not in use  chassis mounting & cable mounting versions accessories sealing caps 14192 14359 14191 14358 conns4 - buccaneer 2010 - data:conns4 - buccaneer 2005v8  8/6/10  16:39  page 65

 www.elektron-bulgin.com 66 buccaneer for data buccaneer data buccaneer data electrical: no. poles: 46 current rating: 1a 1a voltage rating: 30v a.c. 30v a.c. contact plating: 30 micro inch gold 30 micro inch gold operating temperature range: 0oc to +70oc 0oc to +70oc performance: ieee1394a ieee1394a fire wire buccaneer ? materials - connectors: poles: 46 connectors shell material: steel steel shell plating: nickel nickel insulation moulding: glass filled pbt glass filled pbt flammability rating: ul94v-0 rated ul94v-0 rated contact material: copper alloy copper alloy contact plating: 30 micro inch gold 30 micro inch gold mating cycles: 1,000 1,000 cable connectors overmould material: pvc (black) pvc (black) flammability rating: ul94v-0 rated ul94v-0 rated panel connectors body mouldings: polyamide polyamide flammability rating: ul94v-0 rated ul94v-0 rated uv resistance to en50021:1999 to en50021:1999 o rings nitrile nitrile compliant compliant specification materials - cables: poles: 46 cable jacket: pvc (black) pvc (black) flammability rating: ul94v-0 rated ul94v-0 rated compliant compliant product type length dia. conductor 4 pole chassis 100mm 5.0mm 30awg 6 pole chassis 100mm 5.8mm 28awg 4 pole flex 2m & 4m 5.5mm 28awg 6 pole flex 2m & 4m 5.8mm 28awg mechanical: sealing ip68, en60529 ip68, en60529 operating temperature: 0oc to +70oc 0oc to +70oc rohs rohs      
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