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		  Datasheet File OCR Text:


		  input and output modules accepted interchangeably operate with 5, 15 or 24 volt logic supplies pin retaining system for sm series minature modules. plug-compatible logic connections screw terminal barrier block for load connections resident pull-up resistors 5 amp field-replaceable fuses (littlefuse #251005 or equivalent) all even-numbered logic connections are logic ground PB16SM mechanical specifications leds indicate logic status mounting board rev. 070808 ? ? ? ? ? ? ? ? ? (16) (16) + - 1.3 (44,5) 1.8 (31,8) 0.25 (6,4) 0.2 (5,1) 4.225 (107,3) 5.125 (130,2) 10.0 (254,0) 0.4 (10,2) 2.6 (66,0) 3.5 (88,9) 0.45 (11,4) 1.9 (47,6) 0.75 (19,0) led status indicator pull up resistor 3.3k ohm 6 1 1 2 3 7 1 replaceable 1 amp (see note 6) (see notes 2,3,4) replaceable 5 amp line fuses (16) (see note 5) crydom digital i/o module sold seperately  optional hold down bar kit (see note 7) signal input/output optional male pin connector (see note 1) 3-32 nylon standoff (1) swaged standoff thru hole  0.15 (3,8) dia. (4) (or equivalent) female.  screw-terminal plug-in connector. (or equivalent) male connector and mating phoenix mstbva 1.5/16-st-5.08 suffix "b" for board-mounted phoenix mstbva 1.5/16-g-5.08  mstbva 1.5/16-g-5.08 (or equivalent) male connector.  specify           blocks standard.  specify suffix "a" for board-mounted phoenix        4) phoenix mkd51.5 5.08mm series (or equivalent) screw terminal        3) optional jumpers are available to interconnect barrier strip           cable connection.           or equivalent male pin connector for perpendicular-to-the-board           connection.  specify suffix 'v' for optional circuit assembly ca-50h-2b-sr           male pin connector for parallel-to-the-board cable            specify suffix 'c' for optional 65823-093 or equivalent notes: 1) mating connector is berg 66317-150 or equivalent. order 1 each "jm2" and 2 each "jm8". logic supply fuse 5) little fuse 251001 or equivalent. 6) little fuse 251005 or equivalent. 4-40 screw terminal logic supply barrier strip 50 trace (0.1" centers) male card edge or 2) 6-32 screw terminal barrier strips accept wire sizes from 24 to 12 awg.    employs a plain aluminum channel while model no. 11.06.278 provides 7) two hold-down bar kits are available separately.  model no. 11.06.415 pockets in the channel for individual modules. power terminal strip + - dimensions: inches (millimeters) tolerance:  0.020 (   0,50) + - 5 4 3 2 1 * * even all pins gnd logic + - barrier strip  logic supply  top +logic +logic 1 17 19 21 23 25 27 29 31 33 35 37 39 41 43 45 47 49 pull up  resistor 3.3k ohm  1 2  3 4  5 6  7 8  9 10  11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32  5 amp  line fuse (16)  i/o module  pin sockets  (16) led status  indicator (16)  1 amp logic supply fuse  customer installed optional jumpers to wire  logic supply to header connector  power barrier strip  signal input/output 50 trace (0.1" centers) male  card edge or optional pin connector.  5 4 3 2 1 5 4 3 2 1 5 4 3 2 1 5 4 3 2 1 5 4 3 2 1 5 4 3 2 1 5 4 3 2 1 5 4 3 2 1 5 4 3 2 1 5 4 3 2 1 5 4 3 2 1 5 4 3 2 1 5 4 3 2 1 5 4 3 2 1 5 4 3 2 1

 hazard of  electric   shock, explosion,  or arc flash.    disconnect all  power before  installing or  working with  this equipment.    verify all  connections  and replace all  covers before  turning on  power. failure to follow  these instructions will  result in death  or serious injury.  riesgo de  descarga  electrica o  explosion.   desconectar  todos los  suministros de  energia a este  equipo antes  de trabajar  con este equipo.   verificar todas  las conexiones  y colocar todas  las tapas antes  de energizer  el equipo. el incumplimiento de estas  instrucciones  puede provocar  la muerte o  lesiones serias. risque de  descharge  electrique  ou explosion    eteindre  toutes les  sources  d'nergie de  cet appareil  avant de  travailler  dessus de cet  appareil     vrifier  tous connections, et remettre tous  couverts en olace avant de mettre sous de non-suivi de  ces instructions  provoquera la  mort ou des  lsions srieuses  srieuses. gefahr eines  elektrische n schlages  oder einer  explosion.  stellen sie  jeglichen  strom ab, der  dieses ger?t  versorgt, bevor   sie an dem  ger?t arbeiten  durchfhren  vor dem  drehen auf  energie alle  anschlsse  berprfen  und alle  abdeckungen  ersetzen. unterlassung  dieser  anweisungen  k?nnen zum  tode oder zu  schweren verletzungen  fhren. rischio di  scossa  elettrica o  dellesplosi one.  spenga tutta  l'alimentazion e che fornisce  questa  apparecchiatu ra prima del  lavorare a questa  apparecchiatu ra  verificare tutti  i collegamenti  e sostituire  tutte le coperture  prima della  rotazione  sull'alimentazi one l'omissione di  seguire queste  istruz ioni  provocher la  morte o di  lesioni serie risco de descarga elttrica ou  explos?o  desconectar o equipamento de toda   energia antes de instalar ou trabalhar com este equipamen to  verificar todas as conex?es e  recolocar todas as tampas antes de religar o equipamento o n?o cumprimento destas instru??es pode levar  morte ou les?es srias. danger / peligro / danger /gefahr / pericolo / perigo
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