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		  Datasheet File OCR Text:


		  features ? complies with requirements of iec60950, en60950, ul60950/csa60950 amd as/nzs60950 ? low profile, light weight  smd packages  for pick and place compatiblity while providing consistent and reliable coplanarity ? manufactured in an iso-9001:2000, ts-6949:2002 and iso-14001:2004 certified talema facility ? fully rohs compliant and meets lead free reflow level j-std-020c electrical specifications ratings@ 25c ambient minimum isoltion voltage:  1500vrms for 1 minute operating temperature range:  -40 to +85c storage temperature:  -25c to +125c supplementary insulation for a primary circuit at 250vrms working voltage vdsl miniature smd transformer 10-07) communications \broadband\vdsl 82312 package dimensions & schematics suggested pad layout the talema group  ?  magnetic components for isdn / xdsl / lan data communications inductance & leakage measured at 100khz, 10mv ac standard packaging:  tape & reel weight:  2.5 g 0.378 (9.60)  0.504 (12.80)  0.077  (1.96) 0.346 (8.80) talema in wk/yr part number 7x  0.050     (1.27) 0 - 8 0.079 (2.00)  0.394 (10.60) 0.028 (0.70) 0.050 (1.27) 0.350 (8.89) schematic   3   1 15 13 10 12   8   6 16 14   9 11 tx rx tip balance ring r e m r o f s n a r t l s d v t r a p r e b m u n l c o s n i p ) . n i m h  ( o i t a r s n r u t % 2  r c d . x a m ) s m h o m ( e n i l e c n a d e p m i e g a k a e l e c n a t c u d n i v p ) s m r v ( 2 1 3 2 8 4 1 - 6 1 h  5 9 9 - 1 1 h  0 3 4 1 - 3 h  5 2 1 8 - 6 h  5 9 0 1 : 0 1 : 9 = ) 3 1 - 5 1 ( : ) 3 - 1 ( : ) 4 1 - 6 1 ( 9 : 9 : 9 1 = ) 2 1 - 0 1 ( : ) 8 - 6 ( : ) 9 - 1 1 ( 0 5 3 s m h o 0 0 1 ) 3 1 + 3 , 1 + 5 1 . c . s ( 4 1 - 6 1 , . x a m h  2 . 0 ) 0 1 + 6 , 8 + 2 1 . c . s ( 9 - 1 1 , . x a m h  8 . 0 0 0 5 1 sales & marketing, design and manufacturing facilities http://www.talema-nuvotem.com i reland nuvotem teo. crolly co. donegal tel:  int. + 353 74 - 954 8666 fax: int. + 353 74 - 954 8139 email: info@nuvotem.com germany talema elektronik gmbh sembdnerstr. 5,  postfach 2523 82110 germering tel:  int. + 49 89 - 841 00 - 0 fax: int. + 49 89 - 841 00 25 email: info@talema.de eastern europe & czech republic nt magnetics s.r.o. chebsk 27 322 00 plze? tel:  int. + 420 377 - 338 351 fax: int. + 420 377 - 338 350 email: talema@talema.cz web site:  www.ntmagnetics.cz i ndia talema electronic pvt. ltd. opposite the sidco industrial estate gins towers 4/5s.h/1, omalur main road salem - 636 004, tamil nadu tel:  int. + 91 427 - 244 1325 fax: int. + 91 427 - 243 0034 e-mail: talema@talemaindia.com web site:  www.talemaindia.com 0.189 (4.80) 0.236 (6.00) 0.016 x 0.016  (0.40 x 0.40)
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