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		  Datasheet File OCR Text:


		  pomona ?         all dimensions are in inches. tolerances (except noted): .xx = .02? (,51 mm), .xxx =  .005? (,127 mm ).   all specifications are to the latest revisions. specifications are subject to change without notice.   registered trademarks are the property of their respective companies. made in usa         6/9/99   pomona access   90512     (800) 444 - 6785 or ( 4 2 5 )  4 4 6 - 6 0 1 0   sy/eh/ls   more drawings available at www.pomonaelectronics.com   c: \ laura goldberg \ flukedatasheet \ d6260_1_01.doc   page  1   of    1         model 6260   7/16 din adapter   7/16 din female to type n female    sales:  8 0 0 - 4 9 0 - 2 3 6 1    fax:  8 8 8 - 4 0 3 - 3 3 6 0   technical assistance: 800 - 24 1 - 2060       pomona?s 7/16 din adapters are made in the us and feature silver plated brass bodies, teflon insulation and silver  plated, beryllium copper female and brass male center contacts.       features:      reduced intermodulation generation      imp roved vswr      more stable electrical and mechanical connection over type n      peak power rating of 40 kw compared to 10kw for type n      higher contact pressure means lower contact resistance and better heat dissipation for greater average power  handling      greater res istance to environmental forces      coupling mechanism provides higher contact pressure and full circumference contact      longer, more durable and long - term reliable conductors      longer service life under harsh conditions      interface dimensions and coupling nut torqu e is 10 times greater than type n   available from most pomona distributors. call for price and availability.      model 6260 specifications:                                       impedance   50 ohms   frequency range:   dc  -  7.5 ghz   insertion loss:   < .01 db  ?  frequen cy ghz   vswr (max):   < 1.10 : 1 @ dc  -  7.5 ghz   3 rd  order im  - dbc:   >  - 150 dbc  
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