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		  certifications & ratings ? faa ac no: 150/5345-43f ? faa engineering brief no. 67 ? ip66 rated  qualified by ? intertek etl compliant to ? icao  ? dgac mexico www.dialight.com vigilant? l864 led based medium intensity red beacon  dc version unit weight: 32 lbs  (12.70 kg)  operating voltage: universal 24 - 48 vdc  reverse polarity protected effective intensity: 2,000 cd wattage: 17w (steady burn) operating temp: -40of to +131of (-40oc to +55oc) power factor: >0.9 application: the dialight led based medium intensity red beacon utilizes state-of- the-art optical design to achieve the most compact, efficient, faa compliant l864 device in the market. while it readily interfaces into existing installations, its robust, low power design will provide years of maintenance-free service. order code: part number description d264-a54-001 red beacon 24-48 vdc reverse polarity protected D264-1016 replacement module 24-48 vdc reverse polarity protected  us patents # 7,281,821, #7,568,821, other patents pending  dialight reserves the right to make changes at any time in order to supply the best product possible. the most current version  of this document will always be available at: http://www.dialight.com/assets/brochures_and_catalogs/signaling/mdtf264dcx001.pdf mdtf264dcx001 _a part number operating voltage current (amps) volt amps (va) watts min typ max min typ max min typ max d264-a54-001 21 24 - 48 53 0.2 0.4 / 0.7 1.1 9 17 23 17 features & benefits ? 5 year full performance warranty   ? rugged all metal base ? resistant to shock and vibration ? patented optics with sharp beam cutoff   ? minimum ground scatter providing community a friendly light pattern  ? high impact polycarbonate lens  ? specialized lens coating providing superior uv, scratch, and chemical resistance ? factory sealed for ip66 rated ingress protection  ? extremely low rf interference ? light module detachable from base for easy replacement at end of life  electrical specifications: photometric data
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