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		  Datasheet File OCR Text:


		  pomona ?         all dimensions are in inches. tolerances (except noted): .xx = .02? (,51 mm), .xxx =  .005? (,127 mm).   all specifications are to the la test revisions. specifications are subject to change without notice.   registered trademarks are the property of their respective companies.    made in usa     6/9/99   pomona access   90622     (800) 444 - 6785 or ( 4 2 5 )  4 4 6 - 6 0 1 0   sy/eh/ls   more drawings available at www.pomonaelectronics.com   c: \ laura goldberg \ flukedatasheet \ d5145_1_01.doc   page  1   of    1         model 5145    incapsulated double banana plug   shorting bar   sales:  8 0 0 - 4 9 0 - 2 3 6 1    fax:  8 8 8 - 4 0 3 - 3 3 6 0   technical assistance: 800 - 241 - 2060   features:      low profile, completely insulated shorting bar.      insulation has finger ridge for ease of insertion and removal.      mates to model #2269 or any standard double banana jack.   materials:   shorting bar:     material: brass per qq - b - 613, composition 2, ? hard .     finish: nickel plated per qq - n - 290, class 2, 200/300 microinches.   insulation:     polypropylene molded to banana plugs and shorting bar.  color:  clear     marking: ?pomona electronics? ?model 5145?.   banana plugs:     material: spring  ?  beryllium copper per qq - c - 533, berylco 25, cond. h.t.     plug body  ?  brass per qq - b - 626, alloy 360, ? hard.     finish: nickel plated per qq - n - 290, class 2, 200/300 microinches.   ratings:   operating temperature: +50  c. (+122  f.) max.   current: 15 amperes   resistance: less than 1.5 milliohm s installed.     ordering information:   model 5145  
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