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		  Datasheet File OCR Text:


		  1 1 2 2 3 3 4 4 5 5 6 6 a a b b c c d d a3 1/1 rev. changes date name r t h i s   d r a w i n g   m a y   n o t   b e   c o p i e d   o r   r e p r o d u c e d i n   a n y   w a y ,   a n d   m a y   n o t   b e   p a s s e d   o n   t o   a   t h i r d p a r t y   w i t h o u t   w r i t t e n   p e r m i s s i o n . o w n e r s h i p   a n d   c o p y r i g h t   o f   c o n e c   c o r p o r a t i o n d o t   n o t   a l t e r   c a d   d r a w i n g   b y   h a n d 2009 draw. appd. norm d-old din scale: part no.: material: title: drawing no.: sheet autodesk inventor dim. in approval date name title customer: a original date dec. 07 dec. 07 j. chaudry vincent ke name 1.5:1 mm see notes rj45 plug kit with shielded cat. 5e rj45 plug zinc die-cast version 17k1a147 17-101794 tolerance unless otherwise specified 0   plc      ` 0.50 1   plc      ` 0.38 2   plc      ` 0.25 3   plc      ` 0.10 angles     ` 3 ~ directive 2002/95/ec "rohs" compliant notes: 1. electrical specifications:    - meets eia/tia-568-b.2 cat.5e specification    - contact resistance: 20mohm max.    - insulation resistance: 500mohm min. @ 100 vdc    - current rating: 1.2a max. at 25 ~ c    - working voltage: 100 vdc    - dwv: 1000 vdc/60s contact to contact, 1500 vdc/60s contact to metal shell    - operating temperature: -40 ~ c to +85 ~ c 2. material and finish:    - coupling ring and plug housing: zinc die-cast, nickel plated     - interfacial seal: silicone, color: white    - cable fitting: brass, nickel plated    - cable fitting rubber ring: nbr, color: black    - rj45 plug metal shell: copper alloy, nickel plated    - rj45 plug plastic housing: clear polycarbonate ul94 v-0    - rj45 plug contacts: phosphor bronze, finish: 50u" gold min. over nickel 3. rj45 plug accepts both stranded and solid cables with outer diameter of 4.83mm to 6.73mm 4. metal cable gland accepts cable outer diameter range of 4.5mm to 8mm  5.  rohs compliant 6. ip67 rated when fully mated with the appropriate mating connector     17.9 ref. h e x   1 7 . 9   r e f . 21 59.02 ref. n 31.50 interfacial seal key protrusion x 3 cable fitting (metal version) plug housing (zinc die-cast version) coupling ring bayonet locking style (zinc die-cast version) load bar shielded cat. 5e rj45 plug
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