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		  Datasheet File OCR Text:


		  30.84 8 8 8 6 2.54 3.5 + 12 3 3.17 4 + 1 3.17 6.35 6.35 6.35 25.9 2 3 4 6.35 2.54 + 1 2.54 0.5 9 4.85 1.2 5.2 5 4.7 30.84 8 8 8 6 2.54 3.5 + 12 3 ssa230/4x 3.17 4 + 1 3.17 6.35 6.35 6.35 25.9 2 3 4 ssa210/4x 6.35 2.54 + 1 2.54 0.5 9 4.85 1.2 4 5 4.7 ssa210x sSA220x sSA220/4x ssa240/4x              sa210/20/30/40/4x  5mm led assembly   single way to  4 way    the ssa210/20/30/40 is a 5mm led  assembly for mounting at 90 deg to a  pcb. the housing is moulded in black  grilon a28vo with zero flammability  rating. this as a  low profile device  with a 6.35mm cross/centre.  ?  matched leds  ? low profile  ? range of colours,bi-colour and low                current.      mechanical data   bedford opto  technology ltd  1,biggar business park, bi ggar, lanarkshire,ml12 6fx  tel: +44 (0) 1899 221221  fax: +44 (0) 1899 221009  website: www. bot.co.uk  e-mail:  bill@bot.co.uk  ordering information        ssa210/20/3/040 -4xxxx        [ 1st x ? pos. 1    4th x ? pos.4 ]   indicate colour by using  x  =         r = red    g = green   y = yellow     o = orange                                                             custom part numbers will be issued to simplify ordering.  4.4.00 iss a  pb this component is rohs compliant

 bedford opto technology ltd  1,biggar business park, biggar,lanarkshire ml12 6fx  tel: +44 (0) 1899 221221   fax: +44 (0) 1899 221009  website:  bot.co.uk   e-mail:  bill@bot.co.uk  absolute maximum ratings  (t a  = 25 o c)  parameter  red     green   yellow   power dissipation  60mw  60mw  60mw  forward current  20ma  20ma  20ma  peak forward current  60ma  60ma  60ma  reverse voltage  3v  3v  3v  operating voltage  -25 o c to +85 o c  storage temperatire  -30 o c to 100 o c  orange   75mw  20ma  60ma  3v  opto electronic data   ssa210/230 types     parameter & conditions  red   [57vr]  green  [57mg]  yellow  [57yy]  forawrd  voltage  [if = 10ma]  typ = 2.0v  typ = 2.1v  typ = 2.1v  reverse current [vr = 3v]  max = 10ma  peak wavelength [if =  10ma]  650nm  563nm  585nm  luminous intensity [if = 10ma]  min = 9.0mcd  min = 5.6mcd  min = 3.6mcd  orange  [57du]  typ = 2.0v  610  min = 2.2mcd  viewing angle degrees  50  50  50  50  parameter & conditions  red [47vr]  green [47mg]  yellow [47yy]  forward  voltage  [if = 10ma]  typ = 2.0v  typ = 2.1v  typ = 2.1v  reverse current [vr = 3v]  max = 10ma  peak wavelength [if =  10ma]  650nm  563nm  585nm  luminous intensity [if = 10ma]  min = 2.2mcd  min = 3.6mcd  min = 2.2mcd  viewing angle degrees  40  40  40  ssa210/20/30/40/4x  opto electronic data   sSA220/240 types     4.4.00 iss a  pb this component is rohs compliant
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