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		  Datasheet File OCR Text:


		  b120 thru b1200 features    metal-semiconductor junction with guard ring low forward voltage drop high current capability the plastic material carries ul recognition 94v-0 for use in low voltage,high frequency inverters,free  wheeling,and polarity protection applications mechanical data case : jedec sma molded plastic polarity : color band denotes cathode weight : 0.062 grams mounting position : any maximum ratings and electrical characteristics ratings at 25 :  ambient temperature unless otherwise specified. single phase, half wave, 60hz, resistive or inductive load. for capacitive load, derate current by 20% schottky barrier rectifiers reverse voltage - 20 to 200 volts forward current - 1.0 amperes sma epitaxial construction compact technology ctc0074 ver. 2.0 1  of 2 b120 thru b1200 parametersymbolunit maximum repetitive peak reverse voltage v rr m 20 30 40 50 60 80 100 150 200 v maximum rms voltage v rm s 14 21 28 35 42 56 70 105 140 v maximum dc blocking voltage v dc 20 30 40 50 60 80 100 150 200 v maximum aver age forward rectified current i f a peak forward surge current, 8.3ms single hal f si ne-wave  su per impose d on rate d load maximum instantaneous for ward voltage @ 1.0a v f 0.87 0.90 v maximum dc reverse curr ent @ ta=25c at rated dc blocking  voltage @ ta=10 0c typi cal ju nction capacitance c j pf typi cal thermal resista nce r  ja c/ w ope rating te mper ature range t j c storage temperatur e rang e t stg c 1.0 i fsm 30.0 5.0 10.0 a 0 .50 0.85 i r 0.5 0.2 ma - 55 to +150 0.70 70 70 60 5 0 3 5 - 55 to +125   all dimensions in millimeter  sma  dim.  min.  max.    a    c    d    e    f    g    h    b 3.99 4.50 2.79 2.54 1.32 1.47  0.31  0.15 4.93         5.28  0.05 0.127 1.98 2.29  0.76 1.52 3 3 3 3 3 3 c b a h e f g d b1 20 0 b130 b1150 B1100 b18 0 b160 b15 0 b140 b120  http://www..net/  datasheet pdf - http://www..net/

 b120 thru b1200  compact technology ctc0074 ver. 2.0 2  of 2 b120 thru b1200 fig. 1-typical forward current derating curve fig. 2-typical forward characteristics fig. 3-maximum non-repetitive forward surge current fig. 4-typical reverse characteristics fig. 5-typical junction capacitance 0.0 0.4 0.8 1.2 1.6 2.0 0 20 40 60 80 100 120 140 160 ambient temperature ( : ) average forward current,(a) 0 10 20 30 40 50 1 10 100 number of cycles at 60hz peak forward surge current (a) 0.001 0.010 0.100 1.000 10.000 100.000 20% 40% 60% 80% 100% percentage rated peak reverse voltage (%) reverse leakage current (ma) 0 50 100 150 200 0 1 10 100  reverse voltage (v) junction capacitance  (pf) b120~b140 b150~b160 b180~B1100 b1150~b1200 25 : 100 : 0.01 0.10 1.00 10.00 100.00 0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 forward voltage (v) instantaneous forward current (a) b120~b140 b150~b160 b180~B1100 b1150~b1200  http://www..net/  datasheet pdf - http://www..net/
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