

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						BU2708DF			IRFP3			MP7533JS			BL317BK			SMD03			RT8002A			B7664			TLP199D			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				HDC200D160 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  hdc series   ? ratings of 120a and 160a @ 150vdc   ? led status indicator   ? heavy duty stud terminals   ? ac or dc control   ? s turn-on and off times  ? low on-state voltage drop  ? pwm to 1k hz product selection control voltage 120a 160a 4.5-32 vdc hdc200d120 HDC200D160 90-140 vac hdc200a120 hdc200a160 available options output specifications (1) description 120a 160a operating voltage  [vdc] 7-150 7-150 blocking voltage [vdc] 200 200 rated load current [arms] (2) 120 160 minimum load current [ma] 2.5 2.5 maximum surge current (10ms) [adc] 1200 1600 maximum off-state leakage current @ rated voltage [ma] 0.2 0.2 maximum on-state voltage drop @ rated current [vdc] 0.72 0.64 thermal resistance juncti on to case (rjc) [c/w] 0.25 0.23 maximum on-state resistance @ rated current (rds-on) [mohms] 6.0 4.0 wire size max (solid/stranded) [awg/ iec mm2] 2/0 / 67.4 2/0 / 67.4 output terminal nut torque range [in lb (nm) 225-300 (25.4-33.9) 225-300 (25.4-33.9) maximum pwm (hz) (3) 1000 1000

 input specifications (1) description hdcxxd hdcxxa control voltage range  4.5-32 vdc 90-140 vac must turn-off voltage 4.2 vdc 35 vac minimum input current @ mi nimum voltage (for on-state) 23 ma 31 ma maximum input current @ maximum voltage 45 ma 33 ma nominal input impedance  current regulated current regulated maximum turn-on time at min voltage   92 s 6 ms maximum turn-on time at max voltage   12.0 s 4 ms maximum turn-off time at min voltage  195 s 9.2 ms maximum turn-off time at max voltage  405 s 9.2 ms led status indicator (color) green green terminal type / size in (mm) qc / 0.187 (4.75) qc / 0.187 (4.75) general specifications description parameters dielectric strength, input/output/base (50/60hz) 2500 vrms    minimum insulation resistance (@ 500 v dc) 10 9  ohm ambient operating temperature range -30 to 80 c ambient storage temperature range -40 to 125 c maximum humidity 85% non-condensing weight (typical) lbs/grams 0.75/340.2 housing material pbt 30% gf, ul 94 v-0 ssr mounting torque range [in lbs/nm] 18-20 (2-2.2) baseplate material aluminum  encapsulation thermal conductive epoxy rohs exemption #?s none general notes   1) all parameters at 40c unless otherwise specified.  2) heat sinking required, see derating curves.   3) see pwm derating chart.      wiring diagram

 mechanical specifications thermal derate information

 pwm derate information agency approvals designed in accordance with the requirements of iec 62314    iec 61000-4-2 : electrostatic discharge: level 3 (criteria a)  iec 61000-4-4 : electrically fast transients: level 3 (criteria a)  iec 61000-4-5 : electricsl surges: level 3 (criteria a)                       rev. 072312 accessories
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