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		  Datasheet File OCR Text:


		  17-3 17 ais-e2 advanced mini-itx system controller with 3rd gen intel core i7/i5/i3 processor socket 988b, socket 3rd generation intel? core i3/i5/i7 up to    45w max 204-pin dual channel ddr3 1066/1333/1600 mhz so-dimm x    2(up to 8gb) intel? integrated graphics engine supports dp, hdmi, vga,    dvi lan 1 : intel? phy wg82579lm giga lan   lan 2 : realtek rtl 8111e giga lan   support up to 2 of 2.5 hdd/ssd bay   usb 2.0 x 2, usb 3.0 x 4 (usb3.0 supported by win7)   com ports x 2 (optional 5 ports)   mini-pcie socket x 1, cfast? x 1, tpm   mini size 195mm(w) x 70mm(h) x 220mm(d)   system form factor mini-itx motherboard main board emb-qm77  cpu socket g2 (rpga988b) 3rd generation for intel? core? i7 / i5 / celeron? qc / dc  processors up to 45w max system memory 204-pin dual channel ddr3 1066/1333/1600 mhz so-dimm x2 (up to 16gb) chipset intel? qm77 ethernet lan1: 10/100/1000mb lans, rj-45 x1 lan2: 10/100/1000mb lans, rj-45 x1 bios ami bios 64mbit spi rom i/o chip ite it8728f+ fintek f81216dg storage 2.5 hdd/ssd x 1 (optional 2nd hdd bay) optical rom n/a led two indicators for power and hdd in front panel audio hd audio realtek alc 892 codec expansion mini-pcie socket, cf-sata, antenna hole watchdog timer 1~255 step by software programming h/w status monitor monitoring system temperature, voltage, and cooling fan status power supply 12v dc power adapter, 84w (or optional 120w) weight 13.84lb (6.30kg) chassis color dark black dimension (w x h x d) 195mm(w) x 70mm(h) x 220mm(d) external i/o serial port rs-232/422/485 supports 5/12v x 1, rs-232 (optional for up to 5 x rs-232) x1 kb & mouse 1 x kb & 1 x ms ps/2 port x 1 universal serial bus 2 x usb 2.0 (on front panel) x 2, 4 x usb 3.0 (on rear i/o connector) x 4 audio 3 x audio jack ( mic-in, line-in, line-out) x 3 ethernet 2 x rj45 w/ led x 2 display dvi-d x 1, hdmi x 1, dp x 1, vga x 1 power switch atx power switch x 1 ; reset bottom x 1 environmental operating temperature 32f ~113f (0c ~45c) storage temperature -4f ~140f (-20c ~60c)  storage humidity 10~80%, non-condensing  certification ce & fcc class a vibration 0.5g rms/ 5~500hz/ operation  shock 15 g peak acceleration (11 m/sec . duration) front view rear view features specifications advanced system controllers

 17-4 ais-e2 ordering information packing list optional accessories com port module for com2~com6 ?	 wall mount bracket ?	 2.5 hdd bay bracket ?	 ais-e2 x 1 ?	 gift box 9761e20000 x 1 (including 84w power adapter, cpu cooler) ?	 dvd-rom for manual (in pdf format) and drivers x 1 ?	 AIS-E2-QM77-001 ?	 ais, intel? qm77, vga, dvi, hdmi, dp, 2gbe, audio, 2com, 6usb, 84w, 12v, a1.0 dimension unit: mm
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