

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						RM21B			TF1206			MJF1800			0G101			STP5N			B1224			PC302			4BD1C4			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				AMSR1-7833Z Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		        series am sr1 -78z     up to 5   watt | dc - dc  switching regulator               www.aimtec.com     tel: + 1   514  620 2722   toll free:  +  1 888 9 aimtec           (924 6832)   f 051e r11.f   1   of  3     north america only       features:       models   sin gle output     model   input voltage  (v)   output  voltage   (v)   output  current max   (ma)   max  capacitive  load   (uf)   efficiency   vin max   (%)   efficiency   vin min   (%)   amsr1 - 781.5z   4.75 - 18   1.5   1000   220   78   72   amsr1 - 781.8z   4.75 - 18   1.8   1000   220   82   76   amsr1 - 782.5z   4.75 - 18   2 .5   1000   220   87   81   amsr1 - 783.3z   4.75 - 18   3.3   1000   220   90   85   amsr1 - 7805z   6.50 - 18   5   1000   220   94   89     note:  all specifications   in this datasheet   are measured at an ambient temperature of 25c, humidity  4300000  hrs (mil - hdbk - 217f, ground benign, t=+25  o c)   maximum soldering temperature   1.5 mm from case for 10sec     2 6 0   o c           ?   3 pin sip  p ackage   ?   no  heatsink r equired   ?   non - i solated  r egulated  o utput   ?   operating temperature  - 40c to +85c   ?   short  c ircuit  p rotection   ?   high   e fficiency up to 94%   ?   pin - out compatible with lm78xx  linear regulators   ?   low ripple and noise  

       series am sr1 -78z     up to 5   watt | dc - dc  switching regulator               www.aimtec.com     tel: + 1   514  620 2722   toll free:  +  1 888 9 aimtec           (924 6832)   f 051e r11.f   2   of  3     north america only     pin out specifications   pin   single    1   +vin   2   gnd   3   +vout     dimensions   0 . 02 ( 0 . 5 ) 0.02 ( 0 . 5 ) 1 2 3 0 . 080 ( 2 . 00 ) 0 .13 ( 3 . 30 ) 0 . 1 ( 2 . 54 ) 0 .13 ( 3 . 30 ) 0 . 1 ( 2 . 54 ) front  view side  view bottom  view 0.40 (10.20) 0.16 (4.10) 0.46 (11.70) 0.01 (0.25) 0.29 (7.50)       d erating                                         - 40 - 20 0 20 40 60 80 100 100 80 60 40 20 0 safe operating area o u t p u t   p o w e r   ( % ) 85 ambient temperature  o c   free air convection 60 o  c

       series am sr1 -78z     up to 5   watt | dc - dc  switching regulator               www.aimtec.com     tel: + 1   514  620 2722   toll free:  +  1 888 9 aimtec           (924 6832)   f 051e r11.f   3   of  3     north america only     application circuit s     recommended  soft start c ircuit     amsr 1 - 78 z c 1 + vin gnd c 2 + vout gnd to protect converter during power - up use ?soft start? vin and c 1  =  47 uf c 2  =  10 uf  ( optional ) 1 ms ( minimum )     wide input  isolated   (up to 6000vdc)  dual outputs with high e fficiency   amsr1-78z c1 +vin gnd c2 +vout isolated dual outputs wide input range 6.5v to 18v c1: optional c2: required for decoupling (further decoupling may be  required  between the two converters). dc dc -vout com     isolated  (up to 6000vdc)  s ingle   and regula ted o utput     amsr1-78z c1 +vin gnd c2 +vout isolated single output wide input range 6.5v to 18v point of load architecture improved line/load regulation c1:  required for decoupling (further decoupling may be  required  between the two converters). c2: optional dc dc -vout       note: 1.   datasheets are updated as needed and as such, specifications are subject to change without notice.     once printed or downloaded, datasheets are no longer controlled  by aimtec; refer to www.aimtec.com for  the most current product specifications.     2.   product labels shown, including safety agency certifications on labels, may vary based on the  date manufactured.    3.   mechanical drawings and specifications are for reference only.    4.   all specifications are meas ured at an ambient temperature of 25c, humidity
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