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		  Datasheet File OCR Text:


		  computer on modules features intel ?  atom? processor n455  com-express mini module  som-7562 b1   ? embedded intel ?  atom? processor n455 1.66 ghz + ich8m   ? intel gen 3.5 dx9, mpeg2 hardware decoder, supports 18-bit lvds, vga   ? supports 1 gb on-board memory and 1/2 gb on-board flash   ? supports 5 pcie x1, lpc, 3 sataii, 8 usb 2.0, gbe   ? supports susiaccess and embedded software apis specifcations form factor com-express mini module, type i pin-out processor system cpu intel atom processor n455 1.66 ghz l2 cache 512 kb system chipset ich8m bios ami 16 mbit flash bios memory technology ddr3 667 mhz memory only max. capacity onboard 1gb socket - flash capacity 1 gb/ 2 gb flash onboard display chipset embedded gen3.5+ gfx core graphics engine intel gen 3.5 dx9, mpeg2 hardware decoder lvds 18-bit single channel lvds vga supports max. 1400 x 1050 @ 60 hz dvi - tv out - sdvo - dual display crt + lvds ethernet chipset intel 82567v gigabit ethernet speed 10/100/1000 mbps watchdog timer 256 level timer interval, from 0 to 255 sec or min setup by software, jumperless selection, generates system  reset expansion lpc, 5 pcie x1 (1 pcie x4 or 1 pcie x2 option) i/o pata - sata 3 x sataii (300 mb/s) usb 8 x usb 2.0 audio high defnition audio interface gpio 8-bit gpio power power type atx, at power supply voltage 12 v (5 vsb needed for atx power mode), wide range voltage supported on a per project basis power consumption   (typical) +12 v @ 0.68 a power consumption   (max, test in hct) +12 v @ 0.86 a environment operating temperature 0 ~ 60 c (32 ~ 140 f) operating humidity 0% ~ 90% relative humidity, non-condensing mechanical dimensions 84 x 55 mm (3.3" x 2.17") backlight on/off watchdog gpio h/w monitor i 2 c smbus utilities: software apis: new monitoring bios fash embedded  security id all product specifications are subject to change without notice  last updated : 13-jun-2012   

 www.advantech.com/products online download block diagram ordering information part no. cpu l2   cache chipset onboard  memory onboard  flash lvds vga giga   lan hd   audio pcie  x 4 pcie  x 1 usb   2.0 sata  ii lpc smbus wide  range   power atx   power at   power thermal   solution operating   temp. som-7562f1-s6b1e intel atom  n455 512 kb ich8m 1 gb 1 gb 18-bit yes 1 yes option 5 8 3 1 1 +5v~+14v yes yes passive 0 ~ 60 c SOM-7562F2-S6B1E intel atom  n455 512 kb ich8m 1 gb 2 gb 18-bit yes 1 yes option 5 8 3 1 1 +5v~+14v yes yes passive 0 ~ 60 c som-7562sz-s6b1e intel atom  n455 512 kb ich8m 1 gb 1 gb 18-bit yes 1 yes option 5 8 3 1 1 +5v~+14v yes yes passive -20 ~ 80 c som-7562sz2-s6b1e intel atom  n455 512 kb ich8m 1 gb 1 gb 18-bit yes 1 yes option 5 8 3 1 1 +5v~+14v yes yes passive -40 ~ 85 c som-7562uz-s6b1e intel atom  n455 512 kb ich8m 1 gb 2 gb 18-bit yes 1 yes option 5 8 3 1 1 +5v~+14v yes yes passive -20 ~ 80 c som-7562uz2-s6b1e intel atom  n455 512 kb ich8m 1 gb 2 gb 18-bit yes 1 yes option 5 8 3 1 1 +5v~+14v yes yes passive -40 ~ 85 c note: passive = fanless;  active = with fan development board part no. description som-db5700g-u0a2e development board for com-ultra modules with  glan packing list part no. description quantity som-7562 cpu module 1 utility cd 1 heatspreader 1 embedded os os part no. description win xpe 2008 2070009031 xpe wes2009 lu- pier v4.0 mui24 som-7562 b1 e ther net hd  a udi o c onnec t or    r ow  a,b o n boar d  ddr3 u sb  2 . 0   x   8 l p c   b u s 18  b i t  l v d s   c hanne l 667  m h z   1 g b a nal og  r g b p c i e   1 x 6   ( p o r t 6   =>  p c i e   o r   l a n ) sat a  ii  x   3 spi  s o cke t   ( b ios ) w d t  / gp i o spi b us intel n455 dmi x 4 (up to 1gb/s) ich8m (82801hbm) cpu:  6.5w  t j=100 phy intel 82567v pci e port 6 pat a 1 g b / 2 g b  n a nd    f l ash o n   b o a r d   s m   b u s l m 96163c i s d c p u   t e m p f i n t e k f 75111 i 2 c i 2 c a d i ( h / w   m oni t o r ) a d 7999- 1  
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