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		  Datasheet File OCR Text:


		  hvm8 thru hvm16     general purpose high voltage diodes   voltage  range  8  16kv      average  forward  current  350ma     ?    product  grade         ?      grade: civilian  industry         mechanical data                                                         ? ? ?    ?    ????    o?? 2605  10 ?   ? 10mm ? 2.3 ?      case: molded plastic        lead: axial leads       polarity: color band denotes cathode end      high temperature soldering guaranteed:   2605  10 seconds  10mm lead length, 2.3kg tension     ??   pr oduct standard        gb/t 4589.1-2006    ?    10 ????Z    semiconductor devices  C part 10:  generic specification for discrete devices and integrated circuits    ??   inspection standard    gb/t 4023-1997    ???    2 ?    semiconductor devices d is crete devices and integrated circuits part 2: rectifier diodes    http://www.luguang.cn                               email:lge@luguang.cn    

   ratings and characteristics   ratings at 25    ambient temperature unless otherwise specified.   single phase, half wave, resistive or induct ive load.   for capa citive load, derate current by 2 0%.            parameter       symbol   hvm8   hvm9   HVM12   hvm16       unit   ???   maximum repetitive peak  reverse voltage   v rrm   8   9   12   16   kv     ? ? ?   maximum  non - repetitive peak  reverse voltage   v r sm   10   1 1   14   18   kv   ?   maximum average forward  rectified current    i f(av)   350   ( ??? t a =25  )    50hz half - sine  wave, resistance   load ,  a =25     ma   ??   peak forward surge current    i fsm   30   ( ?? 50hz ?? t a =25  )    50hz half - sine  wave,  1 cycle,  t a =25     a   ??? i f = 350 ma    maximum instantaneous forward  voltage @  350 ma   v f   9   12   12   14   v     ?   maximum dc reverse current    i r     5 .0              (t a =25    )         100             (t a =100  )         operating   virtual   junction  temperature range   t j    civilian    ? industry        40   to    100    40   to   110   ??   storage temperature range   t stg    civilian    ? industry        40   to   1 2 0    40   to   125         http://www.luguang.cn                               email:lge@luguang.cn     h v m 8  th r u   h v m 16

 outline dimensions                  parameter         symbol   hvm8   hvm9   HVM12   hvm16       unit   ?   case diameter   d    7.5       0.5   mm    ?   side   len gth   s   7       0.5   mm      case length   l    2 1       1    mm   ?   lead diameter   d 1    1.2       0. 1   mm   ?   lead length   l 1     22       2   mm   http://www.luguang.cn                               email:lge@luguang.cn     h v m 8  th r u   h v m 16
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