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		  Datasheet File OCR Text:


		  dimensions in millimeters (mm)  r ated v oltage 50vdc/100vdc  250vdc 400vdc              dim.   cap(  f) w h t p 1  d?  w h t p 1  d?  w h t p 1  d?  0.0010 6.0  11.0 4.0 3.5 0.5 6.0 11.0 4.0  3.5  0.5 7.0 11.5 4.0  4.0  0.5  0.0012 6.0  11.0  4.0  3.5  0.5  6.0  11.0  4.0  3.5  0.5  7.2  12.0  4.0  4.0  0.5  0.0015 6.0  11.0 4.0 3.5 0.5 6.0 11.0 4.0  3.5  0.5 7.2 12.0 4.0  4.0  0.5  0.0018 6.0  11.0  4.0  3.5  0.5  6.0  11.0  4.0  3.5  0.5  7.5  12.5  4.0  4.0  0.5  0.0022 6.0  11.0 4.0 3.5 0.5 6.0 11.0 4.0  3.5  0.5 7.5 12.5 4.0  4.0  0.5  0.0027 7.0  11.0  4.0  3.5  0.5  7.0  11.0  4.0  3.5  0.5  8.0  13.0  4.5  6.0  0.5  0.0033 7.0  11.0 4.0 3.5 0.5 7.0 11.0 4.0  3.5  0.5 8.0 13.0 4.5  6.0  0.5  0.0039 7.0  11.0  4.0  4.0  0.5  7.0  11.0  4.0  4.0  0.5  9.0  14.0  5.0  6.0  0.5  0.0047 7.0  11.0 4.0 4.0 0.5 7.0 11.0 4.0  4.0  0.5 9.0 14.0 5.0  6.0  0.5  0.0056 7.0  11.0  4.0  4.0  0.5  7.0  11.0  4.0  4.0  0.5  9.5  14.0  5.5  6.0  0.5  0.0068 7.0  11.0 4.0 4.0 0.5 7.0 11.0 4.0  4.0  0.5 9.5 14.0 5.5  6.0  0.5  0.0082 7.0  11.0  4.0  4.0  0.5  7.0  11.0  4.0  4.0  0.5  10.5  15.0  6.7  7.0  0.5  0.010 7.0  11.0 4.0 4.0 0.5 7.0 11.0 4.0  5.0  0.5 10.5 15.0 6.7  7.0  0.5  0.012 7.0  11.0  4.0  4.0  0.5  8.0  13.5  4.5  5.0  0.5  12.0  15.5  8.0  7.0  0.5  0.015 8.0  11.0 4.0 4.0 0.5 8.0 13.5 4.5  5.0  0.5 12.0 15.5 8.0  7.0  0.5  0.018 8.0  11.0  4.0  4.0  0.5  9.0  14.0  6.0  6.5  0.5  12.0  18.5  8.0  7.0  0.6  0.022 8.0  12.0 4.0 5.0 0.5 9.0 14.0 6.0  6.5  0.5 12.0 18.5 8.0  7.0  0.6  0.027 8.0  12.0  4.0  5.0  0.5  10.0  15.0  6.5  6.5  0.5  13.5  21.0  8.0  9.0  0.6  0.033 9.0  13.0 4.5 5.5 0.5 10.0 15.0 6.5  6.5  0.5 13.5 21.0 8.0  9.0  0.6  0.039 9.0  13.0  5.0  6.0  0.5  12.5  17.5  8.5  6.5  0.6  15.5  22.0  9.5  9.0  0.6  0.047 10.0 13.0  5.0  6.0  0.5  12.5 17.5  8.5  6.5  0.6  15.5 22.0  9.5  9.0  0.6  0.056 10.0  13.5  5.5  6.0  0.5  13.8  21.0  8.5  7.5  0.6  17.5  23.5  11.5  9.0  0.6  0.068 10.0 13.5  6.0  6.5  0.5  13.8 21.0  8.5  7.5  0.6  17.5 23.5 11.5  9.0  0.6  0.082 11.0  13.5  6.0  7.0  0.5  16.0  22.0  9.5  8.5  0.6  19.0  24.5  11.0  11.5  0.6  0.10 11.0 14.0  6.5  7.5  0.5  16.0 22.0  9.5  8.5  0.6  19.0 24.5 11.0  11.5  0.6  0.12 13.0  14.0  6.5  9.0  0.6  0.15 13.0 15.0 7.0 9.0 0.6                0.18 14.0  16.0  7.0  9.5  0.6  0.22 14.0 17.0 7.5 9.5 0.6                0.27 15.0  17.0  9.0  9.5  0.6  0.33 16.5 19.0 9.5 10.0 0.6                0.39  17.0  20.0  10.5  10.0  0.6  0.47 17.0 21.0 11.0 10.0 0.6                meritek polyester film capacitors  pei series      (inductive) f eatures ?  high moisture resistance ?  good solderability  ?  available on tape and reel for automatic insertion  ?  esr is minimized  s pecifications 1.   operating temperature:  -40 o c to +105 o c 2.   capacitance range:  0.001  f to 0.47  f 3.   capacitance tolerance:  5%(j), 10%(k), 20%(m) 4.   rated voltage:  50vdc, 100vdc, 250vdc, 400vdc   5.   dissipation factor:   1.0% max. at 1khz, 25 o c 6.   insulation resistance:  >20000m   (c    0.1  f) >2000m   f ( c > 0.1   f ) p art n umbering s ystem pei  153  j  2a  ta meritek series                capacitance cod e 10 2 10 3 10 4 10 5 (p f )  1 , 00 0 10 , 00 0 100 , 00 0 (  nf  )  1  1 0  10 0  100 0 (  f )  0.001 0.01  0.1  1             tolerance cod e j k m tolerance ( % )    5   1 0   2 0       rated voltage   cod e 1h   2 a 2e 2g  50 v  100 v  250 v  400 v     packaging cod e blan k tr t a  bul k  ta p e & reel   ta p e & amm o pei are constructed with  p ol y ester film dielectric, aluminum foil elec trodes, tinned co pp er leads, and an inductive e p ox y  resin coatin g . the y  are suitable for si g nal cou p lin g , circuit isolation, b yp assin g , and filterin g  and other a pp lications. pei are ideal for us e in televisions, radio, ta p e recorders, stere o equipment, and  other electronic devices. 1.5 s pecifications are subject to change without notice.                                                                                                                                               rev.6 a 
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