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		  Datasheet File OCR Text:


		  http://www.optosupply.com                                                                                    ver a.0    xeon 1 power led  OSXXXME1C1S           features      outline dimension      highest luminous flux       super energy efficiency     long lifetime operation     superior esd protection     superior uv resistance   applications      electronic signs and signals     small area illuminations     back lighting     other lighting     bollards / security / garden     traffic signaling / beacons  6ojunn 5pmfsbodf?nn ;)0/(;)060150        absolute maximum rating                  	5b

    directivity   va l u e   item  symbo l  w/m/b/g  r  unit dc forward current  i f  400  400 ma pulse forward current*    i fp  500  500 ma reverse voltage  v r  5  5  v   power dissipation  p d  1600  1200  mw operating temperature  topr  -40 ~ +85  
 storage temperature  tstg -40~ +85  
 lead soldering temperature  tsol 260 
 /5sec         *pulse width max 0.1ms,  duty ratio max 1/10     electrical -optical charac teristics         	5b

     v f  (v)  i r (a)  v(lm)*   d(nm)*  2  1/2(deg) min.  typ. max. max.  min. typ. max. min. typ. max. typ.  part number  color  i f =350ma v r =5v i f =350ma   osw4xme1c1s white  w  ?   3.0 3.3 4.0 10 90 100 -  x=0.31, y=0.33 120  osm5xme1c1s  warm white   m ?   3.0 3.3 4.0 10  80 90   x=0.45, y=0.41 120  osb5xme1c1s  blue b ?   3.0 3.3 4.0 10 10 15 - 465 470 475 120  osg5xme1c1s  pure green  g ?   3.0 3.3 4.0 10 65 75 - 520 525 530 120  osr5xme1c1s red r ?   2.0 2.5 3.0 10  40 50  - 620 625 630 120  note: *1. tolerance of ch romaticity coordinates is  ? 10%        *2. dominant wavelength tolerance: 1nm  *3. tolerance of luminous flux is  ? 15%              led & application technologies           
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