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		  Datasheet File OCR Text:


		    d41 euro wall mount 2 - 6 watts series   features      230 vac input, european wall plug in style      rated for continuous duty      filtered      unregulated outputs up to 6 watts      safety agency approved/ce compliant      impact resistant polycarbonate enclosure      private label marki ng available      1 year warranty      modified and custom designs also available      manufactured in china         ault model     voltage dc   minimum   current - amps   maximum   current - amps   maximum   watts   d41 - 050750 - a000g   d41 - 060800 - a000g   d41 - 061000 - a000g   d41 - 070750 - a000g     d41 - 0807 00 - a000g   d41 - 090500 - a000g   d41 - 090600 - a000g   d41 - 100600 - a000g   d41 - 110560 - a000g   d41 - 120500 - a000g   d41 - 140220 - a000g   d41 - 150400 - a000g    d41 - 180333 - a000g   d41 - 210286 - a000g     d41 - 220273 - a000g   d41 - 240250 - a000g   d41 - 240300 - a000g   5   6   6   7   8   9   9   10   11   12   14   15   18   21   22   24   24   0   0   0   0   0   0   0   0   0   0   0   0   0   0   0   0   0   0.75   0.80   1.00   0.75   0.70   0.50   0.60   0.60   0.56   0.50   0.22   0.40   0.333   0.286   0.273   0.250   0.300   3.75   4.80   6.00   5.25   5.60   4.50   5.40   6.00   6.16   6.00   3.08   3.00   6.00   6.00   6.00   6.00   7.20     input      voltage   230 vac      line frequency   5 0 hz      connector   euro wall plug, no ground   electrical        topology   dc unregulated power  supply      dielectric withstand   3000 vac primary - secondary      protection   current, thermal or energy  limiting      emi   complies with emc  directives      ce   ce compliant   safety approva ls        safety listings     en60950     one year warranty   environmental      operating temperature   5   to 40   c with no derating      storage temperature   - 30   to +85   c      relative humidity      altitude   5% to 95% non - condensing   0 - 10,000 feet      cooling   convectional  -  non vented c ase   mechanical      case dimensions   d41  -  euro wall plug   2.7 l x 2.0 w x 1.6 h (in)   69 l x 52 w x 40 h (mm)      case material   black 94 v1 polycarbonate      weight        cord and           connector   10 ounces, 275 grams,   (excluding cord)   6 ft., 2 conductor, 22 - 24 awg   ault  #3 connector   other connectors available     ault incorporated, 7105 northland terrace, minneapolis, mn 55428   contact ault inc. for all your custom design requirements.  phone:  763.592.1900    fax 763.592.1911  
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