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		  Datasheet File OCR Text:


		  dimensions in millimeters  ( mm )              rv  63vdc/ 50vac  100vdc/ 63vac                    dim.   cap(  f) w h t p w h t p 0.0010  7.6 6.5 2.5 5.0 7.6 6.5  2.5  5.0  0.0012 7.6  6.5  2.5  5.0  7.6  6.5  2.5  5.0  0.0015  7.6 6.5 2.5 5.0 7.6 6.5  2.5  5.0  0.0018 7.6  6.5  2.5  5.0  7.6  6.5  2.5  5.0  0.0022  7.6 6.5 2.5 5.0 7.6 6.5  2.5  5.0  0.0027 7.6  6.5  2.5  5.0  7.6  6.5  2.5  5.0  0.0033  7.6 6.5 2.5 5.0 7.6 6.5  2.5  5.0  0.0039 7.6  6.5  2.5  5.0  7.6  6.5  2.5  5.0  0.0047  7.6 6.5 2.5 5.0 7.6 6.5  2.5  5.0  0.0056 7.6  6.5  2.5  5.0  7.6  6.5  2.5  5.0  0.0068  7.6 6.5 2.5 5.0 7.6 6.5  2.5  5.0  0.0082 7.6  6.5  2.5  5.0  7.6  6.5  2.5  5.0  0.010  7.6 6.5 2.5 5.0 7.6 6.5  2.5  5.0  0.012 7.6  6.5  2.5  5.0  7.6  6.5  2.5  5.0  0.015  7.6 6.5 2.5 5.0 7.6 6.5  2.5  5.0  0.018 7.6  6.5  2.5  5.0  7.6  6.5  2.5  5.0  0.022  7.6 6.5 2.5 5.0 7.6 6.5  2.5  5.0  meritek minibox metallized polyester film capacitors epem series (5mm lead space) f eatures ?  miniature size  ?  self- healing properties  ?  high moisture resistance  ?  good solderability  ?  non-inductive construction  ?  flame- retardant plastic case and epoxy resin (in compliance with ul94v-0)  s pecifications 1.  operating temperature:  -40 o c to +85  o c 2.   capacitance range:  0.001  f to 1.5  f 3.   capacitance tolerance:   5%(j), 10%(k), 20%(m)  4.   rated voltage:  63vdc/50vac, 100vdc/6 3vac  5.   dissipation factor:    0.8% at 1 khz and 20 o c 6.   insulation resistance:    9000m   for c    0.33  f  3000m    f for c > 0.33  f p art n umbering s ystem epem  103  j  2a meritek series        capacitance cod e 10 2 10 3 10 4 10 5 (p f )  1 , 00 0 10 , 00 0 100 , 00 0 (  nf  )  1  1 0  10 0  100 0 (  f )  0.001 0.01  0.1  1  tolerance  cod e j k m tolerance ( % )    5   1 0    2 0 rated voltage cod e 1j 2 a  63vdc 100vdc tape & reel  / tape & ammo available please contact factory for part number epem are constructed with a wound polyethylen e terephthalate film dielectric, housed inside a plastic casing, which is sealed using epoxy resin. the leads ar e constructed with oxygen-free tinned copper wires. epem  possess self -heal ing properties and are small in size. the y are ideal for automatic insertion.  d    0.6 w   0.1 dimensions in millimeters  ( mm )              rv  63vdc/ 50vac  100vdc/ 63vac                    dim.   cap(  f) w h t p w h t p s pecifications are subject to change without notice.                                                                                                                                               rev.6 a 

 0.027 7.6 6.5 2.5 5.0 7.6 6.5 2.5 5.0 0.033 7.6 6.5 2.5 5.0 7.6 6.5 2.5 5.0 0.039 7.6 6.5 2.5 5.0 7.6 6.5 2.5 5.0 0.047 7.6 6.5 2.5 5.0 7.6 6.5 2.5 5.0 0.056 7.6 6.5 2.5 5.0 7.6 6.5 2.5 5.0 0.068 7.6 6.5 2.5 5.0 7.6 6.5 2.5 5.0 0.082 7.6 6.5 2.5 5.0 7.6 6.5 2.5 5.0 0.10 7.6 6.5 2.5 5.0 7.6 6.5 2.5 5.0 0.12 7.6 6.5/8.0 2.5/3.2 5.0 7.6 6.5/8.0 2.5/3.2 5.0 0.15 7.6 6.5/8.0 2.5/3.2 5.0 7.6 6.5/8.0 2.5/3.2 5.0 0.18 7.6 6.5/8.0 2.5/3.2 5.0 7.6 8.0 5.0 5.0 0.22 7.6 6.5/8.0 2.5/3.2 5.0 7.6 8.0 5.0 5.0 0.27 7.6 8.0 3.2/5.0 5.0 7.6 8.0 5.0 5.0 0.33 7.6 8.0 3.2/5.0 5.0 7.6 8.0 5.0 5.0 0.39 7.6 8.0 5.0 5.0 7.6 8.0/12.0 5.0/6.0 5.0 0.47 7.6 8.0 5.0 5.0 7.6 9.6/12.0 6.0 5.0 0.56 7.6 8.0 5.0 5.0 7.6 9.6/12.0 6.0 5.0 0.68 7.6 8.0/9.6 5.0/6.0 5.0 7.6 9.6/12.0 6.0 5.0 0.82 7.6 8.0/9.6 5.0/6.0 5.0 7.6 12.0 6.0 5.0 1.0 7.6 8.0/9.6 5.0/6.0 5.0 7.6 12.0 6.0 5.0 meritek minibox metallized polyester film capacitors epem series (5mm lead space) custom values and tolerances available upon request dimensions in millimeters  ( mm )              rv  63vdc/ 50vac  100vdc/ 63vac                    dim.   cap(  f) w h t p w h t p dimensions in millimeters  ( mm )              rv  63vdc/ 50vac  100vdc/ 63vac                    dim.   cap(  f) w h t p w h t p
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