

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						ACS102			4LCX5			MLX90401			C100ELT			20PIN			79L05A			TDA2611			TEA2015A			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				IPC910H Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  * all specifcations and photos are subject to change without notice. 319 din-jack for IPC910H-d phoenix plug for IPC910H-p 2 expansion slots  IPC910H 2-slot fanless system with socket m intel ?    core?2 duo processor up to 2.33 ghz,  intel ?  945gme chipset, pcie and pci slots   socket m for intel ?  core?2 duo/ core?  duo/ celeron ?   m    processor up to 2.33 ghz   intel ?  945gme+ich7m-dh chipset   dual 10/100/1000 ethernet ports   6 usb 2.0 and vga ports   4 com ports   supports pcie & pci expansion slots   dc to dc power supply supports 18v to 28v specifcations standard color silver construction aluminum extrusion heavy-duty cold-rolled steel, ip30 processor system    cpu level socket m for intel ?  core?2 duo/ core? duo/celeron ?  m  processor up to 2.33 ghz max. speed 2.33 ghz front side bus 533/677 mhz chipset intel ?  945gme + ich7m-dh system memory 2 x 200-pin ddr2 533/667 so-dimm socket, up to 4 gb i/o interface-rear 3 x rs-232 (com 2/3/4) 1 x rs-232/422/485 (com 1) 1 x vga 1 x ps/2 keyboard/mouse  2 x usb 2.0  2 x 10/100/1000mbps ethernet atx power on/off switch 1 x 2-pin connector output for remote power on/off switch i/o interface-front 4 x usb 2.0 hdd access/power leds expansion interface hab100: 1 pcie x1 & 1 pcie x4  hab103: 1 pci & 1 pcie x4 drive capacity 1 x 2.5  drive bay 1 x onboard compactflash  socket  power input     dc atx 120w input: 18 ~ 28vdc output: +3.3 @ 5a, +5v @ 6a, +12v @ 5a, -12v @ 0.1a,  +5vsb @ 2.5a ac-dc power adapter input: 100 ~ 240vac output: +19v @ 4.74a operating temperature 0 ~ +45c (32f ~ 113f) (with w.t. hdd) (ambient with  air fow, cpu loading 100%)  storage temperature -20c ~ +80c (-4f ~ +170f) humidity 10% ~ 90%, non-condensing dimensions 188 mm (7.4") x 241.2 mm (9.48") x 150.4 mm (5.9") weight (net/gross) 6 kg (13.22 lb)/6.2 kg (13.67 lb) certifcation ce  os support embedded  windows ?  2000, windows ?  xp, window ?  xp  features fanless ip30 rear view                     

 320 * all specifcations and photos are subject to change without notice. axiomtek.com overview embedded  systems embedded  systems for  transportation embedded  field  controllers embedded  microboxes industrial  barebone  systems industrial  chassis backplanes   power supplies peripherals &  accessories   appendix ? 2013 axiomtek co., ltd. all rights reserved. optional items packing list ordering information power protection dimensions front & rear metal panel i/o layout pcie version IPC910H-p/hab100  (p/n: e26g910100) socket m intel ?  core?2 duo fanless system with pcie slot  and dc-in atx 120w p/s IPC910H-d/hab100  (p/n: e26g910101) socket m intel ?   core?2  duo  fanless  system  with  pcie  slot,dc-in atx 120w p/s and ac-dc 90w power adapter  and us power cord pci+pcie version IPC910H-p/hab103  (p/n: e26g910102) socket m intel ?  core?2 duo fanless system with pci &  pcie slots and dc-in atx 120w p/s IPC910H-d/hab103  (p/n: e26g910103) socket m intel ?  core?2 duo fanless system with pci & pcie  slots, dc-in atx 120w p/s and ac-dc 90w power adapter  and us power cord *specifcations and certifcations are based on options and may vary. ac version ovp (over voltage protection)  ocp (over current protection) scp (short circuit protection) dc version scp (short circuit protection)  ovp (over voltage protection) olp (over load protection) 2.5" sata hdd: 250 gb, 320 gb, 500 gb intel ?  core?2 duo processor: t7400 (e9b0b0d050) 2.16 ghz intel ?  core? duo processor: t2500 (e9b0c0d050) 2.0 ghz intel ?  celeron ?  m processor: celeron  m 410 1.46 ghz intel ?  celeron ?  m processor: celeron  m 440 1.86 ghz ddr2 sodimm: 1 gb, 2 gb compactflash : 2 gb, 4 gb, 8 gb  embedded os: xpe sp2 os image and license din 6p-6p ps/2 kb+mouse (rc) x 1 tb hd-515 3p (f) 180d p=5.08 green rc x 1 (for IPC910H-p) external power switch cable 19v 90w adapter and us power cord (for IPC910H-d) driver cd quick manual wall mount bracket x 2 foot pad x 4 screw pack x 1 1. ps/2 k/b+m/s 2. atx power switch 3. power connector (ac-in or phoenix plug) 4. remote power switch 5. usb 2.0 x 2 6. vga port 7.   ethernet x 2   8. rs-232 (com 1)     rs-232/422/485 (com 2/3/4) 9. usb 2.0 x 2 10. usb 2.0 x 2 11. led for power & hdd 9 10 11 4 8 1 5 6 7 2 3
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