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		  Datasheet File OCR Text:


		  ? 2007 glenair, inc.   cage code 06324   printed in u .s.a. glenair,  inc.  ?  1211  air  way  ?  glendale,  ca  91201-2497  ?  818-247-6000  ?  fax  818-500-9912 www.glenair.com   16   e-mail:  sales@glenair .com   cb series connectors cb series pogopin connectors all dimensions in millimeters (mm). information subject to change without notice. compact filter receptacles for panel mounting planar flter array receptacles use capacitors and ferrite inductors for attenuation  of unwanted high frequency noise and interference. select the appropriate mounting  style (jam nut or fange mount) and the desired flter topology (pi or c). stainless steel  body and jam nut, with black chromate fnish. available with 7 or 10 contacts. mates  to standard cb plug connectors. solder cup or printed circuit board contacts. 1  flange mount receptacle for front  panel mounting. 2  jam nut receptacle for rear panel  mounting. fits up to 3mm panel  thickness.  how to order  a c d e f g b contact  style p 	-	pc 	 tail s 	-	solder 	 cup capacitance  value (see 	 table) 	 cb filter  connector shell style 02 -    flange 	 mount 	 receptacle 07  -    jam 	 nut 	 receptacle contact  arrangement   7 -   7 	 contacts 10   -   10 	 contacts key position 7 	 pin  1, 2, 3, 4 10 	 pin n, w, x,y, z 240-063 - 02 7 p  c a 1 filter type c 	 - 	 c 	 section p 	 - 	 pi 	 section capacitance  val u e code pi - section (pf) c - section (pf) a 38,000 - 56,000 19,000 - 28,000 b 32,000 - 45,000 16,000 - 22,500 c 18,000 - 33,000 9,000 - 16,500 d 8,000 - 12,000 4,000 - 6,000 e 3,300 - 5,000 1,650 - 2,500 f 800 - 1,300 400 - 650 g 400 - 600 200 - 300 specifications voltage  (dwv) 50 vdc maximum current 2.5 amps maximum insulation  resistance   5000 megohms minimum maximum  wire size   #20  awg shell stainless steel w/ black  chromate jam nut stainless steel w/ black  chromate o-ring silicone interfacial  seal silicone contact copper alloy, gold plated water  immersion mil-std-810 method 512 1  meter ingress  protection ip68 mating  cycles 5000 cycles minimum style 1 style 2  

 ? 2007 glenair, inc.   cage code 06324   printed in u .s.a. glenair,  inc.  ?  1211  air  way  ?  glendale,  ca  91201-2497  ?  818-247-6000  ?  fax  818-500-9912 www.glenair.com   17   e-mail:  sales@glenair .com   cb series connectors cb series pogopin connectors all dimensions in millimeters (mm). information subject to change without notice. a b c d e f g ? 17.0 max 12.8 max flats location of  polarizing  color code 2.0  16.2 max 29.2 max 3.0 max o-ring 3.5 ?.51  0.05 2.5 3.0 max  panel washer m14 x 0.75 jam nut ? 1.14 ? 12.8 max. a c d e f g b ? 3.7/3.3 thru  hole 2 plcs rad 3.5  25.0  0.1 32.0 max. location of  polarizing  color code ? 18.0 29.2 max. ? 13.5 max. 1.5  0.15 13 max. 3.5 ?.51  0.05 2.5 ? 1.14 ? 12.8 max. f  n r d f f m r d 7 p r c  m f   p  position a b color  code 1 90 120 white 2 105 130 yellow 3 110 135 green 4 100 165 pink a b c d e f g a b 10 pin receptacle connector mating face and key positions  position a b color code n 95 140 white w 85 115 blue x 100 105 violet y 110 120 chrome yellow z 80 145 dark red a b c d e f g h k j a b 30 panel cutouts and printed circuit board mounting  patterns are shown on page 13. panel cutouts and printed circuit board mounting  patterns are shown on page 13. 12.8 (+0 / -0.1) flats 

 ? 2007 glenair, inc.   cage code 06324   printed in u .s.a. glenair,  inc.  ?  1211  air  way  ?  glendale,  ca  91201-2497  ?  818-247-6000  ?  fax  818-500-9912 www.glenair.com   18   e-mail:  sales@glenair .com   cb series connectors cb series pogopin connectors all dimensions in millimeters (mm). information subject to change without notice. 7 pin filter jam nut receptacle for rear panel mounting eliminate  unwanted  high  frequency  electrical  interference  with  european  standard  fltered  cb07  connector.  stainless  steel  body  and  jam  nut,  with  black  chromate  fnish.  mates  to  standard  cb07  plug  connectors.  printed  circuit  board  contacts are gold plated. watertight when unmated, cb07 fltered connectors offer  5000 cycles of mating and meet harsh environment requirements. specifica t i o ns capacitance 3000 pf at 25c,1  khz, 1vrms voltage (dwv) 50 vdc maximum current 2.5 amps maximum insulation resistance   5000 megohms  minimum shell stainless steel w/  black chromate jam nut stainless steel w/  black chromate o-ring, face seal silicone contact copper alloy , gold  plated water immersion mil-std-810  method 512 1 meter ingress protection ip68 mating cycles 5000 cycles  minimum polarizing  position 1  (blue) polarizing  position 2  (yellow) polarizing  position 3  (green) polarizing  position 4  (pink) cb07c1l1f cb07c2l1f cb07c3l1f cb07c4l1f 7 pin filter receptacle a b c d e f g 16.2 max 34.0 3.0 max o-ring 2.7 1.0 3.0 max  panel washer m14 x 0.75 jam nut ? 17.0 ? 20.0 max 12.8 max flats location of  polarizing  color code 2.0  panel cutouts and printed circuit board mounting  patterns are shown on page 13. printed circuit board  pattern a b c d e f g c l c l 3 1.5 2.6 1.5 2.6 3 connector mating face  and key positions  position a b color  code 1 90 120 white 2 105 130 yellow 3 110 135 green 4 100 165 pink a b c d e f g a b 12.8 (+0 / -0.1) flats  
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