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		  Datasheet File OCR Text:


		  note: all specifications are subject to change without notice. 08-3 08 features specifications qseven cpu modules ecb-930g supports qseven module   supports gigabit ethernet, rj-45 x 2   vga, sdvo (optional), touch screen, 18-bit dual channel    lvds connector 2 channel audio   sata port x 1, compactflash? type 2 slot x 1   usb port x 6, com port x 2   mini card x 1, sd connector x 1, sim connector x 1   lpc connector x 1   +8.5v to +19v wide dc input range   3.5 form factor   qseven carrier board 9681930g00:  ?	 cable kit 1700060152  kb/ms cable x 1 1700050207  usb cable x 1 1709070500  sata cable x 1 1701090150  com cable x 1 1709100254  audio cable x 1 1700100126  vga cable x 1 quick installation guide ?	 ecb-930g ?	 packing list system form factor 3.5" i/o chipset winbond w83627dhg-p ethernet intel? 82574l, 10/100/1000base-tx, rj-45 x 1   10/100/1000base-tx, rj-45 x 1 (from cpu module) expansion interface mini card slot x 1   sd connector x 1   sim connector x 1   lpc connector x 1 power supply type +8.5v to 19v wide dc input range  battery connector x 1 power requirement +5v dc power consumption  (typical)  board size 2.75" (l) x 2.75" (w) (70mm x 70mm): without ssd, tf-aq7-ln-a10   3.35" (l) x 2.75" (w) (85mm x 70mm): with ssd, tf-aq7-ln-b10 gross weight 0.44 lb (0.2kg) operating temperature 32  f ~ 140  f (0  c ~ 60  c) storage temperature -40  f ~ 176  f (-40  c ~ 80  c) operating humidity 0% ~ 90% relative humidity, non-condensing mtbf (hours)  display  supports crt/lcd simultaneous/ dual view displays vga db15 connector x 1 dvi db30 connector x 1 (optional) lvds dual-channel lvds connector x 1 i/o storage sata x 1 serial port rs-232 port x 3 (9-pin d-sub connector x 1 + 9-pin wafer box x 2)   rs-232/422/485 x 1 (9-pin wafer box) parallel port  usb type-a connector x 2, wafer x 4 kb/ms wafer x 1 digital i/o supports 8-bit  audio audio connector, supports line-in, line-out, microphone, cd-in touch screen (optional) supports 4/5/8-wire sata mxm connector keyboard/  mouse  connector lvds dc input vga com rj-45 ethernet  usb

 08-4 dimension unit: mm ecb-930g qseven carrier board TF-ECB-930G-A10 ?	 qseven carrier board 3.5, dual gigabit ethernet, 2ch audio, 2 com (winbond), usb, mini card, dc, rev.a1.0 ordering information 1757306502 ?	 power adaptor 9789pc3200 ?	 li-ion battery module optional accessories
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