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		  Datasheet File OCR Text:


		  form no. kbc 600 page 1 of 1 bif doc #720010 bussmann  the only controlled copy of this bif document is the electronic read-only version located on the bussmann network drive. all ot her copies of this document are by definition uncontrolled. this bulletin is intended to clearly present comprehensive product data and provide technical information that will help the en d user with design applications. bussmann reserves the right, without notice, to change design or construction of any products and to discontinue or limit distribution of any products. buss mann also reserves the right to change or update, without notice, any technical information contained in this bulletin. once a product has been selected, it should be tested by the user  in all possible applications.  kbc 600v 35-800a ordering information dimensions carton carton weight figure type part number qty. (lbs) number kbc-35 kbc-45 kbc-60 10 1.40 fig. 1 kbc-40 KBC-50 ______________________________________ ____________________________ kbc-70 kbc-90 kbc-80 kbc-100 5 1.44 fig. 2 ______________________________________ ____________________________ kbc kbc-110 kbc-150 kbc-200 0.48 600v kbc-125 kbc-175 ________________________________ ___ __________ kbc-225 kbc-300 kbc-400 1 0.77 fig. 1 kbc-250 kbc-350 ________________________________ ___ __________ kbc-450 KBC-500 kbc-600 1.32 ________________________________ ___ ______________________ kbc-800 4.50 fig. 3 ?u.l. recognition on 35 through 600 amperes only.  1 kg = 2.2 lbs 1 lb = 0.45 kg n interrupting rating 200ka rms symmetrical. n consult bussmann for dc ratings. order # fig. a b c d e f g h i kbc-35-60 1 4.375 3.750 3.500 2.750 0.343 0.625 0.813 0.094 0.468 kbc-70-100 2 see drawing kbc-110-200 1 4.406 3.719 3.594 2.906 0.312 0.875 1.219 0.187 0.375 kbc-225-400 1 5.125 4.188 3.563 2.906 0.406 1.000 1.500 0.250 0.719 kbc-450-600 1 5.125 4.389 3.687 2.875 0.406 1.500 2.000 0.250 0.757 kbc-800 3 see drawing dimension in inches. 1mm = 0.0394     1 = 25.4mm for new installations, bussmann recommends the  700 volt fwp series fuse. the 600v fuses are supplied  as replacements only. a c b d e f g i h fig. 1: 35-60 and 110-600 amp range fig. 2: 70-100 amp range 4.000 3.750 2.859 2.500 0.750 0.750 ?" - 24 ? ?a" fig. 3: 800 amp range 0.750 3.656 4.406 2.906 0.312 1.000 0.125 dimensions ? 7-11-01 sb01191
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