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		  Datasheet File OCR Text:


		  https://www.phoenixcontact.com/us/produkte/2744348 01.02.2013???page? 1 ?/? 5 d-sub bus connector?-?subcon-plus-profib?-?2744348 please be informed that the data shown in this pdf document is generated from our online catalog. please find the complete data in the user's documentation. our general terms of use for downloads are valid (http://download.phoenixcontact.com) d-sub connector, 9-pos., male connector, two cable entries < 35, bus system: profibus dp up to 12 mbps, termination resistor can be switched on via slide switch, pin assignment: 3, 5, 6, 8; spring- cage connection terminal blocks the illustration shows the product versions subcon- plus-profib .. and subcon- plus-profib/pg/...  ? key commercial data packing unit 1 minimum order quantity 1 catalog page page 162 (ax-2011) gtin custom tariff number 85366990 country of origin germany technical data bus system profibus dp number of positions, plug 9 connection type, connector male pin assignment 3, 5, 6, 8 general data nominal voltage u n 50 v nominal current i n 100 ma bus system profibus dp insertion/withdrawal cycles > 200 max. cable diameter 8.4 mm min. cable diameter 7.6 mm subcon fixing screws 4-40 unc tightening torque 0.4 nm ambient temperature (operation) -20 c ... 75 c ambient temperature (storage/transport) -25 c ... 80 c  60 16 10 35 49,5* 44,5

 https://www.phoenixcontact.com/us/produkte/2744348 01.02.2013???page? 2 ?/? 5 d-sub bus connector?-?subcon-plus-profib?-?2744348 technical data general data altitude 5000 m (for restrictions see manufacturer's declaration) housing material abs, metal-plated pin assignment 3, 5, 6, 8 width 16 mm height 49.5 mm length 60 mm connection data connection d-sub connection number of positions 9 connection method d-sub connector termination resistor 220  (can be connected externally) connection pcb connection connection method spring-cage connection termination resistor 390  (can be connected externally) conductor cross section solid min. 0.12 mm2 conductor cross section solid max. 0.5 mm2 conductor cross section awg/kcmil min. 26 conductor cross section awg/kcmil max 20 stripping length 5 mm tightening torque 0.4 nm classifications etim etim 2.0 ec001132 etim 3.0 ec001132 etim 4.0 ec001132 etim 5.0 ec001132 unspsc unspsc 11 39121402 unspsc 12.01 39121402 unspsc 13.2 39121402 unspsc 6.01 30211802 unspsc 7.0901 39121402 ecl@ss ecl@ss 4.0 27140816 ecl@ss 4.1 27140816 ecl@ss 5.0 27143424 ecl@ss 5.1 27143424 ecl@ss 6.0 27143424  60 16 10 35 49,5* 44,5

 https://www.phoenixcontact.com/us/produkte/2744348 01.02.2013???page? 3 ?/? 5 d-sub bus connector?-?subcon-plus-profib?-?2744348 classifications ecl@ss ecl@ss 7.0 27440209 approvals approvals approvals ul recognized / cul recognized / gost / culus recognized ex approvals approvals submitted approval details ul recognized? cul recognized? gost? culus recognized? accessories accessories cable/conductor cable?-?psm-cable-profib/fc?-?2744652 profibus cable, fast connect type, up to 12 mbps (02ysy (st)cy 1x2x22 awg) ? ?  60 16 10 35 49,5* 44,5

 https://www.phoenixcontact.com/us/produkte/2744348 01.02.2013???page? 4 ?/? 5 d-sub bus connector?-?subcon-plus-profib?-?2744348 accessories plug/adapter d-sub bus connector?-?subcon-plus-profib/pg/sc2?-?2708245 d-sub connector, 9-pos., male connector, cable entry < 35, bus system: profibus dp up to 12 mbps with pg d-sub female connector for connecting a programming device, termination resistor can be switched on via slide switch, pin assignment: 3, 5, 6, 8; screw connection terminal blocks ? ? d-sub bus connector?-?subcon-plus-profib/90/pg/idc?-?2313685 d-sub connector, 9-pos., male connector, cable entry < 90, bus system: profibus dp up to 12 mbps with pg d-sub female connector for connecting a programming device, termination resistor can be switched on via slide switch, pin assignment: 3, 5, 6, 8; idc terminal block connection ? ? d-sub bus connector?-?subcon-plus-profib/ax/sc?-?2744380 d-sub connector, 9-pos., male connector, axial version with two cable entries, bus system: profibus dp up to 12 mbps, termination resistor can be switched on via slide switch, pin assignment: 3, 5, 6, 8; screw connection terminal blocks ? ? tools stripping pliers?-?quick wirefox 6?-?1204384 stripping tool for cables with pvc insulation, stripping range: 0.08 to 6 mm2, wire cutting up to 6 mm2 flexible or 4 mm2 rigid ? ? stripping tool?-?psm-strip-fc/profib?-?2744623 quick stripping tool for profibus cable, type fast connect ? ?  60 16 10 35 49,5* 44,5

 https://www.phoenixcontact.com/us/produkte/2744348 01.02.2013???page? 5 ?/? 5 d-sub bus connector?-?subcon-plus-profib?-?2744348 accessories screwdriver?-?szf 0-0,4x2,5?-?1204504 actuation tool, for st terminal blocks, also suitable for use as a bladed screwdriver, size: 0.4 x 2.5 x 75 mm, 2-component grip, with non-slip grip ? ? screwdriver?-?szk ph1 vde?-?1205150 screwdriver, ph crosshead, vde insulated, size: ph 1 x 80 mm, 2-component grip, with non-slip grip ? ? drawings dimensioned drawing ? phoenix contact 2012 - all rights reserved http://www.phoenixcontact.com  60 16 10 35 49,5* 44,5
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