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		  Datasheet File OCR Text:


		  111 1-800-526-2324 ? www.us.tdk-lambda.com/lp/ disclaimer: us.tdk-lambda.com/lp/legal.htm zwq series features u  universal input (85 - 265vac) u  power factor corrected u  floating adjustable fourth output u  low pro? le 109  >93  >109  >109  >173  >152  >173  >173   minimum load  a  v1: 0.9a conv, 1.4a forced air  v1: 1.5a conv, 2.1a forced air   output voltage accuracy  %  5% for outputs v2 and v3   ef? ciency (typ)  %  72   hold up time (1)  ms  20   leakage current  -  0.75ma max, 0.2ma (typ) at 100vac / 0.44ma(typ) at 230vac   remote on / off  -  see installation manual (not available with /a cover option)   oper temp (convection cooled)  c  -10c to 60c, derate linearly to 50% load from 40c to 60c. (3)   oper temp (forced air cooled)  c  -10c to 70c, derate linearly to 50% load from 50c to 70c. (>30cfm air? ow)(3)   storage temperature  c  -30 to +85c   humidity (non condensing)  -  operating: 30 - 90% rh; non-operating 10-95% rh   withstand voltage  -  i/p~grnd 2kvac (20ma), i/p~o/p 3kvac (20ma), o/p~grnd 500vac (100ma) for 1 min.   isolation resistance  -  >100m at 25c & 70%rh, output to ground 500vdc   vibration (non operating)  -  10 - 55hz (1 minute sweep), 19.6m/s 2  constant x, y, z 1 hour   shock  -  < 196.1 m/s 2   safety agency approvals  -  ul60950-1, csa60950-1, en60950-1, ce mark, en50178   conducted & radiated emi  -  en55011, en55022-b, fcc class b, vcci-b   immunity  -  en61000-4-2,-3,-4,-5,-6,-8,-11    weight (typ)  g  550  730   size (w x h x d)  mm  93.5 x 35 x 210 (refer to outline drawing)  106 x 35 x 225 (refer to outline drawing)   warranty  yrs  one year speci? cations key market segments & applications

 112 1-800-526-2324 ? www.us.tdk-lambda.com/lp/ revision a4: dec 2011 zwq series for additional information, please visit  us.tdk-lambda.com/lp/products/zwq-series.htm (4)  the peak current draw must not exceed a 10 sec. duration with a        duty cycle of 35%. (5)  an overvoltage condition on any output will shut down all outputs,     the power supply must be re-set by cycling the ac input.         voltage    peak or  max  max  ripple         adjust  convect.  forced air  load reg  line reg  noise  ovp   model  output  voltage (v)  range (v)  (a)  (a)(4)  (mv)  (mv)  (mv)  (v)(5)   zwq80-5222  v1  5  5.0-5.25  8.0  10.0  100  20  120  5.7-7.0     v2  +12/15*  +12/+15  2.0  2.5  300  48  150  16.5-22.5     v3  -12/15*  -12/-15  2.0  2.5  300  48  150  16.5-22.5     v4  12  11.4-12.6  3.0  4.0  300  48  150  13.8-16.2   zwq80-5223  v1  5  5.0-5.25  8.0  10.0  100  20  120  5.7-7.0     v2  +12/15*  +12/+15  2.0  2.5  300  48  150  16.5-22.5     v3  -12/15*  -12/-15  2.0  2.5  300  48  150  16.5-22.5     v4  3.3  2.0-3.63  7.0  9.0  100  20  120  3.79-4.95   zwq80-5224  v1  5  5.0-5.25  8.0  10.0  100  20  120  5.7-7.0     v2  +12/15*  +12/+15  2.0  2.5  300  48  150  16.5-22.5     v3  -12/15*  -12/-15  2.0  2.5  300  48  150  16.5-22.5     v4  24  22.8-25.2  1.5  2.0  400  96  200  27.6-32.4   zwq80-5225  v1  5  5.0-5.25  8.0  10.0  100  20  120  5.7-7.0     v2  +12/15*  +12/+15  2.0  2.5  300  48  150  16.5-22.5     v3  -12/15*  -12/-15  2.0  2.5  300  48  150  16.5-22.5     v4  5  2.0-5.25  7.0  9.0  100  20  120  5.7-7.0   ZWQ130-5222  v1  5  5.0-5.25  15.0  19.0  100  20  120  5.7-7.0     v2  +12/15*  +12/+15  4.0  5.0  300  48  150  16.5-22.5     v3  -12/15*  -12/-15  4.0  5.0  300  48  150  16.5-22.5     v4  12  11.4-12.6  4.0  5.0  300  48  150  11.4-12.6   zwq130-5223  v1  5  5.0-5.25  15.0  19.0  100  20  120  5.7-7.0     v2  +12/15*  +12/+15  4.0  5.0  300  48  150  16.5-22.5     v3  -12/15*  -12/-15  4.0  5.0  300  48  150  16.5-22.5     v4  3.3  2.0-3.63  10.0  12.0  100  20  120  3.79-4.95   zwq130-5224  v1  5  5.0-5.25  15.0  19.0  100  20  120  5.7-7.0     v2  +12/15*  +12/+15  4.0  5.0  300  48  150  16.5-22.5     v3  -12/15*  -12/-15  4.0  5.0  300  48  150  16.5-22.5     v4  24  22.8-25.2  2.0  2.5  400  96  200  27.6-32.4   zwq130-5225  v1  5  5.0-5.25  15.0  19.0  100  20  120  5.7-7.0     v2  +12/15*  +12/+15  4.0  5.0  300  48  150  16.5-22.5     v3  -12/15*  -12/-15  4.0  5.0  300  48  150  16.5-22.5     v4  5  2.0-5.25  10.0  12.0  100  20  120  5.7-7.0   * user selectable via connector or pcb. outputs are ? oating from v1 & v4. can be connected in series for 24/30v. model selector   zws/zwd  5w to 480w single and dual output   sc  30w to 120w single, dual, & triple output   nv  175 to 700w single and multiple output   hws  15 to 1500w single output other industrial products   suf? x  description   blank  no cover or l bracket   /l  l bracket   /a  cover and l bracket options
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