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		  Datasheet File OCR Text:


		    description                        mechanical dimension               ito-3p-2l   features                                   mechanical data  ??   high surge current capability               ??    case: jedec ito-3p-2l molded   ??  high forward current capability                plastic body  ??  low forward voltage drop                   ??     terminals: plated leads solderable    ??  glass passivated chip junction                 per mil-std_750, method 2026  ??  high temperature soldering guaranteed      ??     plastic package : flammability  classification  94v-0               maximum ratings and electri cal characteristics (ta=25 j )  fgf40  parameters  symbol 01 02  03  04 05  06  07  average forward current, io at tc =100 j 60hz, resistive or inductive load  if                        40.0a  peak repetitive reverse voltage  v rrm   50   100  200  400  600   800   1000  max rms voltage    v rms 35 70 140 280 420 560 700  dc blacking voltage  vdc    50   100  200  400  600   800   1000  forward v oltage @if=   40a  vf  1.1  non-peak forward surge current, @rated  load conditions 8.3ms 1/2 sine-wave  ifms  400a  max. reverse current ir at rated dc  reverse voltage. tc =25/100 j   ir  5.0ua  250ua  typical th er m al resistance,  rth- jc     ---------------- 1.2j/w     -------------------------------  typical junction capacitance ( note:1) cj ----------------------------------160pf-- -- -- -- -- -- -- -- -- -- -- -- -- -- -- - -- operating and storage temperature range to/ts  ----------------------------65 to +175j-------------------------------- note: 1. measured at 1 mhz and a applied reverse voltage of 4.0vd.c.      0.75+/-0.2mm.  5.5+/-0.2mm      3.6+/-0.2mm 15.5+/-0.2mm.  3.0+/-0.2mm  10.9+/-0.2mm  17.33+/-0.2,,mm   26.5+/-0.2mm   17.33+/-0.2mm  14.8+/-0.2mm  14.8+/-02.mm   4.0+/-0.5mm   2.0+/-0.2mm  fgf4007 _  + 

                      fig.1 ?forward current derating curve  fig.4- typical instantaneous forward characteristics    instantaneous forward voltage (v)  tj=25 j  pulse width =300us  1% duty cycle 
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