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		  Datasheet File OCR Text:


		  306 e. alondra blvd. gardena, ca 90247-1059 ? phone (310) 515-1720 ? fax (310) 515-1962 wwww.jwmiller.com 25.4 common mode inductors (with header) 8100 series part  number  l (mh)  min. @  1khz  i (a)*  max. dcr  (?)  max.  dim. a  max.  dim. b  0.01  dim. c  0.015  dim.  d  0.015  dim. e  max.  dim. f  max.  8101  4  1.7  0.173  0.76  0.425  0.600  0.250  0.90  0.040  8102  2.5  2.4  0.09  0.76  0.425  0.600  0.250  0.90  0.040  8103  1  4.8  0.022  0.76  0.425  0.600  0.250  0.90  0.040  8104  10  2.4  0.17  1.20  0.60  0.800  0.400  1.20  0.050  8105  7  2.8  0.12  1.20  0.60  0.800  0.400  1.20  0.050  8106  5  3.7  0.07  1.20  0.60  0.800  0.400  1.20  0.050  8107  2  6.6  0.022  1.20  0.60  0.800  0.400  1.20  0.050  8108  1  10  0.01  1.20  0.60  0.800  0.400  1.20  0.050  8109  30  2.3  0.33  1.35  0.80  0.900  0.600  1.45  0.050  8110  20  2.9  0.21  1.35  0.80  0.900  0.600  1.45  0.050  8111  12  4  0.11  1.35  0.80  0.900  0.600  1.45  0.050  8112  8  5.6  0.055  1.35  0.80  0.900  0.600  1.45  0.050  8113  5  8.9  0.022  1.45  0.80  0.900  0.600  1.50  0.043  8114  2.5  12.5  0.011  1.45  0.80  0.900  0.600  1.50  0.053  8115  1.2  16  0.006  1.50  0.80  0.900  0.600  1.53  0.060  8116  50  2.3  0.45  1.55  0.80  0.900  0.600  1.65  0.050  8117  36  2.9  0.3  1.55  0.80  0.900  0.600  1.65  0.050  8118  7.3  9.3  0.032  1.65  0.80  0.900  0.600  1.65  0.043  8119  4  14.5  0.012  1.70  0.90  1.200  0.700  1.65  0.060  8120  2.4  17  0.008  1.70  0.90  1.200  0.700  1.65  0.067  8121  1  20  0.007  1.70  0.90  1.200  0.700  1.65  0.067  special features ? single layer wound ? excellent emi suppression capability over wide frequency spectrum ? high current capacity ? dielectric strength: 1500vrms ? coil mount on vw-1 rated plastic header ? fixed pin spacing allow easy pcb insertion ? operating temperature: -55 - +105c notes * rated current to cause approx. 35c   temperature rise also available as rohs compliant. 2 1 3 4 8101-8103 8104-8121 2 1 3 4 2 1 3 4 2 1 3 4 0.12 min. a e f c 0.15 b 0.09 d 0.12 min. b d f c 0.20 a e dimensions:  inches
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