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		  Datasheet File OCR Text:


		  ? all specifications are subject to change without notice. (1/3) 20010531 / e9413_acc.fm emc components acc series ferrite beads smd features � with 4 types rated at 1.5a and 3 types rated at 3a, and with a range of frequency characteristics available for each type, the acc series facilitates selection of the most appropriate part for any given application. � effective emc suppression over a broad band can be achieved simply be inserting this product into the dc power line on the cir- cuit board. shapes and dimensions dimensions in mm circuit diagram recommended pc board patterns reflow and flow solderings dimensions in mm electrical characteristics ? x : packaging style (t: taping [?180mm reel], tl: taping [?330mm reel]) shape l w t d HF201209 20.2 1.250.2 0.90.2 0.30.2 hf321611 3.20.2 1.60.2 1.10.2 0.30.2 hf322513 3.20.3 2.50.2 1.30.2 0.30.2 hf453215 4.50.25 3.20.25 1.50.25 0.30.2 hf575018 5.70.4 50.3 1.80.3 0.2 hf575032 5.70.4 50.3 3.20.3 0.2 hf635050 6.40.4 50.3 4.740.3 0.2 l w d t terminal electrode ferrite insulation resin no polarity type abc hfxxacc201209 1 1 1 hfxxacc321611 1.1 2.2 1.4 hfxxacc322513 1.1 2.2 2.3 hfxxacc453215 1.5 3 3 hfxxacc575018 2 4 5.8 hfxxacc575032 2 4 5.8 hfxxacc635050 2 4.5 5.8 shape part no. impedance  ( ? )[100mhz] dc  resistance  ( ? )max. rated  current  (a)max. 201209 hf70acc201209-x ? 1025% 0.03 1.5 hf50acc201209-x 1125% 0.03 1.5 hf30acc201209-x 725% 0.03 1.5 321611 hf70acc321611-x 2625% 0.04 1.5 hf50acc321611-x 3125% 0.04 1.5 hf30acc321611-x 1925% 0.04 1.5 322513 hf70acc322513-x 5225% 0.05 1.5 hf50acc322513-x 6025% 0.05 1.5 hf30acc322513-x 3125% 0.05 1.5 453215 hf70acc453215-x 12025% 0.05 1.5 hf50acc453215-x 12525% 0.05 1.5 hf30acc453215-x 7025% 0.05 1.5 575018 hf70acc575018-x 15025% 0.04 3 hf50acc575018-x 18025% 0.04 3 hf30acc575018-x 10025% 0.04 3 575032 hf70acc575032-x 30025% 0.04 3 hf50acc575032-x 40025% 0.04 3 hf30acc575032-x 27025% 0.04 3 635050 hf70acc635050-x 50025% 0.04 3 hf50acc635050-x 60025% 0.04 3 hf30acc635050-x 75025% 0.04 3 aba c resist land pattern

 �  all specifications are subject to change without notice. (2/3) 20010531 / e9413_acc.fm emc components acc series ferrite beads smd typical electrical characteristics z, x, r vs. frequency characteristics hf70acc201209 hf50acc201209 hf30acc201209 hf70acc321611 hf50acc321611 hf30acc321611 hf70acc322513 hf50acc322513 hf30acc322513 hf70acc453215 hf50acc453215 hf30acc453215 hf70acc575018 hf50acc575018 hf30acc575018 hf70acc575032 �   test equipment:rf impedance analyzer yhp4191a r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? )

 �  all specifications are subject to change without notice. (3/3) 20010531 / e9413_acc.fm emc components acc series ferrite beads smd typical electrical characteristics z, x, r vs. frequency characteristics hf50acc575032 hf30acc575032 hf70acc635050 hf50acc635050 hf30acc635050 �   test equipment:rf impedance analyzer yhp4191a r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? ) r x z 1000 frequency ( mhz ) 100 10 1 1 10 100 1000 z, x, r ( ? )
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