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		  Datasheet File OCR Text:


		  one magnetics pkwy, gowanda, ny 14070 ? (t) 716-532-2234 ? (f) 716-532-2702 ? sales@gowanda.com    www.gowanda.com 60 smt35alf   rohs power inductors             parallel ratings        series ratings     part    inductance   dcr  i sat.   current  inductance   dcr  i sat.   current     number   h   25%    ohms nom.   adc  rating   h    25%  ohms nom.   adc  rating     @ 100khz       adc*  @ 100khz      adc* smt35a-220lf	 	.22	 	.0028	 	 18.8	 	 10.9		 .88	 	 .0113	 	 9.38	 	 5.47 smt35a-820lf		 	 .82	 	 .0039	 	 12.5	 	 9.40	 	 3.28	 	 .0155	 	 6.25	 	 4.68 smt35a-121lf		 	 1.2	 	 .0050	 	 9.38	 	 8.22	 	 4.80	 	 .0200	 	 4.69	 	 4.11 smt35a-181lf		 	 1.8	 	 .0077	 	 7.50	 	 6.74	 	 7.20	 	 .0298	 	 3.75	 	 3.37 SMT35A-501LF		 	 5.0	 	 .018	 	 4.69	 	 4.34	 	 20		 .0717	 	 2.34	 	 2.17 smt35a-801lf		 	 8.0	 	 .027	 	 3.75	 	 3.50	 	 32		 .111	 	 1.88	 	 1.75 smt35a-102lf		 	 10	 	 .040	 	 3.13	 	 2.89	 	 40		 .161	 	 1.56	 	 1.45 smt35a-152lf		 	 15	 	 .046	 	 2.68	 	 2.69	 	 60		 .187	 	 1.34	 	 1.35 smt35a-202lf	 	 20	 	 .067	 	 2.34	 	 2.24	 	 80		 .269	 	 1.17	 	 1.12 smt35a-252lf		 	 25	 	 .095	 	 2.08	 	 1.89	 	 100		 .380	 	1.04	 	.94 smt35a-332lf		 	 33	 	 .138	 	 1.79	 	 1.56	 	 132		 .556		 .89	 	 .78 smt35a-502lf		 	 50	 	 .206	 	 1.50	 	 1.28	 	 200		 .823		 .75	 	 .64 smt35a-682lf		 	 68	 	 .293	 	 1.29	 	 1.07	 	 272		 1.17	 	.65	 	 .54 smt35a-103lf		 	 100	 	 .596	 	 1.04	 	 .75	 	 400		 2.38		 .52	 	 .38 smt35a-153lf	 	 150	 	 .722	 	 .85	 	.68	 	 600		 2.89		 .43	 	 .34 smt35a-203lf		 	 200	 	 .814	 	 .75	 	 .64	 	 800		 3.26		 .38	 	.32 smt35a-303lf		 	 300	 	 1.006	 	 .60	 	 .58	 	 1200		 4.03		 .30	 	 .29 1 4 3 2 to p  view .380 sq max (9.65) .510 max (13) dot    to indica te pin  1 gow anda smt35a -xxx recommended footprint .392 (9.96) .145 sq. (3.68) .392 (9.96) 1 4 3 2 side view .235 max (5.97) n otes: ? 	 operating	temperature	-55c	to	+125c *	the	current	rating	that	will	cause	a	maxi - mum	temperature	rise	of	40c		from	a	85c	 ambient.	this	current	will	cause	an	induc - tance	decrease	of	approximately	30%. tape   and reel specs: pcs./reel	 maximum:	 	 800	 pitch	between	 parts:	 	 12	mm tape	width:	 	 24	mm reel	diameter	 inches:	 	 13 in.	(mm) power inductors - surface mount
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