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		  Datasheet File OCR Text:


		  amphenol pcd www.amphenolpcd.com         milaero@amphenolpcd.com         1-978-624-3400         72 cherry hill drive beverly, ma 01915 mil-prf-12883/41 extended height rsl 2 pole/10 amp  recommended mounting panel cutout socket configurations * mating end / wire barrel extended height relay sockets mil p/n m12883 apcd p/n qty size* config. mating relay p/n contact mates with m83536, m6106 relays materials module body: polyetherimide per astm-d5205 grommet: silicone rubber per a-a-59588 hardware: stainless steel or steel w/ cadmium chromate finish contact retainers: stainless steel socket contacts: stainless steel, hard gold plated in  accordance with sae-ams-2422 operating range temperature: -65oc to 125oc insulation resistance: 1000 megaohms min. dielectric withstanding voltage: 1500 vrms at sea level  500 vrms at 80,000 ft. vibration:  mil-std-202, method 204 test condition g shock: mil-std-202, method 213 test condition c 1.406 1.74 max .200 typ. .100 extended height relay socket pounds grams .073 33 relay socket weight side view top view .200 ? .078 x .355 min dp polarizing hole mounting stud .140-.135 1.130 .220 1.080 1.020 .290 .245 .318 .350 .270 1.085 max .53 max fixed stud style blue stripe for rear release loose stud style .500 .100 abc /41-01 /41-02 /41-03 /41-04 /41-06 /41-07 /41-08 /41-09 rsl116091 rsl116093 rsl116095 rsl116063 rsl116097 rsl116069 rsl116067 rsl116065 loose loose loose loose fixed fixed fixed fixed 8 8 8 8 8 8 8 8 16/16 16/16 16/20 16/16 16/16 16/20 16/16 16/16 /5-116 /5-116 /5-116 /5-116 /5-117 /5-116 /5-116 /5-117 c b a b c c a c m83536/9-006, 015, 024, 035 m83536/11-002, 004, 007 leach corp ja-d4e & j  m83536/10-006, 015, 024, 034, 038 m83536/9-006, 015, 024, 035  m83536/10-006, 015, 024, 034, 038 m83536/9-006, 015, 024, 035  m83536/10-006, 015, 024, 034, 038 m83536/9-006, 015, 024, 035  m83536/10-006, 015, 024, 034, 038 leach corp ja-d4e & j m83536/11-002, 004, 007 .555 .05 r 4 pl .1480 1.110 1.406 .277 bottom mount-clearance hole for .190 screw top mount - clearance hole for .112 screw relay socket dimensions relay sockets mounting instructions can be found on page 25 /41-05 /41-10 rsl116099 rsl116071 8 8 16/16 16/16 /5-116 /5-116 loose fixed 2 22/22 /101-553 2 22/22 /101-553 m83536/13-002,-005,-008,-012 m83536/13-002,-005,-008,-012 m83536/13-002 ,-005,-008,-012 m83536/13-002 ,-005,-008,-012 d d d 12

 amphenol pcd www.amphenolpcd.com         milaero@amphenolpcd.com         1-978-624-3400         72 cherry hill drive beverly, ma 01915 mil-prf-12883/41 low profile rse 2 pole/10 amp  recommended mounting panel cutout socket configurations * mating end / wire barrel low profile relay sockets mil p/n m12883 apcd p/n qty size* config. mating relay p/n contact mates with m83536, m6106 relays materials module body: polytherimide per astm-d5205 grommet: silicone rubber per a-a-59588 hardware: stainless steel or steel w/ cadmium chromate finish contact retainers: stainless steel socket contacts: copper alloy, hard gold plated in  accordance with sae-ams 2422 operating range temperature: -65oc to 125oc insulation resistance: 1000 megaohms min. dielectric withstanding voltage: 1500 vrms at sea level  500 vrms at 80,000 ft. vibration:  mil-std-202, method 204 test condition g shock: mil-std-213, method 213 test condition c 1.406 1.74 max .200 typ. .100 low profile relay socket pounds grams .055 25 relay socket weight side view top view .200 ? .078 x .355 min dp polarizing hole mounting stud .093 .890 .220 1.080 1.020 .290 .245 .290 .350 .270 1.085 max .53 max /40-11 /40-12 /40-13 /40-14 /40-16 /40-17 /40-18 /40-19 rse116685 rse116687 rse116691 rse116695 rse116693 rse116701 rse116699 rse116697 loose loose loose loose fixed fixed fixed fixed 8 8 8 8 8 8 8 8 16/16 16/16 16/20 16/16 16/16 16/20 16/16 16/16 /92-533 /92-533 /92-533 /92-533 /92-534 /92-533 /92-533 /92-534 c a b c c a c m83536/11-002, 004, 007 leach corp ja-d4e & j m83536/9-006, 015, 024, 035 m83536/10-006, 015, 024, 034, 038 m83536/9-006, 015, 024, 035 m83536/10-006, 015, 024, 034, 038 m83536/9-006, 015, 024, 035 m83536/10-006, 015, 024, 034, 038 m83536/11-002, 004, 007 leach corp ja-d4e & j m83536/9-006, 015, 024, 035 m83536/10-006, 015, 024, 034, 038 b .555 .05 r 4 pl .1480 1.110 1.406 fixed stud style blue grommet or blue stripe for rear release loose stud style .500 .100 ab c .277 bottom mount-clearance hole for .190 screw top mount - clearance hole for .112 screw relay socket dimensions relay sockets mounting instructions can be found on page 26 /41-15 /41-20 rse116693 rse116703 8 8 16/16 16/16 /92-553 /92-553 loose fixed 2 22/22 /92-551 2 22/22 /92-551 m83536/13-002,-005,-008,-012 m83536/13-002,-005,-008,-012 m83536/13-002,-005,-008,-012 m83536/13-002,-005,-008,-012 d 13 d d
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