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		  ceramic resonators ????
c	? type crhtc-ll   (cerasonator  ) mhz band with built-in capacitors crhtcp for taping 9.0 5.0 5.0 0.5 2.5 (3) (2) (1) 2.5 0.3 max. stamp 3.0 out g in description ? ceramic resonators with built-in capacitors usable in the mhz band for microprocessors and infrared remote controls, telephone dual tone malti-frequency, etc., reference signal oscillations. ? applicable oscillation frequency range: 2.0 to 6.0mhz.  features ? precise oscillating frequency without adjustment. ? load capacitors (c1, c2) not required. ? may be used with a variety of ics. ? suitable for taping. ? rohs compliant applications ? reference signal oscillators for ?microcomputers (household electronics, oa equipment)  ? remote controlling ?tvs, vtrs, air-conditioners, cd players, lighting apparatus. ? digital applications equipment including measuring instruments, communications equipment, toys, etc. ?ya ? 	????
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:ys? ic ic 1m ? x c 1 c 2 out put ic : 1 / 6   pd4069ubc vdd :  + 5v x: crhtc-ll c 1 , c 2 : built-in capacitor selection guide for standard resonators type crhtc f?
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?? toko oscillation resonant oscillation frequency        loaded capacitor part frequency impedance temperature stability c 1 c 2 note number (mhz) ( ? )max. (-20?~+80?) (pf) (pf) dcrhtc3.58ll 3.58  0.5% 30  0.3% built-in built-in dcrhtc4.00ll 4.00  0.5% 30  0.3% built-in built-in dcrhtc4.19ll 4.19  0.5% 30  0.3% built-in built-in dcrhtc5.00ll 5.00  0.5% 25  0.3% built-in built-in dcrhtc6.00ll 6.00  0.5% 25  0.3% built-in built-in ? oscillation frequency tolerance can be designed to a desired level. ? toko performs matching evaluation for all types of ics. please contact us regarding applicable products.  ?
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