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		  Datasheet File OCR Text:


		  specifcations subject to change without notice. please check our website for latest information. shielded power inductors  C  ser1400 document 609-1  document 609-1  revised 04/14/11 designers kit c427  contains 3 each of all values core material  ferrite environment   rohs compliant, halogen free terminations   rohs compliant tin-silver over copper. other termina - tions available at additional cost. ambient temperature  C40c to +125c with i rms current, +125c  to +165c with derated current storage temperature   component: C40c to +125c.    packaging: C40c to +80c resistance to soldering heat  max three 40 second refows at  +260c, parts cooled to room temperature between cycles moisture sensitivity level (msl)   1 (unlimited foor life at  specifcations subject to change without notice. please check our website for latest information. shielded power inductors  C  ser1400 series document 609-2  document 609-2  revised 04/14/11 irms derating dimensions are in inches  mm 0.004/0,102 0.60 15,24 max ma x 0.271 0.01 6,88 0,256 pa rt  number inter nal code 0.221 5,60 0.218 5,53 0.100 2,54 height (see tab le) 0.473 12,00 min recommended land p attern 0.355 9,02 0.130 3,30 0.348 8,83 0.397 10,09 c l ser14xx - xxx cci xxxx max     height max    series  (inches/ mm)   weight ser1408  0.325 / 8,26  3.5 C 3.8 g  ser1410  0.416 / 10,56  4.8 C 5.2 g  ser1412  0.498 / 12,66  6.1 C 6.7 g  packaging ser1408  300/13f reel  plastic tape:   32 mm wide,   0.5 mm thick, 20 mm  pocket spacing, 8.6 mm pocket depth ser1410  250/13f reel  plastic tape:   32 mm wide,   0.5 mm thick, 20 mm  pocket spacing, 10.8 mm pocket depth ser1412  250/13f reel  plastic tape:   32 mm wide,   0.5 mm thick, 20 mm  pocket spacing, 12.8 mm pocket depth -40 -20 02 04 06 08 0 100 180 160 140 120 ambient  temperature  (c) pe r cent   of  rated rms i 120 110 100 90 80 70 60 50 40 30 20 10 0 25c  ? coilcraft, inc. 2011 

 specifcations subject to change without notice. please check our website for latest information. shielded power inductors  C  ser1400 series document 609-3  document 609-3  revised 04/14/11 l vs frequency  (high isat versions) 0.1 1 10 0.1 1 100 10 current (a) inductance (h) 1.0 h 0.68 h 0.50 h 0.30 h 2.0 h 1.5 h l vs current  (high isat versions) 0.1 1 10 0.1 1 100 10 frequency (mhz) inductance (h) 3.6 h 0.30 h 0.50 h 2.0 h 0.68 h 1.0 h 1.2 h 1.5 h l vs frequency  (low dcr versions) l vs current  (low dcr versions) 0.1 1 10 0.1 1 100 10 frequency (mhz) inductance (h) 1.0 h 0.68 h 0.50 h 0.30 h 2.0 h 1.5 h 0.1 1 10 0.1 1 100 10 inductance (h) 2.0 h 3.6 h 1.5 h 1.2 h 0.68 h 0.30 h 0.50 h 1.0 h current (a)  ? coilcraft, inc. 2011 
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