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		  Datasheet File OCR Text:


		  general specification     material:     shell/coupling ring: high strength aluminium alloy     plating finishes: olive drab cadmium (standard) nickel (rosh compliant) (optional) zinc cobalt (optional)     contact material: gold plated copper alloy     contact size:     3 contact option size 22 contacts     5 contact option size 24 contacts     9 contact option size 24 contacts     contact rating :     size 22 5 amps max.     size 24 3 amps max.     cable sizes :     size 22 22-28 awg     size 24 24-30 awg      insulators: thermoplastic      interface seal: fluorinated silicone      temperature: -55c to +175c      sealing: ip67      durability: no electrical or mechanical defects after 500 cycles of engagement or disengagement      fluid resistance: connectors show no damage when exposed to most fluids used in military applications      wire sealing: connector rear sealing grommet options for common size wire gauges micro military connectors (mmc) castleham industrial estate 4 stanier road, st leonard-on-sea east sussex tn38 9rf england telephone +44 (0) 1424 852721 fax            +44 (0) 1424 857142 email        milaero@deutsch.co.uk www.deutschltd.com features ? ? ? ? ?   compact design ? ? ? ? ?   positive locking coupling mechanism ? ? ? ? ?   scoop proof interface ? ? ? ? ?   3, 5 and 9 contact options ? ? ? ? ?   crimp contacts (standard) ? ? ? ? ?   pcb contacts (optional) benefits ? ? ? ? ?   minimum space envelope ? ? ? ? ?   suitable for sensor applications ? ? ? ? ?   assured reliability ? ? ? ? ?   weight saving ? ? ? ? ?   ease of use ? ? ? ? ?   standard tooling with 30 years experience in designing and manufacturing at its own facilities, deutsch ltd can provide interconnection solutions for the most demanding of environments quality approvals ? ? ? ? ?   civil aviation authority a8-1 ? ? ? ? ?   bs en iso 9001 ? ? ? ? ?   military spec approvals 38999 ? ? ? ? ?   bs9000 and cecc ? ? ? ? ?   underwriters laboratories with the increasing demand for data networks within confined areas, such as combat vehicles and aircraft the micro military connector (mmc) range has been specifically designed to address space and weight  issues, while retaining performance levels for harsh environments based on a bayonet coupling method these connectors can be supplied in a 3, 5 or 9 way configuration which meets most cabling requirements.

 subject to change without prior notification ?2005 deutsch ltd    mmc issue 4  01/06 insert arrangements 03-03 3#22 06-05 5#24 06-09 9#24 pin positioner m22520/2-07 605839 605839 connector 3 way 5 way 9 way crimp pin 604946-31 604927-31 605705-31 pcb pin 605679-31 604990-31 610006-31 crimp tool m22520/2-01 m22520/2-01 m22520/2-01 insert/extract tool m81969/14-1 m81969/14-1 605837 socket positioner m22520/2-09 605840 605840 crimp socket 604984 604935 605704 filler plug 600300-22 600300-24 600300-24 size 22 24 24 ordering information contact and tooling information shell size 03 shell size 06 dimensional information please refer to the deutsch ltd mmc dimensional information datasheet contact detail contact size 22 24 current rating 5 amps 3 amps min ?mm 0.76 0.60 max wire conductor 0.4mm 2 0.2mm 2 cable size awg 22-28 24-30 max ?mm 1.37 0.83 wire sealing range pro-cap ordering information connector 3 way 5 way 9 way receptacle pro-cap 605684-12 604029-12 604029-12 plug pro-cap 605687-12 604027-12 604027-12 mmc    0    06  -  03    s    n   -    **** range reference: shell style: 0 = 4 hole square flange receptacle 1 = in-line receptacle 2 = 4 hole square flange receptacle with pcb contacts 6 = free plug 7 = jam nut receptacle insert arrangement: see above standard modifications: 3014 = electroless nickel plated finish 942a = zinc cobalt plated finish keyway: n = normal a, b, c, d contact type: p = pin s = socket

 subject to change without prior notification ?2005 deutsch ltd    mmc dims issue 1  01/06 square flange receptacle - shell sytle 0 & 2 inline receptacle - shell sytle 1 f ?h f g g connector 3 way 5 way 9 way dimensions: mm a 18.0 20.3 20.3 b 9.0 11.0 11.0 c 9.0 11.0 11.0 d 1.3 1.3 1.3 e 8.0 9.8 9.8 f 16.2 18.0 18.0 g 11.5 12.7 12.7 h 2.7 2.7 2.7 a c d ?e ?b free plug - shell sytle 6 ?d a ?b ?c a ?b ?c ?b connector 3 way 5 way 9 way dimensions: mm a 18.0 18.8 20.3 b 9.0 11.0 11.0 c 8.0 9.8 9.8 d 9.0 11.5 11.5 connector 3 way 5 way 9 way dimensions: mm a 17.6 19.2 19.4 b 12.4 15.0 15.0 c 8.0 9.8 9.8 jam nut receptacle - shell sytle 7 f g a c d ?e ?b connector 3 way 5 way 9 way dimensions: mm a 18.0 20.3 20.3 b 9.0 11.0 11.0 c 11.5 11.6 11.6 d 2.2 2.2 2.2 e 8.0 9.8 9.8 f 18.8 20.8 20.8 g 17.0 19.05 19.05 h 21.0 23.0 23.0 ?h dimensional information - mmc receptacle pro-cap plug pro-cap connector 3 way 5 way 9 way dimensions: mm a 8.6 9.6 9.6 b 12.4 15.0 15.0 connector 3 way 5 way 9 way dimensions: mm a 11.0 11.0 11.0 b 12.4 15.0 15.0 a ?b ?b a ?b ?b
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