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		  Datasheet File OCR Text:


		  3 electronic solutions division interconnect solutions http://www.3m.com/interconnects/ 3m is a trademark of 3m company. for technical, sales or ordering information call 800-225-5373 3m ?  mini d ribbon (mdr) connectors .050 straddlemount plug - shielded   101 series wiper-on-wiper contact for reliable repetitive  ?	 plugging solder tails require no special tooling ?	 contacts: 26, 50, 68, and 100 ?	 see regulatory information appendix (ria) for  ?	 chemical compliance information date modifed: august 26, 2008    ts-0698-c     sheet 1 of 2 physical insulation materiel: glass reinforced polyester (pct) - body glass reinforced polyester (lcp) - insert mold flammability: ul 94v-0 color: black contact material: copper alloy underplating: 80 ? [ 2.0 m ] nickel wiping area plating: see ordering information solder tail plating: gold fash over nickel (ria e1 & c1 apply) body material: zinc alloy plating: nickel shroud: material: steel plating: nickel marking: 3m logo & part number   electrical current rating: 1 a insulation resistance: > 5 x 10 8     at 500 v dc withstanding voltage: 500 v rms  for 1 minute environmental temperature rating: -20 c to +85 c ul file no.: e68080

 3 electronic solutions division interconnect solutions http://www.3m.com/interconnects/ 3m is a trademark of 3m company. for technical, sales or ordering information call 800-225-5373 3m ?  mini d ribbon (mdr) connectors .050 straddlemount plug - shielded   101 series ts-0698-c   sheet 2 of 2 ordering information 101xx - 900apx inch  [mm] tolerance unless noted .0 .00 .000 inch .1 .01 .005 [ ] dimensions for   reference only wiping contact plating: l = 8 ? [0.2 m] min. gold (ria e1 & c1 apply) c = 30 ? [0.76 m] min. gold (ria e1 & c1 apply) compatible board thickness a = 1.0 mm standard (0 = 1.6 mm special order) contact quantity (see table) note: a0 = 100 positions dimensions a b c d 26 0.84 [ 21.4 ] 0.60 [ 15.2 ] 1.02 [ 25.8 ] 0.68 [ 17.2 ] 50 1.44 [ 36.6 ] 1.20 [ 30.5 ] 1.62 [ 41.1 ] 1.27 [ 32.3 ] 68 1.89 [ 48.1 ] 1.65 [ 41.9 ] 2.70 [ 52.5 ] 1.72 [ 43.7 ] 100 2.66 [ 67.5 ] 2.45 [ 62.2 ] 2.87 [ 72.8 ] 2.52 [ 64.0 ] .02 5 [   0 . 6 4   ] . 1 5 [ 3 . 7   ] posit i on  1 p o s i t i o n . 024 [   0 . 6 0   ] .65 [ 1 6 . 4   ] .50 [   12. 7   ] . 050     . 003 [   1 . 2 7   ] p o sition  1 posit i on  2 . 025 [   0 . 64  ] last   p o sit i o n . 1 5 [   3 . 7   ] b a . 3 6 [   9 . 1   ] . 3 0 [   7 . 5   ] c p o sit i on  1 1 5  p o s i t i o n l a s t posit i o n p o sition  2 b d . 050   p  .002 [ 1 . 2 7 ] . 0 30  p   . 002 [ 0 . 76] . 2 2 0 [ 5 . 5 9 ] .12 0 [ 3 . 0 9 ] typic a l   b o a r d   l a y o u t s olde r   pad  pat t e rn  repea t e d   on  bot h   s i des  o f   board . c




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 10150-900APL 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























