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		  Datasheet File OCR Text:


		  tel: +44 1460 256 100  fax: +44 1460 256 101 e-mail: sales@golledge.com    web: www.golledge.com 10.000000 12.600000 12.800000 13.000000 14.400000 15.360000 16.000000 16.800000 19.200000 19.440000 19.680000 19.800000 20.000000 20.400000 20.945000 21.250000 24.000000 24.553500 26.000000 27.000000 sm crystal - ceramic lid gsx-852 10 mar 2006 	
 
    
   
 
 
     
 features  ceramic body & lid  glass seal for best price / performance  low cost for volume applications standard frequencies product name + option codes + frequency eg: gsx-852/551ef 16.0mhz 50/50/10/18-f gsx-852/5c4s3 48.0mhz  50/100/40/s-3 option code x (eg gsx-852/x) denotes a custom specification. ordering information frequencies in mhz scale 2:1  30ppm temperature stability may not be available over -40+85c. check with our sales office before ordering.  available on t&r - 1k pcs per reel.  refer to our website for t&r and soldering details. other frequencies available. please consult our sales office. product gsx-852 option codes parameters  standard.  optional - please specify required code(s) when ordering specifications frequency range: 7.3728 ~ 60.0mhz  calibration tolerance: 30ppm  3 50ppm  5 other values  specify temperature stability: 30ppm  3 50ppm  5 100ppm  c other values (20ppm ~ 100ppm)  specify operating temperature range: -10 to +60c  1 -20 to +70c  2 -40 to +85c  4 other values  specify storage temperature range: -40 to +90c  circuit condition: 16pf  d 18pf  e 30pf  j series resonant  s other values  specify oscillation mode: fundamental (7.3728 ~ 40.0mhz)  f 3rd overtone (30.0 ~ 60.0mhz)  3 static capacitance (c 0 ): 7pf max  equivalent series resistance (max): 80  (7.3728 ~ 
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